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CHAPTER 7 - HYDROLOGY/HYDRAULICS

7.1 GENERAL

This chapter emphasizes the policies and guidelines for designing and investigating highway related water
resource systems. To encourage abroader perspective, thetermwater resourcesisoften used in thissection
instead of drainage or hydraulicsto emphasi ze that water represents avital resource having multiple values
to both the natural and human environment. Water resource systemsand highway systemsshould, therefore,
be designed to complement one another.

Since the technical complexity of water resource analysis covers a broad range of literature, only general
guidelinesfor such analysisareprovided. Tofacilitateimplementation of these guidelines, samplechecklists
and forms are shown as exhibits at the end of the chapter. Each checklist and formiscross-referenced to the
appropriate section for explanation and background information.

For an in-depth approach, the designer should consult either the technical references given in the following
discussionsor ahydraulicsengineer. Highway designersshould derive enoughinformation fromthischapter
to properly integrate highway design and water-related systems. Table 7-1 lists the division staff with
primary and support responsibilities for design of drainage facilities.

A. Highway Designer'sResponsibilities. Thedesigner isresponsiblefor theoverall design of thehighway
and should be familiar with the available guides, the investigation and design processes, the required
approvals, and the reporting practices associated with hydrology and hydraulics. The designer should
understand the general value of water resource systems such as reservoirs, irrigation canals, potable water
supplies, and fisn/wildlife habitat.

The designer should acquire available field and aerial surveysfor proper hydrologic and hydraulic analysis
of the water system, and should investigate the erosion and sediment characteristics of the general highway
environment.

Thehydrologic processrequirestheknowledge of thevariousmethods used to determinethevol umeof water
per unit time for a given design situation. The hydraulic process also requires the understanding of open
channel flow, culvert design, erosion control methods, and bridge waterways. 1n hydrologic and hydraulic
analyses, thedesigner must understand thetrade-offsinvolved when weighing risksagainst total design costs.
Todevelop ascope of water-rel ated responsi bilities, the designer should becomefamiliar withtheguidelines
contained in this chapter.

B. HydraulicEngineer'sResponsibilities. Thehydraulicsengineer isresponsiblefor providing technical
assistance and guidance to the designer for complex drainage problems.

Thesetypesof problemsincludethedesign of bridge waterways, large culverts, urban drainage systems, and
environmental mitigation systems. (Environmental systems include flood protection in urban areas, fish
passage designs, water quality, and wetlands replacement.)

The hydraulics engineer is also asource of information concerning applicable water resource laws, FHWA
water related policies, AASHTO design policies, and current devel opmentsinwater resource systemdesigns.
The hydraulics engineer should be consulted early during project development for hydrologic input and
roadside channel design criteria. The hydraulics engineer should review the final PS&E of all highway
designs that have water related systems.
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7.1 General (continued)

Table7-1
Staff Design Responsibilities

Division Staff
Design Hydraulics | Bridge Geotechnical | Environmental

Culverts, 1200 millimeters and P S
smaller

Drainage System

Culverts, larger than 1200 millimeters
Bridge waterway analysis

Flood plain analysis

Ditches

Small stream channels

Urban drainage

Environmental mitigation

Under drain systems

Erosion protection (Upland areas)

w T O nu nu nu v n non
T W W w U U w U T T

Erosion protection (In stream &
Riparian zones)

Water quality S P S

P = Primary responsibility (performs most of the design)
S = Secondary responsibility (provides consultation and support for the design)

C. General Design Criteria. Thedesign of adrainage system beginswith the selection of the appropriate
standards and the choosing of a design flood frequency. Once the design flood frequency is chosen,
freeboard and other special configurations or restrictions can be established. Table 7-2 presentsthe general
hydraulic design criteriafor FLH projects. The presented design criteriaderive from the AASHTO Model
Drainage Manual (MDM), the Federa -Aid Policy Guidemanual (FAPG), and various other sources(FEMA
regulations, state highway design manuals, etc.).

1.  Applying the Selected Design Criteria. When applying the design criteria of Table 7-2, the
designer/hydraulics engineer should consider impacts and risks related to the particular highway project.
Designfactorsto beconsidered and the degree of documentation required dependsontheindividual structure
and site characteristics. The hydraulic design must be such that risks to traffic, potential property damage
and failure from floods are consistent with good engineering practice and economics. Recognizing that
floods can not be precisely predicted and that it is seldom feasible to design for the very rare flood, all
designs should be reviewed for the extent of probable damage, should the design flood be exceeded.

Design headwater/backwater and flood frequency criteria should be evaluated relative to the following:

Damage to adjacent property.

Damage to the structure and roadway.

Traffic interruptions.

Hazard to human life.

Damage to stream and flood plain environment.

HHHHH
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7.1 General (continued)

# Federa, state, and local regulations asthey pertain to fish, wildlife, wetlands, water quality, and flood
plains.
# Life-cyclecosts and related social, economic, and environmental concerns (FAPG 650A).

2. Other Design Components. Whilefreeboard may be one of the primary considerationsin developing
the design of adrainage structure, there are many other integral partsto be considered and evaluated in the
total design of afacility.

a. Flow Rates. Culvertsaregenerally capable of handling flow rates of lessthan 30 m*/s. Bridges should
be considered for stream crossings with a design flood exceeding 30 m*/s.

b. Headwater. The headwater to diameter ratio for culverts 1200 millimeters in diameter and smaller
should not exceed 2.0. For larger culverts, the ratio should not be greater than 1.5.

c. Size. See Section 7.3.C for size selection criteria

d. Gradients. Culvertsshould not beinstalled on grades steeper than 10 percent without being anchored.
The minimum gradient for all minor channels and ditches shall not be less than 0.5 percent.

e. End Treatments. Concrete head walls should be installed on the inlets of culverts 2400 millimeters
in diameter and larger. On culverts 1200 millimetersin diameter or larger but less than 2400 millimeters,
specia end treatments such as special end sections and sloped or beveled ends should be considered. End
sections should be used on culverts smaller than 1200 millimeters in diameter when the invert is within
1.5 meters or less of the shoulder elevation. This criterion may be waived when fill slopes are 1:2 and
steeper or where the end of the culvert isin back of guardrail. See Section 7.3.C.

f.  Fish Passage. If possible, culvert designs should have depths and vel ocities comparabl e to the natural
stream. If thisis not possible, then the culvert may require baffles or other features to pass fish.

g. Scour. When velocities at a pipe outlet exceed 2 m/s, erosion protection measures should be
considered. See Section 7.3.C.

h. Culvert Materials. Culvert materials and their approved applications are set forth in Section 7.3.C.
i. Temporary Detour Structures. Temporary detour structures should use adesign flood frequency of
at least 10 years. However, detour structures to be used for 6 months or less may be designed on a lesser
flood frequency if site specific circumstances permit. Major detour structures may require design flood
frequencies substantially greater than 10 years.

J.  BridgeClearance. For maintenance purposes, all bridges should have at |east 3 m of vertical distance
between the bridge low chord and the average stream bed elevation.
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7.1 General (continued)

Table 7-2
General Design Criteria

. Minimum - 1
Hydraulic Feature Design Flood, Years Minimum Freeboard
Bridges Water Surface 50 600 mm; 1000 to1500 mm for wooded
debris; 1500 to 3000 mm for ice flows.?
Scour® 5008
Culverts Water Surface & See Table 7-3 300 mm*
Scour®
ServicelLife N/A N/A. 50-year maintenance free materials,
coatings, and invert protection.
Erosion Protection Water Surface See Table 7-3 300 mm®
(In stream/ Riparian) & Scour®
Retaining Walls® Water Surface See Table 7-3 300 mm®
< 3000 mm high & Scour®®
Retaining Walls® Water Surface 50 300 mm®
$ 3000 mm high
Scour® 50 to 500’
Ditches & Small Water Surface See Table 7-3 for | 300 mm or bottom of aggregate base layer
Channels & Scour® ADT < 400;
(Q,pr< 1.5mds) 10for ADT > 400
Curb & Gutters Water Surface 5for ADT < 400; N/A. Design speed < 72km/h, alowable
and Bridge Decks 10for ADT > 400 spread (AS) = Y2 the travel lane width.
Design speed $ 72 km/h, AS = shoulder +
10m.
Storm Sewers Water Surface 10for ADT <400; | N/A. Check for 50-year hydraulic grade
25for ADT > 400 line (HGL)
Notes:

'Flood plain ordinancesor other legislative mandatesmay limit allowabl e backwater or encroachment ontheflood plain.
Social considerationsincluding theimportance of thefacility asan emergency evacuation route or asaNational defense
accessroad should be considered. Ecological considerations and geological or geomorphic conditions may also affect
freeboard selections.

2See FAPG 650A. Check for 100 year flood. Generaly, most flood regulations will allow for 300 mm of bridge
backwater under 100-year flood conditions.

® Freeboard isthe vertical distance between the water surface at the design flood and the low point of the bridge beam.
Special clearances may also be required for bridges over a navigable body of water.

* Freeboard is the vertical distance between the water surface at the design flood and the top of the road surface.
Headwater at culvert inlets also should not exceed 2.4 meters. When this occurs, the designer should consult the
hydraulics engineer.

SFreeboard is the vertical distance between the water surface of the design flood and the top of the subgrade.
® For retaining walls located in stream and/or within riparian zones.

" Asthe cost of the retaining wall approaches the cost of a bridge of comparable length, the minimum design flood for
scour should approach that for a bridge.
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7.1 General (continued)
8 When the 500-year flood is unknown, use 1.7 times the 100-year flood.

°For scour at bridges and culverts, in stream and riparian zones, and ditches & small channels, we should use the
procedures outlined in the following FHWA publications:

a. Bridge scour - HEC-18,” Evaluating Scour at Bridges, Edition 3(Sl)”, dated 1995.

b. Culvert scour - HEC-14, “Hydraulic Design of Energy Dissipatersfor Culverts& Channels’, dated 1983.

¢. In stream/Riparian erosion protection & scour - “Highwaysin the River Environment”, dated 1990, and

HEC-11, “Design of Riprap Revetment”, dated 1989.

d. Ditches& Small Channels- HEC-15, “ Design of Roadside Channelswith Flexible Linings’, dated 1988.
In addition to the FHWA publications, several other agencies (USACE, WDFW, etc.) have published acceptable
references for scour protection, riprap design, bioengineering techniques, and barb/bendway designs.

\wWall foundations should sit on bedrock or deep foundations to prevent undermining. If thisis not feasible, then the
foundation should have a protective riprap revetment or comparable with a minimum factor of safety of 1.0 for the
minimum design flood. In certain circumstances, scour protection may bewaived. These circumstancesinclude such
situations as favorable stream morphology and natural vegetation conditions and favorable economic risks(i.e.,
inexpensive wall with only asmall chance of scour).

Table7-3
Average Daily Traffic(ADT) vs. Minimum Design Flood
Projected ADT Minimum Design Flood, Y ears

0to10 2
11to 49 5
50 to 399 10
400 to 1499 25
1500 and up 50
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7.2 GUIDANCE AND REFERENCES

This section briefly discusses the laws, regulations, policies, and guidelines for integrating water resource
systems with proposed highway systems. To implement these regulations and policies, guidelines
(i.e., hydraulicengineering circul ars) have been devel oped. Thefollowinginformation providesthedesigner
with background and reference materials for incorporating these laws, policies, and guidelines into the
highway design process.

A. Applicable Laws. Federal, State, and local governments have many laws and regulations related to
water resource systems. Thesewill generally affect thedesign, approval, and construction of water resource
designs. The designer should be familiar with these laws and regulations. These laws are summarized in
AASHTO's Highway Drainage Guidelines - The Legal Aspects of Highway Drainage, Volume V.

1. Federal Laws. Federal laws provide protection for water quality, fish and wildlife, flood disasters,
navigable and non-navigable waters, and coastal zones. These protectivelawsareformulated under various
legidlative acts.

Federal-aid Highway Act (1970)

National Environmental Policy Act (1969)
Flood Disaster Protection Act (1973)

River and Harbor Act (1899)

Federal Water Pollution Control Act (1972)
Fish and Wildlife Coordination Act (1956)
Tennessee Valley Authority Act (1933)
Coastal Zone Management Act (1972)

HFHEFHHEHIER

The laws and regulations are numerous, powerful, and complex. The following is a brief summary of the
most common and important regul ations affecting highway designs and water resources.

a. National Environmental Policy Act (NEPA). This act is the primary Federal regulation for the
protection of the environment. (See Chapter 3).

Although the environmental engineer performsthe eval uation and preparation of the documentsrequired by
NEPA, the designer aswell must consider theimpactsof highway designsupon water quality and ecological
systems such as wildlife, fish, and marine life.

(1) Water Quality. Water quality may be affected by the following:

#  Surface runoff, such as paved surfaces replacing natural surfaces.

#  Sedimentation and erosion caused by such factors as loss of vegetation due to highway construction.

# Chemical composition, such as pH, turbidity, oxygen demand levels, and minerals(i.e., pavement and
soil leaching).

#  Ground water quantity and quality.

(2) Ecological Systems. The ecological systems that could be affected are as follows:

# Habitat diversity related to fisheries and wetlands.
# Sizeand quality of habitat area.
# Interrelationships with water quality factors.

Thedesigner can still striveto integrate highway systemsinto the natural water resource systemsto minimize
negative impacts and enhance the positive characteristics of both systems.
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7.2 Guidance and References (continued)

b. Flood Disaster Protection Act. Under this act, local communities must have land use controls to
qualify for the National Flood Insurance program. This program applies primarily to urban areasthat have
households located within a designated flood-way area.

This flood-way area is designated by the Federa Emergency Management Administration (FEMA).
Generally, the flood-way limits are defined by the 100-year flood plain. Flood insurance maps may be
obtained that define the regulated flood waysfor agiven area. These maps may be acquired from the State
or local planning agency that administers the flood insurance program.

If the highway encroaches upon the 100-year flood plain, the increase in water surface elevation must be
evaluated for various flood frequencies. If the encroachment area lies within aregulated flood way, then
local land-use controls may limit the increase of flood patterns caused by the encroachment (i.e., maximum
300 millimeters increase for the 100-year flood). Flood insurance regulations within the project area may
affect the proposed highway hydraulic designs.

c. Navigableand Non-navigable Water Acts. The Federal Water Pollution Control Act and the River
and Harbor Act may require permits to be obtained for the following:

# Dredging or filling into navigable or non-navigable waters (including wetlands and lakes).
#  Erecting structures over navigable waters.
# Discharging pollutants (i.e., storm sewer systems).

For filling and dredging in lakes and streams, the designer should contact the U.S. Army Corps of Engineers
(USACE). For erection of structures over navigable waters, the designer should consult both the U.S. Coast
Guard and the U.S. Corps of Engineers. For point discharges of pollutants, the U.S. Environmental
Protection Agency should be consulted. These agencies should be contacted for permit approval during the
preliminary design stages.

d. FishandWildlifeCoordination Act. Federal agenciesarerequired by thisact to contact theU.S. Fish
and Wildlife Service, Department of Interior, when there are plans to modify the waters of any stream or
body of water for any purpose. Although the U.S. Fish and Wildlife Service does not have direct permitting
authority, the design engineer should be awarethat aM emorandum of Understanding (M OU) existsbetween
theU.S. Fishand Wildlife Serviceand the U.S. Corpsof Engineersgiving theU.S. Fishand Wildlife Service
considerable influence in the issuance of fill and dredging permits.

Fill and dredge permitsfor such highway features as bridge abutments, roadway embankments, and material
sources will be the most common permits obtained for highway activities in water resource systems. The
classification of water resource systems is explained in the Classification of Wetlands and Deep water
Habitatsof the United States by theU.S. Fishand Wildlife Service. Also, AMethod for Wetlands Functional
Assessment, Volumes | and Il by the Federal Highway Administration should be reviewed.

e. Tennessee Valley Authority (TVA) Act. The TVA is responsible for the conservation and
development of the Tennessee River Valley and surrounding area. Highway designsthat are located in or
affect thisregion must be approved by the TVA. Approval isbased upon impacts on the general quality of
theenvironment, control of pollution, and attainment of Statewater quality certification. Also, the TV A may
require an environmental assessment before issuing the permit.

f. Coastal ZoneManagement Act. Thisact encourages State and Federal agenciesto devel op procedures
and programs for managing coastal areas. Although the National Oceanic and Atmosphere Administration
isresponsible for administering the provisions of this act, the States in cooperation with local governments
generally develop and administer coastal zone management programs. These programs define the coastal
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7.2 Guidance and References (continued)

zone boundaries, define the acceptable land and water uses, and describe the procedures for implementing
the coastal zone management program.

If a proposed highway project is located within a coastal management zone, a certificate from the
administering agency may berequired. The certificatewill state that the proposed project is consistent with
the local coastal zone management program.

2. Stateand Local Laws. State lawsrelated to water resources generally are based upon common laws
and statutory laws. Common laws are derived from long-standing usages and customs, while statutory laws
are developed by legidative governments. Under common law, water-related legalities are based upon a
classification system of surfacewaters, streamwaters, flood waters, and ground waters. Under statutory law,
water-related legalities are based upon legislative mandate generally defined by eminent domain, water
rights, water resource districts, agriculture drainage, and environmental laws.

At the State level, the most common water-related legal problems involve diversion, collection,
concentration, augmentation, obstruction, erosion and sedimentation, and groundwater interference. Since
laws related to these problems will vary from State to State, the following is abrief generalization of each
problem:

a. Diversion. Thisrelatesprimarily to the detention, or changing the course, of a stream or drainage way
fromits natural or existing condition. Depending upon the type or resource system (human or natural) that
the diversion affects, the State laws will vary in their scope of jurisdiction. Water diversions should be
evaluated for their impact upon property owners upstream, downstream, and adjacent to the project. Any
changes in the flow characteristics due to the diversion may require mitigation with the affected property
owners. Also, water diversionsshould beevaluated for their impact uponfishand wildlifehabitat. The State
fish and wildlife agencies should be contacted for questions of jurisdiction and possible mitigations.
Basicaly, diversions of streamsor drainage ways should be designed to recreate flow conditions (i.e., depth
velocity flow rates, backwater) that are as similar as possibleto those that existed before the diversion while
still accomplishing the highway design objectives.

b. Collection, Concentration, and Augmentation. Water may be collected and concentrated by a
highway drainage system, causing flow rates at the point of dischargeto bein excess of those flow ratesthat
would naturally occur without the drainage system. Also, the concentration of flow upstream from aprimary
culvert may increase the backwater elevations at the culvert inlet. If this occurs, drainage easements and
mitigation may be required if the backwater extends beyond the highway right-of-way.

On RRR projects, the flow rates should not be appreciably affected. However, flow rates should be
compared in terms of before and after conditions for proper evaluation of the highway drainage system and
protection from potential litigation problems associated with the drainage system.

c. Obstruction. Asdiscussed under collection, concentration, and augmentation, backwater from culverts,
and bridges, may require special measures. Culverts and bridges generally affect the flow characteristics
within their proposed locations. These structures can cause backwater upstream, increase velocitiesin the
structure area, and affect erosion and sedimentation characteristics downstream. The effects can be
significant. Evaluate the effectsfor various flow conditions and contact impacted individual s and agencies
such asadjacent property ownersand State water resource agencies. Based upon feedback from the affected
parties, the appropriate flow conditions and hydraulic characteristics can be determined.

The evaluation of obstructions may be rather complex and the designer should consult hydraulic and other

technical specialists. The designer should ensure that the proper analysisis performed and documented for
evidence of compliance with State-related laws.
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7.2 Guidance and References (continued)

d. Erosionand Sedimentation. Highwaysandtheir structurescan have pronounced impactsupon erosion
and sedimentation characteristics of a water resource system. If the flow characteristics are significantly
changed, then the erosion and sedimentation characteristicswill a so bechanged. Coordinatethedesignwith
the appropriate individuals and State agencies that may be affected by a change in these characteristics.
Normally, the individuals and State agenciesinvolved in diversions, augmentations, and obstructions will
have an interest in highway-affected erosion and sedimentation.

e. Groundwater Interference. Legal problemsmay occur if proposed highway designsand construction
alter the quantity and/or quality of groundwater systems. Legal suits may beinitiated by individual owners
or public agencies who have groundwater supplies altered by construction operations or encounter
groundwater contamination caused by highway runoff. Legally, groundwater is considered to be a part of
the real property in which it lies. Therefore, the hydraulic/geotechnical engineers should evaluate the
potential for groundwater impacts by the proposed highway design. If potential problems do exist, the
designer should consult technical experts like the hydraulics engineer or geotechnical engineer.

Local laws, like State laws, may vary considerably from locality to locality. However, most local
governments have regulations or statutes that pertain to

#  the Flood Disaster Protection Act,
#  municipal water supplies, and
#  storm water management.

In coastal areas, local governments al so participate in the management of coastal zoning.

Because of the variation in local statutes, the designer should consult the county and/or city officials that
have jurisdiction over the water resources in the area of the proposed highway project.

B. Federal-Aid Policy Guide (FAPG). The following FHPM sections relate to water resource
considerations on FLH projects.

1. Permits. FAPG 650H stipulates that the USACE and U.S. Coast Guard should be contacted for
required navigational clearances under bridges. This subsection also discusses the permits required for
highway work in or adjacent to streams. While the information contained in this subsection is written
primarily for Federal-aid projects, it providesreferencesand historical information rel ated to water resource
permits. For additional guidance, see Chapter 3.

2. Erosion and Sediment Control. FAPG 650B specifies that highway projects must be located,
designed, constructed and operated according to standards that will minimize erosion and sediment damage
to the highway and adjacent properties and prevent pollution of surface and groundwater resources. This
subsection provides information for developing erosion and sediment control plans. The erosion and
sediment control measures discussed in this subsection include structures for erosion control, detention or
sedimentation basins, and soil treatments.

3. Flood plain Encroachments. FAPG 650A specifiesthat highway projects shall be evaluated for their
impacts and costs when they encroach upon flood plains. This evaluation includes an assessment of the
capital costs, risks, natural flood plain values, and human flood plain values associated with the
encroachment. To complete thisevaluation, location studies, hydrologic and hydraulic analysis, and design
documentation shall be performed by environmental and design personnel.

The designer must assess the benefits of the highway encroachments against the costs. Both tangible and
intangible factors are to be considered. Often, an optimal design can be found that can balance both the
inherent risks and costs of the project.
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7.2 Guidance and References (continued)

4. Mitigation of Environmental Impactsto Privately Owned Wetlands. FAPG 777 requires State
agenciesto eval uate and mitigate adverse environmental impactsto privately owned wetlands caused by new
construction of Federal-aid highway projects. These laws and regulations also apply to FLH projects that
affect privately owned wetlands.

Generally, fish and wildlife officials require some type of mitigation if a highway project encroaches upon
awetlands. The loss or disruption of wetlands can be mitigated by enhancing non-impacted wetlands,
creating new wetlands within the highway right-of-way, or acquiring additional right-of-way for the sole
purpose of developing new wetlands. Before wetland |osses are mitigated, eval uate the wetland in terms of
its vegetative, hydrologic, hydraulic, wildlife, and fish habitat characteristics. Based upon this evaluation,
proposed mitigation measures for any adverse wetlands impacts can be devel oped.

C. FHWA Technical Advisories. FHWA advisories provide technical guidance for the design of
highways. In water-related areas, the designer will find few technical advisories. The designer should
contact the Hydraulics Engineer for the most current technical advisories.

D. AASHTO GUIDELINES. The American Association of State Highway and Transportation Officials
(AASHTO) published eleven volumes of Highway Drainage Guidelines. AASHTO iscurrently developing
two additional volumes.

These guidelines provide qualitative information on the planning, hydrology, hydraulics, and legal aspects
of highway drainage design.

The first seven of these guidelines are summarized as follows:

# Volumel, Hydraulic Considerationsin Highway Planning and Location. Thisvolume summarizesthe
general aspects of highway drainage design. The topics include preliminary drainage surveys, flood
hazards, |ocation problems, construction and mai ntenance problems, coordination with water resource
systems, permits, legal considerations, reports, and documentation.

# Volumell, Hydrology. This volume describes those hydrologic aspects that are most important for
determining the design flow rate. The topics discussed include drainage basin characteristics, stream
channel characteristics, flood plain characteristics, precipitation, flood history, sel ection of designflood
frequency, and the prediction of flood magnitudes.

# Volumelll, Erosion and Sediment Control in Highway Construction. This volume discusses erosion
and sediment aspectsof natural drainage patterns, geology and soils, geometric design, drainagedesign,
construction practices, and maintenance practices.

# VolumelV, Hydraulic Design of Culverts. Thisvolume coversthebasic highway functionsof aculvert
anditsimpact on the surrounding environment. Thetopicsdiscussed include surveys(i.e., topographic,
drainage area, channel characteristics, fish life, high water information, existing structures, field
reviews), culvert location, culvert type, culvert hydraulic design, multiple-use culverts (i.e., utilities,
stock and wildlife passage, land access, fish passage), irrigation, debris control, service life, safety,
design documentation, construction considerations (i.e., temporary erosion control), and maintenance
considerations.

# VolumeV, Legal Aspectsof Highway Drainage. Thisvolume providessupplemental i nformation about

the legal aspects of highway drainage facilities. The topics described include Federal, State, and local
laws (i.e., common and statutory), common drainage complaints, and legal remedies.
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7.2 Guidance and References (continued)

#

Volume VI, Hydraulic Analysisand Design of Open Channels. Open channel hydraulicsisacomplex
and dynamic subject. Simplified design methods and computer programs have evolved over the years
that may be used by the designer for the hydraulic analysis of highway systems. However, many of the
methods may beinappropriate for certain situations. A culvert may be analyzed with simple charts or
calculator programs to determine the general flow characteristics, while amajor bridge design across
a flood plain will probably require considerable field data and computer analysis for proper
determination of the associated flow conditions.

This volume provides only enough information for familiarity with the subject matter. It provides
general information on planning, surveys, hydrology, typesof flow conditions, analysisof open channel
flow, stream morphology, effects of channel alterations, channel stabilization and bank protection,
roadside drainage channels, structural considerations, construction considerations, and maintenance
considerations.

Volume VII, Hydraulic Analysis for the Location and Design of Bridges. This volume contains
considerableinformationfor thelocation and hydraulic design of bridges. Theprimary topicsdiscussed
include planning and location, surveys, hydrologic anaysis, hydraulics of the stream, stream crossing
design, deck drainage, design documentation, construction considerations, and maintenance
considerations. Bridgesrepresent animportant and expensive part of highway systems. They may also
have considerable impact upon their water-related environment.

Volume VIII, Hydraulic Aspects in Restoration and Upgrading of Highways. The other AASHTO
guidelines primarily discuss drainage aspects relative to new highway construction. This guideline
discusses highway drainage involving existing highways and their drainage structures. The designers
should incorporate the information from this volume with the other drainage volumes for highway
restoration/upgrade projects.

Volume IX, SormDrain Systems. This volume provides guidance on the compatible design of storm
drain systems and existing drainage impacts to existing drainages, protecting the traveling public from
large runoff events (i.e., pavement drainage), and protecting the roadway structure (i.e., embankment,
subgrade, pavement) from surface runoff.

Volume X, Evaluating Highway Effects on Surface Water Environments. Thisvolume presentsdesign
practices for protecting the surface water environment from highways. The volume discusses the
surface water environment in general. It also discusses the effects and their significance of highway
drainage designs to the surface environment. Furthermore, it discusses threshold values that the
designer and other technical personnel should realize when assessing the interrelationship of highway
drainage systems with the surface water environment.

Volume X1, Highways Along Coastal Zones and Lake Shores. This volume discusses the hydraulic
aspects of highwaysin coastal-type environments. These environmentsinclude tidal basins, bays and
estuaries, large lakes and reservoirs, and the lower reaches of major river systems. These guidelines
addressthe special detailsof wind, wave, current, and tidal actionsupon banksand shores. Such details
may significantly affect the design and construction of highwaysin the coastal environment.

Volume XII, Sormwater Management. This volume presents information on the regulatory
implementation of stormwater management design. It also discusses related construction and
mai ntenance i Ssues.

Volume XII1, Training and Career Development of Hydraulic Engineers. This volume provides an
overview of the basic hydraulic and related areas for devel oping hydraulic engineers.
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7.2 Guidance and References (continued)

# Volume X1V, Culvert Inspection, Material Selection and Rehabilitation Guideline. This volume
presents information on culvert inspection, service life, material selection, protective coatings, and
culvert repairs.

E. Agency Agreementsand Standards. Existing statutes, regulations, agency policies, guidelines, and

standardsinfluence theintegration of highway systemsinto water resource systems. For thisreason, agency

proj ect agreements and standards may vary the design criteriafor aspecific project and the designer should
have copies of all such agreements and standards in the project files before proceeding with the drainage
design.

F. AASHTO Mode Drainage Manual (MDM), 1999. This manual presents 21 chapters on design

procedures, example problems, and computer solutions for most aspects of highway hydraulic design.

Although the manual is rather generic, it presents large volumes of relevant information for the design of

highway drainage systems. Highway designers, hydraulic engineers, and other technical personnel should

have access to thisimportant reference manual.

G. Technical References. The publications and computer programslisted in this section provided much

of the fundamental source information used in the development of this chapter. While thislist is not all

inclusive, the publications listed will provide the designer with additional information to supplement this
manual. These publications and programs provide the technical assistance for devel oping and completing
highway-related water resource designs.

FHWA publications are generally available from the National Technical Information Service, Springfield,
Virginia, 22161.

1. FHWA Hydraulic Engineering Circulars

HEC No. 9, Debris-Control Sructures. 1971.

HEC No. 11, Design of Riprap Revetment. 1989.

HEC No. 14, Hydraulic Design of Energy Dissipators for Culverts and Channels. 1983.
HEC No. 15, Design of Roadside Channels with Flexible Linings. 1988.

HEC No. 17, The Design of Encroachments on Flood plains Using Risk Analysis. 1981.
HEC No. 18, Evaluating Scour at Bridges. Edition 3. 1995.

HEC No. 20, Sream Sability at Highway Structures. Edition 2. 1995.

HEC No. 21, Bridge Deck Drainage Systems. 1993.

HEC No. 22, Urban Drainage Design Manual. 1996.

HEC No. 23, Bridge Scour and Stream Instability Countermeasures. 1997.

2. FHWA Hydraulic Design Series

HDS No. 1, Hydraulics of Bridge Waterways. Second Edition. Revised 1978.

HDS No. 2, Highway Hydrology. 1996.
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7.2 Guidance and References (continued)

HDS No. 3, Design Charts for Open-Channel Flow. 1961.

HDS No. 4, Introduction to Highway Hydraulics. 1997.

HDS No. 5, Hydraulic Design of Highway Culverts. 1985.

3. General Publications

A Guide to Standardized Highway Drainage Products. AASHTO-AGC-ARTBA Joint Committee. 1986.
SCSNational Engineering Handbook. Soil Conservation Service. 1985.

Design and Construction of Sanitary and Sorm Sewers. Manual No. 37. American Society of Civil
Engineers. 1976.

Chow, Ven Te. Open Channel Hydraulics. 1959.

Highwaysin the River Environment. DOT, FHWA.. 1990.

Bratner, Ernest F. and King, Horace W. Handbook of Hydraulics. 1976.

Viessman Jr, Warren et al. Introduction to Hydrology. 1977.

Handbook of Seel Drainage and Highway Construction Products. American Iron and Steel I nstitute. 1993.
Concrete Pipe Design Manual. American Concrete Pipe Association. June 1987.

Concrete Pipe Handbook. American Concrete Pipe Association. 1988.

Aluminum Drainage Products Manual. Aluminum Association. June 1983.

Highway Runoff Water Quality Training Course, Student Workbook. DOT, FHWA. 1985.

Classification of Wetlands and Deep Water Habitats of the United States. U.S. Fish and Wildlife Service.
December 1979.

A Method for Wetlands Functional Assessment. Volumes| and 11. DOT, FHWA. March 1983.
Gray, Donald H. and Leiser, Andrew T. Biotechnical Sope Protection and Erosion Control. 1982.

Guidelines for Determining Flood Flow Frequency. Bulletin No. 17B. U.S. Department of the Interior,
Geological Survey. March 1982.

Computation of Water-Surface Profiles in Open Channels. U.S. Department of the Interior, Geological
Survey. 1984.

Highway Water Quality Monitoring Manual. DOT, FHWA. January 1979.

Runoff Estimates for Small Rural Watersheds and Development of a Sound Design Method. FHWA-
RD-77-159. DOT, FHWA. 1977.
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7.2 Guidance and References (continued)

Fiveto Sxty Minute Precipitation Freguency for Easternand Central United States. NWSHYDRO-35. U.S.
Department of Commerce, National Oceanic and Atmospheric Administration. 1977.

Precipitation-Frequency Atlasfor the Western United Sates. NOAA Atlas2. U.S. Department of Commerce,
National Oceanic and Atmospheric Administration. 1973.

Rainfall Frequency Atlas of the United States. U.S. Weather Bureau TP40. 1961.

Guidefor Selecting Manning's Roughness Coefficientsfor Natural Channel sand Floodplains. FHWA TS84-
204. DOT, FHWA. April 1984.

Design of Urban Highway Drainage. FHWA- TS-79-225. DOT, FHWA. August 1979.

Culvert Inspection Manual. FHWA 1P86-2. DOT, FHWA. 1986.

Accuracy of Computed Water Surface Profiles. U.S. Army Corps of Engineers. December 1986.
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FHWA Computer Programs

HY-7  Bridge Waterways Analysis Model, WSPRO. 1999.
HY-8 FHWA Culvert Analysis. (Version 6.1). 1999.

HY-9  Scour at Bridges. (Version 5.0). 1994.

HY-10 BOXCAR. (1.0). 1989, PIPECAR (2.1).1994, CMPCHECK (1.0). 1989.
HY-11 Preliminary Analysis System for WSP. 1989.
HY-12 FESWMS2DH. 1989.

HY-22 Urban Drainage Design. 1999.

HY-TB Hydraulic Toolbox (HEC 12, 14, & 15). 1989.
CANDE CANDE-89. 1989.

BRI-STARS. 1994.

HYDRAIN, Drainage Design System. (Version 6.1). 1999.

USACE Computer Programs

HEC-RAS 2.2, 1999.

HEC-1 Flood Hydrograph Package. 1990.

HEC-2 Water Surface Profile. 1990.

HEC-5 Simulation of Flood Control and Conservation
HEC-6 Scour and Deposition in Rivers and Reservoirs. 1991.
TR-20 and TR-55, Natural Resource Conservation Service

FHWA Calculator Design Series

CDSNo. 2Hydraulic Design of Improved I nletsfor CulvertsUsing Programmabl e Cal cul ators, (HP-65)
October 1980

CDSNo. 3Hydraulic Design of Improved Inletsfor Culverts Using Programmabl e Cal culators, (T1-59)
January 1981

CDS No. 5 Hydraulic Design of Stormwater Pumping Stations Using Programmable Calculators,
(T1-59) May 1982
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7.3 ROADWAY HYDRAULICS

A. Hydrology

1. References.

# FHWA HDS-2, Highway Hydrology.

# FHWA HEC-22, Urban Drainage Design Manual

# AASHTO Model Drainage Manual, Chapter 7, Hydrology

# AASHTO Drainage Guidelines, Volume |1, Hydrology

# USGS National Flood Frequency Program, Nationwide Summary of USGS Regional Regression

Equations.

2. Design Considerations The major hydrologic design consideration isthe sel ection of the appropriate
design storm, or frequency, and hydrol ogic method as discussed below. Depending on thetype of hydraulic
design, either apeak discharge will be computed or a hydrograph will be developed. The peak dischargeis
the maximum flow for a given storm event. A hydrograph is a plot of water flow (discharge) versustime
from which the maximum or peak flow of aflood and its time distribution can be determined.

Hydrographs may be used to estimate the length of time aroad will be flooded or to evaluate the temporary
upstream storage of flood waters when determining the water surface elevation for a culvert.

Annual peak flows should be used to develop flood discharge and frequency relationships for use in
economic analysisand design of drainage structures. Theflood discharge and frequency relationship isbest
shown with alogarithmic plot of aflood magnitude versus return period.

3. Design Criteria. Oneof thefirst stepsin making ahydrologic analysisisthe selection of adesign flood
frequency. SeeTable7-2. When determining flood frequency, give consideration to all significant impacts
andrisksinvolved. Thisdeterminationistheresponsibility of thedesigner. The selection of thedesign flood
frequency shall be documented.

Designfactorsto beconsidered and the degree of documentation required dependsontheindividual structure
and site characteristics. The hydraulic design must be such that risks to traffic, potential property damage
and failure from floods are consistent with good engineering practice and economics. Recognizing that
floods can not be precisely predicted and that it is seldom feasible to design for the very rare flood, all
designs should be reviewed for the extent of probable damage, should the design flood be exceeded.

Design frequency criteria should be evaluated relative to the following:

Damage to adjacent property;

Damage to the structure and roadway;

Traffic interruptions,

Hazard to human life;

Damage to stream and flood plain environment.

HHHHH

The potential damage to adjacent property or inconvenience to owners should be of major concern in the
design of all hydraulic structures.

4. Estimating Peak Flow. For any given site, there are several methods available for estimating peak
flowsand their return periods. No singlemethod isapplicableto all watersheds. Engineering judgement and
agood understanding of hydrology are essential in selecting the method to be used in a particular design or
for agiven watershed. The method chosen should be afunction of drainage area (size and type), avail ability
of data, thevalidity of the method for the site, land use, and the degree of accuracy desired. Several methods
should be used and the results compared. Hopefully, the results obtained from one method will supplement
the results of another method.
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There are many methods available for estimating peak flows at siteswithout gages. These methodsinclude
therational formula, U.S. Geol ogical Survey (USGS) regression equations, Federal Highway Administration
(FHWA) regression equations, Natural Resource Conservation Service, (formally SCS) NRCS methods,
USGS Index Flood method, and other local methods. Most of these methods and techniques are discussed
in detail in HDS-2, Highway Hydrology.

a. Rational Formula. Therational formulais one of the most commonly used equations for estimating
peak flows from urban, rural, or combined areas for watersheds smaller than 124 hectares. Thisformula
presents a relationship between rainfall intensity and peak runoff.

Q=kCiA
Where
k = .00278, unit conversion
Q = Peak flow in cubic meters per second.
C = A dimensionless runoff coefficient assumed to be afunction of the cover of the watershed.
i

= Rainfdl intensity in millimeters per hour, for the selected frequency and for aduration equal tothe
time of concentration.
The drainage area in hectares.

>
I

Therainfall intensity (i) can bereadily obtained from an I ntensity-Duration-Frequency (1-D-F) curvefor the
local area (See HYDRAIN). In the eastern United States this curve can be developed from information in
NOAA Technical Memorandum NWSHY DRO-35, 5to 60- Minute Precipitation Frequency for Easternand
Central United States. HY DRO-35 contains precipitation and frequency information for durations of 60
minutes and less. For durations of greater than 60 minutes, rainfall intensity-frequency data are obtained
from Wesather Bureau Atlas Technical Paper 40, Rainfall Frequency Atlas of the United Sates. In the
western 11 States, isopluvials for 2-year and 100-year frequencies and 6- hour and 24-hour durations are
provided in the 11 volumes of NOAA Atlas 2.

The time of concentration (t.) for overland flow can be determined by various methods. Nomographs are
presented in HDS No. 2 and various Natural Resources Conservation Service publications. Mathematical
methods are also available as presented in HDS-2 and HEC No. 22. The design engineer needsto be aware
of the assumptions implicit in these methods.

When using the rational formula, make the following assumptions:
# The peak flow occurs when the entire drainage area is contributing flow.
# Therainfall intensity isuniform over aduration of time equal to or greater than the time of concentration.

# The time of concentration is the time required for the runoff to flow from the most remote point in the
watershed to the point of interest.

# The frequency of the peak flow is equal to the frequency of the rainfall intensity.

b. Natural Resources Conservation Service (NRCS) Methods.

The NRCS has published a method of calculating peak flows for water sheds with areas smaller than 800
hectares. The method uses charts and tables for a generalized 24 hour storm. The graphs relate discharge
to precipitation and drainage area for various soil curve numbers and for flat, moderate, and steep slopes.
This method was devel oped for rolling agricultural and rolling undeveloped land.

A detailed explanation of this method can be found in Section 4 of the NRCS National Engineering
Handbook and in HDS No. 2.
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The NRCS has also published atabular method of estimating peak discharges and a crude hydrograph for
use on water sheds up to 50 square kilometersin area. This method isused to estimate the effect of changes
and development in the watershed detention storage for small watersheds. Experience is necessary in
determining the various parameters required in the NRCS methods.

c. Regional Regression Equations. Regression equations are one of the most commonly accepted methods
for estimating peak flows at siteswithout gages or siteswith insufficient data. Multipleregression analysis
techniques are used to determine the rel ation of basin characteristics and climatic conditionsto flood peaks
of selected recurrence intervals. Information from gaged basins with similar drainage patterns and
climatol ogical characteristicsare used to devel op regression equations. Studiesthroughout the country have
established peak flow equations based on multiple linear regression techniques. The equations are of the
form

Q, "aAPBe.M"

Where:
Qr = flood magnitude having arecurrence interval T.
a = Regression constant.
A,B, C,..M = basinand climatic parameters.
b,cd,..n = regression exponents.

The primary basin characteristicisthedrainagearea. Almost all regression equationsincludedrainageareas
abovethepoint of interest asan independent variable. Other parameterstypically required are precipitation,
channel slope, basin elevation, etc.

The advantages of using a multiple regression analysis are as follows:

# Provides a mathematical relation between a dependent variable (Q) and independent variables
(A, B, C, etc.).

# Provides an evaluation of the independent variables that best define the dependent variable.

# Provides ameasure of the accuracy of the equation (standard error of estimate) and tests the significance
of the coefficients of each independent variable.

# Evaluates relative significance of each independent variable by indicating those variables that have a
coefficient that is significantly different from zero at a particular percent confidence level.

The U.S. Geological Survey, in cooperation with the States, has devel oped regression equations for most of
the United States. The equations are contained in individual State reports and the NFF Program. These
regression equations permit peak flowsto be estimated for recurrence intervals ranging from 2 to 100 years
for natural streams. Regression equations are developed using independent variables (basin characteristics)
within given rangesfor each State and hydrologic region. The equations should be applied within the range
of independent variablesutilized in the devel opment of the equations sincetherelationships of the equations
outside these ranges is not known.

Whenever possible, peak flows obtained from regression equations should be compared to flow frequencies
at nearby gaging stationsto evaluate validity. Regression equations may give better estimates of peak flows
of variousfrequenciesthan formal statistical analyses, especially sincetheregression equationsmorenearly
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7.3 Roadway Hydraulics (continued)

predict the potential of the watershed to experience a peak flow of a given magnitude whereas a frequency
analysisis biased by what has been recorded at the site.

A multiple regression analysis method (channel geometry method) exists that uses channel characteristics
intheestimating procedure. Thismethod isprimarily usedin someof thewestern Stateswith bankfull width
asthe primary factor. Considerable difficulty can be experienced when determining channel characteristics
for use with this method.

Generally, the more comprehensive the area over which the regression equations are developed, the less
reliable the results. Each of the regression equations has been devel oped for a specific range of variables.

The designer needs to fully understand the limitations and applications for each of the regression analysis
techniques to most effectively estimate a peak flow.

d. Flood Frequency AnalysisUsing Recorded Data. When a sufficient period of record isavailable, a
more desirable method for determining the peak flow may be aflood- frequency analysis of flowsthat have
occurred at or near the site. Analyzing flood-frequency relationships from actual streamflow data uses
recordsof past eventsand statistical relationshipsto predict future flow occurrences. Thebest circumstance
for estimating peak flowsisto have astream gage near the site for alarge number of years. The moreyears
of record, the more accurate the estimate will be. It isrecommended that the period of record should be at
least one-half the frequency of thedesign flow. Unfortunately, flow recordsare generally insufficient or do
not exist for the site of interest. This is usually true for locations where most Federal Lands Highways
drainage structures are required. This method assumes that there have been no significant changes in the
characteristicsof thedrainage areaor climatological patternsthat will alter the ability of thebasinto produce
runoff.

Several of themore popular techniquesinclude Log-Pearson Typelll, Normal and Log-Normal, and Gumbel
Extreme Vaue Distributions. Refer to HDS-2 for analysis methods of gaged data.

Regional equations may improve peak flow estimate at gaged sites by weighting the statistical analysis
estimate with the regression estimate.

Peak flow estimates obtai ned by one method shoul d be compared to estimates obtai ned by another applicable
method. Significant differences may indicate the need to review datafrom other comparable watersheds or
the need to obtain historical data.

e. Verification of Flow by Historical Observations. Data can sometimes be obtained that can be used to
estimate the discharge of historical floods through stage-discharge relationships or open-channel flow
techniques. Useful information might include highwater marks, bridge inspection reports, and eyewitness
reports of overtopping depths of highways and bridges.

Flows determined by historical observations should be used only as a check on other methods. Because of
the small number of observations or inherent inaccuracies, flood-frequency curves should not be devel oped
solely from this method.

5. Hydrographs. To estimate time of peak flows for adrainage basin, time of water overtopping aroad,
or the effect of upstream storage on peak discharge, a plot of flow versus time (hydrograph) is necessary.
The method used to devel op the hydrograph depends on the data avail able for the drainage area, the validity
of the method for the site, and the experience of the designer with the method.

One of the following methods, whichever is most appropriate, should be used for the site under
consideration.
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7.3 Roadway Hydraulics (continued)

a. Unit Hydrographs. A unit hydrograph isdefined asthe direct runoff resulting from arainfall event,
which has a specific distribution in time and space and lasts for a unit duration of time. Unit Hydrographs
are most accurate when based on continuous readings from stream and rainfall gages. The ordinates of the
unit hydrograph are such that the volume of direct runoff represented by the area under the hydrograph is
equal to oneinch of runoff from the drainage area. Using aunit hydrograph, ahydrograph for other rainfall
events can be developed based on differing amounts of precipitation.

b. Synthetic unit Hydrographs. When gage data is not available for stream crossings, one of the
following methods for synthetic unit Hydrographs shall be used.

(1) Snyder and NRCS synthetic unit Hydrographs. These are two of the most common synthetic unit
hydrograph methods. Usethe HEC-1 or HMS computer program to develop unit Hydrographs, using either
of these methods.

(2) USGS synthetic unit Hydrographs. The USGS is developing reports for each State that will give
Hydrographs for arange of return periods. This method uses USGS procedures for estimating peak flows
to find the hydrograph peak. The shape of the hydrograph depends on basin characteristics.

Stream gage data is the basis for most flow prediction methods. Gages can give continuous flow
measurements or they may give only the peak flow that occurred between readings. Continuous reading
gages give the entire hydrograph of aflood.

Wherethe site being studied ison the same stream and near agaging station, peak discharges can be adjusted
to the site by drainage area ratios using drainage area to some power. Gaging station records of similar
streams in the region should be used as a guide in making this adjustment.

B. Ditchesand Open Channels.
1. References

FHWA HEC-15, Design of Roadside Channelswith Flexible Linings.

FHWA HEC-22, Urban Drainage Design Manual

HDS No. 3, Design Charts for Open-channel Flow.

HDS No. 4, Introduction to Highway Hydraulics.

AASHTO Model Drainage Manual, Chapter 8, Channels

AASHTO Drainage Guidelines, Volume VI, Hydraulic Analysis and Design of Open Channels.

2. Design Considerations. Design considerationsfor open channelswill depend on whether the channel
isanatural stream channel or aroadside channel. With both types of channels, the appropriate design storm
or stormsmust be sel ected (see Hydrology). With roadsi de channels, the designer must evaluate the physical
geometry (shape, slope, roughness, side slopes, depth and freeboard) as well as stability. Stream channel
projects can be much more complex dealing with geomorphology, habitat, flood plain encroachment in
addition to the previously mentioned considerations.

Channels in roadway design include the following types:

# Roadside ditchesin cut sections.

# Guttersin curbed sections.

# Toe-of-slope ditches.

# Interceptor ditches placed back of the top of cut slopes.
# Inlet and outlet channels for culverts.

# Channel changes of existing streams.
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7.3 Roadway Hydraulics (continued)

# Rivers and streams parallel to the roadway.
# Stream channels under bridges.

3. Design Criteria. Design criteria should be based upon Table 7-2. Also, the designer should consider
state and local design requirements

4. Hydraulicsof Open Channels. Thissection containsageneral discussion of the fundamentalsof open
channel hydraulics and the application of the methods and procedures for analysis and design of channels.

The following are the major objectives of open channel hydraulic analysis:

# Documentation of existing conditions;
# Analysis and documentation of the effects that alternate design will have on existing conditions;
# The design of a proposed facility.

The water surface profiles, velocity and flow distribution are of primary concern in achieving these
objectives.

There is no exact method for selection of "n" valuesin Manning's equation as this coefficient expressesthe
resistance of flow which consists of many variables. The factors affecting Manning's"n" valuesinclude the
following:

# Surface roughness

# Vegetation

# Channel irregularity

# Channel alignment

# Scour and sedimentation

# Obstructions

# Size and shape of channel

# Flow depth and discharge

# Seasonal changes in vegetation
# Sedimentation bedload and forms

Some typical Manning's"n" values can be found in Hydraulic Design SeriesNo. 3, Design Chartsfor Open
Channel Flow.

In addition, the FHWA manual titled Guide for Selecting Manning's Roughness Coefficients for Natural
Channels and Flood Plains and Roughness Characteristics of Natural Channels list procedures for the
determination of Manning's roughness coefficient for channelsand flood plains. Photographs of flood plain
segmentswhere"n" values have been verified are presented as acomparison standard to aid in assigning "n"
valuesto flood plains.

Manning's equation is used for open channel analysis where uniform flow exists or can be reasonably
assumed to exist. Nonuniform or varied flow requires the use of methods other than, or in addition to,
Manning's equation. The energy equation isused to analyze flow where changesin theflow resistance, size,
shape, or slope of channel occur (gradually varied flow). The energy balance concept of the energy equation
is especially useful for computing water surface profiles.

The conveyance equation is aconvenient method for analyzing the flow vel ocity and distribution wherethe
cross section consists of multiple subdivisions each with adifferent "n" value or geometric character. The
continuity equation and Manning's equation are used to compute channel discharges directly for agiven or
assumed depth of flow.
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7.3 Roadway Hydraulics (continued)

While there are various flow depths that are used in a hydraulic analysis, the nor mal depth is most often
used. Thisisthe depth at which uniform flow will occur for a given discharge and channel.

5. Analysis of Open Channel Flow. Channel design is a process of establishing criteria, analyzing
existing conditions, and using trial and error solutionsto devel op adesign that meetsthe established criteria.

The following are factors to consider when analyzing open channel flow:

# Stage and depth;

# Channel roughness, geometry and alignment;
# Waterway ares,

# Conveyance;

# Energy grade line and water surface slopes,
# Discharge;

# Velocity;

# Flow distribution; and

# Drift and debris.

Thestage-dischargerel ationshipisone of themoreimportant factors considered in analysisand design. The
total discharge of the stream may be computed for various depths. The data plotted in graphic form
(sometimes termed arating curve) gives the designer avisual display of the relationship.

For channel design, an accurate stage-discharge relationship is necessary to evaluate the interrel ationships
of flow characteristics (such as width and depth of flow) with certain design characteristics (such as
freeboard, conveyance capacity, and type and degree of channel stabilization). The stage-discharge
relationship can be used to evaluate a range of conditions.

The stage-discharge relationship may be estimated by several techniques. A single section analysis may be
used with limited data for preliminary analysis or for situations where the basic assumptions in a single
section analysis are reasonably applicable. A more accurate but more complex method of estimating stage-
discharge relations involves the use of water surface profile computations. The method to be used will
depend upon the accuracy required, the risk involved, the cost of the study, and the validity of the basic
assumptions of a single section analysis.

a. Single Section Analysis. The single section analysis method of establishing a stage-discharge
relationship is based on certain simplifying assumptions that must reasonably apply to the actual channel
conditionsif the relationship isto be used for other than preliminary studies. The analysis can be used for
design studies or in a control section, to identify a starting elevation for a water surface profile, or for
preliminary studies. Thistype of stage-discharge analysisis approximate and may be subject to large error
if the assumptionsimplicit in single-section analysis are not reasonably applicable.

The single section method assumes uniform discharge, cross section, slope, and "n" values. These values
must be reasonably representative of the average channel characteristics within a uniform cross section.
Computations involve designating subsections of the cross section according to geometric and roughness
characteristics and computing the conveyance of each subsection for various depths of flow. The total
conveyance of the section at any given stageis equal to the sum of all subsection conveyances.

The conveyance equation is used to compute conveyance in subsections. Thetotal dischargeisequal to the
sum of all subsection conveyances acrossthe channel section multiplied by the slopefactor (S*°). Theslope
used should be the water surface slope. However, the channel slope is assumed to be parallel to the water
surface, for uniform flow and if aone section analysisisvalid, S must also be equal to S..
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When estimating a stage-discharge relation by the single section method, it is desirable to have at least one
referencepoint of known stage-dischargedata. With thisinformation, theknown point can becompared with
the computed rating curve and if necessary, adjustments made to roughness or slope values to obtain
satisfactory correlation. The computed stageisvery sensitiveto the estimated slope, and small adjustments
within the range of accuracy of estimation of the water surface slope are not contrary to the assumption that
S=S.

b. Water Surface Profiles. The use of awater surface profile isamore accurate method of establishing
the stage-dischargerelationship for open channels. Thismethod should beusedin critical areasand for final
studies where uniform steady flow cannot be assumed to be reasonably representative of actual flow
conditions.

Water surface profile computations take into account the many variables and controls that influence the
stage-discharge relationship. The computation procedures permit taking into account changes in cross
section, roughness, or slope along the stream. Rapidly varied flow conditions such as hydraulic jumps,
drawdowns and abrupt transitions must be computed individually and integrated into the profile analysis.

The energy equation should be used to compute water surface profiles. The energy regime (subcritical or
supercritical) of the channel, aswell asthetype of channel, (natural and irregular or uniform prismatic), will
determine which of the following proceduresisto be used. When flow is subcritical, the hydraulic control
isdownstream and the analysis must begin a sufficient distance downstream of the channel reachin question
and proceed upstream. In supercritical flow, the control section is located upstream and the profile
computations must begin at the control and proceed downstream. The control is critical depth where flow
passes from subcritical to supercritical. Additional discussion of control sectionsis contained in the next
section. For natural or irregular channels, useismade of an energy balancing technique, usually the standard
Step Method or some variation. Cross sections and channel roughness descriptions are required at each
location along the stream where changesin section, slope, and roughness occur.

When the water surface profile computation involves a channel of uniform cross section and roughness but
with reaches of different dopes, a direct step method is normally employed. Chow's Open Channel
Hydraulics and the U.S. Geological Survey's Computation of Water-Surface Profiles in Open Channels
include discussions of theory and computational procedures for these methods. These methods require
iterative computations but various computer programs are available that carry out these computations.

WSPRO/HY -7 isthe water surface profile program devel oped for the analysis of bridge waterways and the
program recommended. An aternative program isthe U.S. Army Corps of Engineers HECRAS program
which includes the WSPRO subroutines. The predecessor to HECRAS, HEC-2, is sometimes used.
Additional computer models are discussed in Section 7.4, River Hydraulics.

c. Control Sections. Sections of stream channel where the geometric and physical characteristics control
the depth of flow (a stable stage-discharge relationship) are known as control sections. In stable channels
with subcritical flow, this relationship is controlled by a section or reach downstream of the site known as
section control or channel control, respectively.

Section controls may be either natural or manmade and may consist of a dam, a ledge or rock outcrop, a
boulder-covered riffle, a roadway or railroad embankment, a constriction at a bridge crossing, or other
topographic feature. Section controls are frequently effective only for low flows, becoming completely
submerged and thus ineffective at medium and high stages. Control sections of this type are most easily
identified by field observation.

Channel control consists of al the channel's physical features which, for a given discharge, will determine
thestage at asite. Thesefeaturesinclude waterway areaand geometry of channel cross sections; roughness
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characteristics of the channel bed, banks and flood plain; and channel and flood plain alignment. If channel
control isknown or suspected to govern the stage-discharge rel ationship through a channel reach, the water
surface profile cal culation should begin downstream of that reach with two or more alternate starting water
surface elevationsand separate profilescomputed upstream. If sufficient distance and sectionsare employed
inthe Standard Step M ethod between the starting point and the channel section for which the stage-discharge
relationship is desired, the separate profiles will tend to converge on the same water surface elevation.

The stage-discharge relationship for channels where flow is supercritical is controlled by features located
upstream of the site. Thisfeature could be achange from amild or flat slopeto asteep slope, a constricted
section, a weir, an overflow dam, or other feature. Water surface profile computations must begin at the
control section and proceed downstream through the site to the next control sectionin order to determine if
supercritical flow at the site will be submerged by subcritical flow downstream. Water surface profile
computations will be grossly in error if the computations are carried upstream through a channel reach
subject to upstream control.

6. Channel Stabilization. Design channelsto the proper size and type to convey the runoff. They must
be stable so that excessive erosion and/or scour does not occur aong the channel bottom or channel banks.
This may require protecting the channel with some form of lining.

For roadside drainage channels and the smaller streams, rock riprap, concrete, and vegetation may be used
as ameans for channel lining. Procedures for the design of roadside drainage channels are contained in
Hydraulic Engineering Circular No. 15, Design of Stable Channels with Flexible Linings.

For the larger streams and rivers, rock riprap or some other means of stabilization may be necessary. The
design procedure of rock riprap for the larger streams and rivers is included in Hydraulic Engineering
Circular No. 11.

The small channels normally associated with the typical section of the roadway may be minor drainage
channels and include the following:

# Roadway ditchesin cut sections;

# Guttersin curbed sections;

# Toe-of-fill and top-of-cut ditches;

# Furrow ditches;

# Small channels formed by berms;

# Spillways and waterways; and

# Inlet and outlet ditchesfor small culverts.

The cross sections of these channels are generally based on minimum standard dimensions to permit easy
construction and maintenance with highway equipment. These channels normally have adequate capacity
as long as they are properly maintained; have sufficient grade; and erosion, siltation, dlides, or plugged
culvertsare not aproblem. Consider the spacing of culvertsor inlets to prevent excessive buildup of water
intheditch or gutter when designing roadway cut ditches and curbed gutters. Minor drainage channels may
have vee, trapezoidal, rectangular, or triangular shapes.

In areas where it will provide adequate protection, vegetation is generally the most economical lining.
Temporary erosion control matts and blankets such as jute or other organic netting, or atype of synthetic
fabric may be needed to establish a vegetative lining in some ditches.

In areas where vegetation will not provide adequate protection, the channel may be lined with rock or stone
of suitable size, or with asphalt or concrete. Smooth linings generate higher vel ocities than rough linings
such as stone and vegetation, and provisions must often be made at the outlet of a smooth lined channel to
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dissipate the energy of high velocity flow in order to avoid undue scour. Thisis generally the case at the
bottom of spillways and waterways down cut and fill slopes. If high velocity flow (supercritical velocity)
isdevel oped in achannel because of smooth lining or steep grades, aspecial channel design may berequired.

If aminor drainage channel isto carry more than the normal runoff from the highway cross section or if its
grade will be very flat, the channel shall be designed by the hydraulics engineer. The designer should
recognize the conditions that may require this additional work and bring them to the attention of the
Hydraulics engineer.

The minimum grade for minor channels should desirably be 0.5 percent. Absolute minimum gradesare 0.3
percent for both curbed pavement sectionsand "v" ditches. Flat-bottom ditches, 2.5 - 3.0 meters wide, may
have a minimum grade of 0.5 percent.

At the tops of crest-vertical curves and the bottoms of sag-vertical curves, there will be substantial lengths
of ditch or gutter gradethat areflatter than the absolute valuesabove. Thisisgenerally not aseriousproblem
on crests, but additional culverts may be needed in sags. In the bottom of sag curbed sections, placeaninlet
at the bottom and another inlet at a slightly higher elevation to provide protection should the bottom inlet
become plugged.

It is not necessary that the ditch grade follow that of the roadbed. Also, it isnot necessary for the roadside
ditch to be standardized for any length of highway. Wider, deeper, or flat-bottom ditches may be used as
required to meet the different amounts of runoff, slopes of channels, type of lining, and distances between
points of discharge into culvert inlets.

Riprap usualy consists of alayer of loose rock placed on embankments along streams, at inlets and outlets
of culverts, and on open drainage channel sidesand bottoms. The purpose of such riprap isto prevent scour
and washouts that would damage a drainage facility, the highway, or adjacent property. Loose rock riprap
may also be used as an erosion control method on slopes highly subject to erosion.

Riprap may bein formsother than loose rock, including keyed rock, hand-placed rock, mesh-enclosed rock,
grouted rock, concrete in bags, concrete slabs poured in place, or precast concrete blocks.

Keyedriprap islooserock riprap that is sl apped with apiece of heavy steel plating after placement, in order
to key therockstogether and provide asmoother surface. Keying also increases stability and allowsthe use
of lessrock or asmaller size rock.

a. Riprap Design. The design of riprap includes a determination of the depth of water and the velocity
of flow that will impinge upon therock for the design flood, and the determination of the classand thickness
of the riprap layer that will withstand the water forces.

These determinations are the responsibility of the hydraulics engineer. (See Section 7.1.B)

Therearesix classes of riprap that are generally used along streamsfor low, intermediate, and high vel ocity
forces. These classesand their gradationsare specified inthe current FP. Thefollowing providesguidelines
for the general use of each riprap class:

# Class 1 to protect areas from minor erosion;

# Class 2 asaditch lining in areas exposed to significant scour;

# Class 3 for scour protection at the outlets of culvert pipes smaller than 1200 millimetersin diameter;

# Class 4 for scour protection at the outlets of culvert pipelarger than 1200 millimetersin diameter and for
protection of roadway embankments susceptible to scour; and

# Class 5 and 6 for protection at bridge abutments, piers, or at other critical areas susceptible to erosion.
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The plans should show one or more typical sections with dimensions for the types of riprap specified and
indicate the estimated quantities at each riprap site.

Two methods of constructing riprap blankets are using a foundation trench or using athickened toe. The
foundation trench is preferred whereit isfeasible. The foundation trench should be dug to hard rock, keyed
into soft or hard rock, or dug below the depth of scour. If the scour depth is questionable, the thickened toe
may be used. The thickened toe will adjust itself should scour occur and thus provide deeper support. A
foundation trench will not normally be required in solid rock, but may be necessary. If the riprap will be
founded on a steep rock s ope above the stream bottom, atrench or a bench may be adequate at the base of
the riprap, or some other means used to retain the riprap.

The ends of riprap sections (particularly the upstream end) are often not given due consideration in design
or during construction. Indicate on the plans or specify in the specifications that the ends of riprap sections
are to be keyed into the natural ground. If thisis applicable, allow a sufficient keyed depth to prevent
undermining and migration of the rocks at the ends.

Ordinarily, riprap shall be placed outside the normal fill slope. However, in restricted areas, riprap may be
incorporated in the normal fill slope.

Gabion mattress (See HEC No. 15) stability issimilar to that of riprap but because the stones are bound by
amesh, they tend to act asasingle unit. Movement of stoneswithin agabionisnegligible. Thispermitsuse
of smaller stone sizescompared to those required for looseriprap. Of coursethe stability of gabions depends
on the integrity of the mesh. In streams with heavy bedloads (rocks moving along the bed of the channel),
or large debris, the containment mesh may be abraded and eventually fail. Under these conditions they no
longer behave as a single unit but rather the stones will behave individualy. Applications of gabion
mattresses and baskets under these conditions should be avoided.

b. Filter Material. Many riprap failures have been the result of fine soil from the embankment being
washed away through the openingsin the riprap. The riprap then loses some of its stability and is easily
moved by theforce of thewater during flood conditions. For channels protected with rock riprap or gabions,
the need for afilter blanket must be analyzed.

Thefilter blanket may be either agranular filter blanket or afilter fabric. Filter fabric isawoven pervious
synthetic cloth placed on the slope under the riprap blanket which preventsfine soil from washing out of the
embankment. Specify filter fabric for al slopesalong astream whereriprap is placed, except on solid rock
or wherethe hydraulic engineer indicatesthat it isnot necessary. Both HEC No. 11 and HEC No. 15 provide
design guidance for filter blankets.

7. Channe Changes. Alterationsor relocations of existing stream channels should be avoided wherever
possiblewithout incurring excessive coststotheproject. Consider alternate sol utionsto prevent unnecessary
disruption of natural channels. If achannel changeisnecessary, the concurrence of all agencieshaving legal
responsibility for the waterway shall be obtained before the change is incorporated in the final plans.

Properly designed channel changes can reducethe hazard of flood damageto ahighway crossing by reducing
skew and curvature, and by sometimes providing a larger main channel. Unfortunately, there are nearly
always unwanted side effects that damage fish habitat and generally reduce the quality of the stream side
environment. Velocity of flow is amost always increased over that of the natural channel because of a
reduction of channel roughness and an increase in the channel slope. Erosion and downstream siltation
problems may result from a channel change that occur over a period of time. The removal of stream bank
vegetation, the raw cut slopes, and the channel lining are detrimental to the fish carrying capacity of the
stream. These modifications are also visually unattractive.
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When achannel changeisnecessary, design the channel with stabl e streambed and banks capabl e of carrying
the design flood. Make special efforts to improve fish habitat and visual appearance.

a. Design. Where practical, the channel change should duplicate the existing stream characteristics
including stream width, depth, slope, sinuosity, bank cover, side slopes, and flow and velocity distribution.
Complete a hydraulic analysis to determine the adequacy of the channel change and whether alining is
needed.

b. Linings. Inorder toretain stable channels, channel changesare generally lined with riprap. The banks,
and very often the bottom also, may require alining. Riprap linings shall be designed using proceduresin
HEC No. 11.

c. Enhancement for Fish Habitat and Aesthetics. The following additiona steps should be considered
to improve on a channel change:

# Require that the clearing limits not extend outside the slope stakes.

# Design channel sections that approximate the natural channel. Such a channel will be deepest on the
outside of bends. Avoid the conventional neat lines of slope and gradient. Attempt to make the new
channel fit into the surroundings. An on-site review or aerial photos may be helpful here.

# Excavate all cut slopes above the waterline with rough surfaces and revegetate to stabilize the soil and
provide shade.

# Do not permit riprap to extend above anatural channel bank even if overflow isanticipated. Such riprap
serves little, if any, purpose and is not pleasing in appearance.

# If spaceisavailable, riprap should betopped with alayer of graded rock and then topsoil and planted with
native vegetation to provide shade and help restore a natural appearance.

# Boulders may be installed in the channel bottom to improve fish habitat. Thisis required by some State
fish and game agencies. Asaruleof thumb, "fish boulders' should be large enough to withstand theforce
of the current, placed low enough so that the mean annual flood will inundate them and wash away
accumulated debris, and be small enough so that a single boulder or cluster of boulders will occupy no
more than 25 percent of the channel bottom width. Fish boulders should be located in arandom manner.

If the section of existing channel that isbeing relocated has suitable bouldersinit, it is preferable that these
be used in the channel change rather than using fractured rock. This principle applies also to cobbles and
gravel in the existing streambed which, if suitable, may be used to line the bottom of the channel change.

# Alternating rock jetties(groins) may beconstructedto control velocity andimprovefishhabitat. Jetty rock
should be of alarger size than those used for riprap on the banks of the channel change.

# Gabion"ribs" extending acrossthe channel may be used as control structuresor weirsand also to improve
fish habitat.

d. Plans. Drawings should be prepared for all alterations, rel ocations, and encroachments of waterways,
except for very minor encroachments. The plans should show the plan and profile for the new channel,
provide an adequate number of cross sections so the channel can be constructed as designed, and include
detail s of additional measuresto restorefish habitat and anatural appearance such asboulders, weirs, groins,
and plantings.
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C. Culverts.
1. References

FHWA HDS No. 5, Hydraulic Design of Culverts.

FHWA CDROM, Hydraulic Design of Culverts

AASHTO Model Drainage Manual, Chapter 9, Culverts

AASHTO Drainage Guidelines, Volume IV, Hydraulic Design of Culverts

2. Design Considerations. While culverts are physically simple structures with an inlet and an outlet,
hydraulically they are quite complex and require numerous considerations for proper design. Aswith all
hydraulic structures, an appropriate design frequency must be selected which will vary depending on
jurisdiction and road classification. The design considerations include size, allowable headwater depth,
outlet velocity, shape, material, end treatment, and debris considerations to name afew. While not all of
these may affect the hydraulics of culverts, most will.

3. DesignCriteria. Culverts, perhaps morethan other hydraulic structures, are designed based onvarying
criteria depending on the state or locality. While it is critical that this criteria be evaluated, it is also
important to acknowledge the impact of maintenance on selection of criteria. The presence of woody debris
and lack of maintenance may justify more stringent criteria. See Section 7.1.C and Table 7-2 for
recommended design criteria.

4. Design Procedures Thefunction of aculvert isto convey surface water across or from the highway
right-of-way. In addition to the hydraulic function, the culvert must carry construction and highway traffic
and earth loads. Therefore, culvert design involves both hydraulic and structural design considerations.
Hydraulic aspects of culvert design are set forth in this section.

Culvertsare availablein avariety of sizes, shapes, and materials. Thesefactors, along with several others,
affect their capacity and overall performance. Sizes may vary from 300 millimeter circular pipes to
extremely large arch sections that are sometimes used in place of bridges.

The most commonly used culvert shape is circular, but arches, boxes, and elliptical shapes are sometimes
used. Pipearchand elliptical shapesaregeneraly usedin lieu of circular pipewherethereislimited cover.
Arch culverts have application in locations where less obstruction to awaterway is adesirable feature, and
wherefoundations are adequate for structural support. Box culverts can be designed to passlargeflowsand
to fit nearly any site condition. A box or rectangular culvert lends itself more readily than other shapesto
low allowable headwater situations since the height may be decreased and the span increased to satisfy the
location requirements.

Thematerial selected for aculvert is dependent upon several factors, such as durability, structural strength,
roughness, bedding condition, abrasion and corrosion resistance, and water tightness. The more common
culvert materials used are concrete, steel (smooth and corrugated), and corrugated aluminum.

Ancther factor that significantly affects the performance of a culvert isthe culvert inlet configuration. The
culvert inlet may consist of a culvert barrel projecting from the roadway fill or mitred to the embankment
slope. Other inletshave headwalls, wingwalls, and apron sl abs or standard end sectionsof concrete or metal.

The hydraulic design of a culvert consists of an analysis of the performance of the culvert conveying flow
from one side of theroad to the other. The designer must select adesign flood frequency, estimatethedesign
discharge for that frequency, and set an allowable headwater elevation based on the selected design flood
and headwater considerations. The culvert size and type can be selected after the design discharge,
controlling design headwater, tailwater, and allowable outlet velocity have been determined.
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The design of a culvert includes the determination of the following:

Line, grade, and length of invert;

Size, type, end treatment, headwater, and outlet velocity;

Amount and type of cover;

Type of acceptable materials and thicknesses acceptable;

Type of coating (if required);

Need for fish passage measures;

Need for protective measures against abrasion and corrosion; and
Need for special designed inlets or outlets.

DO OO OO OO

In addition, at critical installations, the design may have to consider special foundation work and backfill
procedures.

a. Discharge. The discharge used in culvert design is usualy estimated on the basis of a preselected
recurrence interval and the culvert is designed to operate in a manner that isin acceptable limits or risk at
that flow rate.

b. Headwater. Culverts generally constrict the natural stream flow which causes arise in the upstream
water surface. The elevation of thiswater surface istermed headwater elevation or the total flow depth in
the stream measured from the culvert inlet invert is termed headwater depth.

In selecting the design headwater elevation, the designer should consider the following:

# Upstream property damage;

# Damage to the culvert and the roadway;

# Traffic interruption;

# Hazard to human life;

# Headwater/Culvert Depth (HW/D) ratio;

# Low point in the roadway grade line;

# Roadway elevation above the structure; and

# Elevation at which water will flow to the next cross drainage.

The headwater elevation for the design discharge should be consistent with the freeboard and overtopping
criteria. The designer should verify that the watershed divides are higher than the design headwater
elevations. Inflat terrain, drainage divides are often undefined or nonexistent and cul verts should belocated
and designed for least disruption of the existing flow distribution.

c. Tailwater. Tailwater istheflow depthin the downstream channel measured from theinvert at the culvert
outlet. It can be an important factor in culvert hydraulic design because a submerged outlet may cause the
culvert to flow full rather than partially full.

A field inspection of the downstream channel should be made to determine whether there are obstructions
that will influence the tailwater depth. Tailwater depth may be controlled by the stage in a contributing
stream, headwater from structures downstream of the culvert, water surface el evations, or other downstream
features.

d. Outlet Velocity. The outlet velocity of ahighway culvert isthe velocity measured at the downstream
end of the culvert, and it is usually higher than the maximum natural stream velocity. This higher velocity
can cause stream bed scour and bank erosion for a limited distance downstream from the culvert outlet.
Permissible velocities at the outlet will depend upon stream bed type.
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If the outlet velocity of aculvertistoo high, it may bereduced by changing the barrel roughness. If thisdoes
not give a satisfactory reduction, it may be necessary to use some type of outlet protection or energy
dissipation device.

Variation in shape and size of a culvert seldom have a significant effect on the outlet velocity. Slope and
roughness of the culvert barrel are the principle factors affecting the outlet velocity.

e. Size Selection. Hydraulic Design Series No. 5, Hydraulic Design of Highway Culverts, is the text to be
used for the design and selection of drainage culverts. Thiscircular explainsinlet and outlet control and the
procedure for designing culverts.

Culvert design basically involves the trial and error method:
(1) Select aculvert shape, type, and size with aparticular inlet end treatment.

(2) Determine a headwater depth (the depth of water backed up at the inlet end of the culvert) from the
chartsin the circular for both inlet and outlet control for the design discharge, the grade and length of
culvert, and the depth of water at the outlet (tailwater).

(3) Comparethelargest depth of headwater (as determined from either inlet or outlet control) to the design
criteria. If the design criteriais not met, continue trying other culvert configurations until one or more
configurations are found to satisfy the design parameters.

(4) Estimate the culvert outlet velocity and determine if there is a need for any special features such as
energy dissipators, riprap protection, fish passage, etc. See Exhibit 7.6 for a standard culvert design
worksheet format. Critical areas shall be checked by the designer by plotting the headwater surface
elevation on the detail map. If the headwater surface extends beyond the right-of-way, the designer
should evaluate alternative culvert design instead of obtaining more right-of-way or a permanent
easement.

For roadsideditch drainage acrossroad approaches, the minimum culvert sizeis450 millimetersin diameter.

The minimum size culvert for crossing a highway should be a 600-millimeter diameter or equivalent. In
unusual circumstances, an 450-millimeter culvert may be used in place of a600-millimeter culvert when the
length of culvert to be installed is relatively short and ditch erosion upstream of the culvert or culvert
plugging is not critical.

When aculvert is connected to acatch basin or drop inlet, or is part of a storm sewer system, the minimum
sizeis 300 millimetersin diameter.

Although the hydraulic engineer is responsible for the design of larger culverts (larger than 1200
millimeters), the designer must furnish data on the location, grade, and length of culverts; the grade of the
road; and any site conditionsthat may be helpful to the hydraulicsengineer. Oncethe culvertsare designed,
the designer must ensure that all necessary datais shown on the plans. Should it be necessary to changethe
location, grade, or length of a culvert, the designer should check with the hydraulic engineer to determine
if the original designed culvert is still adequate.
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5. Culvert Hydraulics. There aretwo major types of flow characteristics that are described as culverts
with inlet control and culverts with outlet control.

For each type of control a different combination of factorsis used to determine the hydraulic capacity of a
culvert. Thedetermination of actual flow conditions can be difficult; therefore, the designer must check for
both types of control and design for the most adverse condition.

a. Inlet control. A culvert operateswithinlet control when the flow capacity iscontrolled at the entrance
by:

# depth of headwater;

# cross sectional area;

# inlet edge configuration; or
# barrel shape.

Sketchesto illustrate inlet control flow for unsubmerged and submerged entrances are shown in Figure 7-1.

When a culvert operates in inlet control, headwater depth and the inlet edge configuration determine the
culvert capacity with the culvert barrel usually flowing only partially full.

For a culvert operating with inlet control, the roughness, slope, and length of the culvert barrel and outlet
conditions (including tailwater) are not factors in determining culvert hydraulic performance.

b. Outlet Control. Inoutlet control, culvert hydraulic performance is determined by:

# depth of headwater;

# cross sectional area;

# inlet edge configuration;
# barrel shape;

# barrel slope;

# barrel length;

# barrel roughness, or

# depth of tailwater.

Culverts operating in outlet control may flow full or partly full depending on various combinations of the
abovefactors. In outlet control, factorsthat may affect performance appreciably for agiven culvert sizeand
headwater are barrel length and roughness, and tailwater depth. Typical types of outlet control flow are
shown in Figure 7-2.

6. Performance Curves. Performance curves are point plots of discharge versus culvert headwater or
elevation. See Figure 7-3. The curves aid in the selection of culvert type, size, shape, material, and inlet
geometry that fulfills site requirements.

The curves plotted in Figure 7-3 apply only to the applicable specified criteria. If any datais revised or
modified, the performance curves will change. The performance curves shown are for a 1200-millimeter
round corrugated metal pipe with abeveled inlet. The pipeison a3 percent grade and 49 metersin length.
The curves cross at approximately 3.3 m¥/s.

Thisisthe point whereinlet control changesto outlet control. Under outlet control, more energy (headwater)
isrequired to get the flow through the barrel than to get the flow past the inlet.
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Performance curves should be developed for both inlet and outlet control conditions for al culverts 1200
millimeters in diameter and larger. Performance curves should also be developed for smaller cross drain
culverts that are placed in locations considered to be critical or sensitive.

7. Culvert Location. Culvertlocationisanintegral part of thetotal design. Itsmain purposeisto convey
drainage water across the roadway section expeditiously and effectively. The designer should identify all
live stream crossings, springs, low areas, gullies, and impoundment areas created by the new roadway
embankment for possible culvert locations.

a. Alignment. Locate culvertson existing stream alignments. Alignthe culvert to givethe stream adirect
entrance and adirect exit. Abrupt changesin direction at either end may retard the flow and make alarger
structure necessary. |If necessary, adirect inlet and outlet may be obtained by means of a channel change,
skewing the culvert, or a combination of these. The choice of alignment should be based on economy,
environmental concerns, hydraulic performance, and/or maintenance considerations.

Reasonable precautions should be taken to prevent the stream from changing its course near the ends of the
culvert including the use of riprap, sod, paving, or metal end sections.

b. Gradient. The grade chosen for a particular culvert will depend on the site conditions. For highway
purposes, culverts may be considered to be in one of two categories:

(1) Minimum sized culverts used for crossdrainsto carry away intermittent roadside ditch water or water
from very small drainage areas. These culverts seldom are required to carry their maximum discharge.
The grade for ditch cross drains should not be flatter than 0.5 percent nor steeper than 10 percent.

(2) Culvertssizedto carry live streamsand large runoffs. These culvertsareindividually designed to carry
the design discharge for the drainage area they serve without excessively backing up water.

When placing culvertsin live streams design the culvert invert to coincide with the average streambed flow
line. Deviations are acceptable under the following conditions:

# When headroom is limited, the culvert inlet may be lowered below the streambed in streams where
sedimentation will not be a problem, in which case the inlet basin may have to be stabilized with riprap
or by other means. Alternativesto lowering theinlet include the use of apipearch, an oversize round pipe
with the entireinlet buried bel ow the streambed, multiple culverts, adrop inlet, or raising the road grade;

# Under highfills, the culvert should be designed with sufficient camber to allow for settlement asindicated
on the plans;

# When ponding is permissible, it may not be necessary to place the culvert at the streambed grade. If
ponding ispermissible or arandom fill isplaced on theinlet end of the pipe, theinlet can beraised. If the
outlet can be placed on non-erodible soil or the pipe can be made to spill onriprap or rock, the outlet can
be raised and the length of culvert reduced. If fish passage is arequirement, these methods can not be
used;

# In steep dloping areas, the culvert need not always be placed on the same grade. It may be skewed and put
on any desired grade with aspillway or cutoff wall constructed at the outlet, or adown drain may be used
down the fill slope; and

# When fish passageisrequired, the culvert will usually haveto be placed on avery flat grade (lessthan 0.5
percent), or an oversize culvert placed with either theinvert bel ow streambed grade or fish bafflesinstalled
intheinvert.
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Typical Culvert Inlet Control Sections
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Corrugated Metal Pipe with Beveled Inlet
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8. Inlet Protection. Inlets on culverts, especially on culverts to be installed in live streams, should be
evaluated relative to debris control and buoyancy. (See End Treatments).

a. DebrisControl. Accumulation of debris at a culvert inlet can result in the culvert not performing as
designed. The consequences may be damages from inundation of the road and upstream property.

The designer has three options for coping with the debris problem:
(1) Retain the debris upstream of the culvert.

(2) Attempt to pass the debris through the culvert.

(3) Install abridge.

If the debrisisto be retained by an upstream structure or at the culvert inlet, frequent maintenance may be
required. If the debrisisto be passed through the structure or retained at theinlet, arelief opening should
be considered either in the form of avertical riser or arelief culvert placed higher in the embankment. Itis
often more economical to construct debris control structures after problems devel op, since debris problems
do not occur at al suspected locations.

Precede the design of the debris control structure with athorough study of the debris problem.
The following are among the factors to be considered in a debris study:

# Type of debris;

# Quantity of debris;

# Expected changesin type and quantity of debris due to future land use;

# Stream flow velocity in the vicinity of culvert entrance;

# Maintenance access requirements,

# Availability of storage;

# Maintenance plan for debris removal; and

# Assessment of damage due to debris clogging, if protection is not provided.

Hydraulic Engineering Circular No. 9, Debris Control Structures, should be used when designing debris
control structures.

b. Buoyancy. Theforces acting on a culvert inlet during flows are variable and indeterminate. When a
culvert isfunctioning with inlet control, an air pocket beginsjust insidetheinl et that creates abuoyant effect
when the inlet is submerged. The buoyancy forces increase with an increase in headwater depth. These
forces, along with vortexes and eddy currents, can cause scour, undermine culvert inlets, and erode
embankment slopes thereby making the inlet vulnerable to failure especially with deep headwater.

In general, installing a culvert in anatural stream channel constricts the normal flow. The constriction is
accentuated when the capacity of the culvert isimpaired by debris or damage.

The large unequal pressures resulting from inlet constriction are in effect buoyant forces that can cause
entrancefailures, particularly on corrugated metal pipewith mitred, skewed, or projecting ends. Thefailure
potential will increase with steepness of the culvert slope, depth of the potential headwater, flatness of the
fill ope over the upstream end of the culvert, and the height of thefill.

Anchorage at the culvert entrance hel ps to protect against these failures by increasing the dead load on the
end of the culvert, protecting against bending damage, and by protecting the fill slope from the scouring
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action of theflow. Provide astandard concrete headwall or endwall to counteract the hydrostatic uplift and
to prevent failure due to buoyancy for diameterslarger than 1200 to 1500 mm.

9. Outlet Protection. Scour at culvert outlets is a common occurrence. The natural channel flow is
usually confined to a lesser width and greater depth as it passes through a culvert barrel. An increased
velocity resultswith potentially erosive capabilitiesasit exitsthebarrel. Turbulenceand erosiveeddiesform
astheflow expandsto conformto the natural channel. However, thevel ocity and depth of flow at the culvert
outlet and the velocity distribution upon reentering the natural channel are not the only factors that need
consideration.

The characteristics of the channel bed and bank material, velocity and depth of flow in the channel at the
culvert outlet, and the amount of sediment and other debrisin the flow are all contributing factors to scour
potential. Dueto thevariation in expected flowsand the difficulty in evaluating some of thesefactors, scour
prediction is subjective.

Scour inthevicinity of aculvert outlet can be classified into two separatetypescalled local scour and general
stream degradation:

a. Local Scour. Local scour istypified by ascour hole produced at the culvert outlet. Thisisthe result
of high exit velocities, and the effects extend only alimited distance downstream.

Coarse material scoured from the circular or elongated hole is deposited immediately downstream, often
forming alow bar. Finer material is transported further downstream. The dimensions of the scour hole
change due to sedimentation during low flows and the varying erosive effects of storm events. The scour
holeisgenerally deepest during passage of the peak flow. Methodsfor predicting scour holedimensionsare
found in HEC No. 14.

b. General Stream Degradation. General stream degradation is a phenomenon that is independent of
culvert performance. Natural causes produce alowering of the stream bed over time. Theidentification of
adegrading stream is an essential part of the original site investigation.

Both types of scour can occur simultaneously at a culvert outlet.

Since prediction of scour at culvert outlets is difficult, and protection is expensive, one approach involves
providing a minimum amount of protection followed by periodic site inspection. As part of the field
investigation, scour and outlet protection at similar culvertsin thevicinity will provideguidance. Theinitial
level of protection should be sufficient to withstand extensive damage from one storm event. Oncetheinitial
minimum outlet protection is constructed, an assessment of its performance after a number of storm events
should be evaluated and reviewed. If the outlet protection isinsufficient, additional protection should be
provided. If the outlet protection is sufficient, inspection isrequired only after larger storm events.

Protection against scour at culvert outlets varies from limited riprap placement to complex and expensive
energy dissipation devices. At some locations, use of arougher culvert material may alleviate the need for
a specia outlet protection device. Preformed scour holes (approximating the configuration of naturally
formed holes) dissipate energy while providing a protective lining to the stream bed.

Riprapped channel expansions and concrete aprons protect the channel and redistribute or spread the flow.
Barrel outlet expansionsoperatein asimilar manner. Headwallsand cutoff walls protect theintegrity of the
fill. When outlet vel ocitiesare high enough to create excessive downstream problems, consideration should
be given to more complex energy dissipation devices. These include hydraulic jump basins, impact basins,
drop structures, and stilling wells. Designinformation for the general typesof energy dissipatorsisprovided
in HEC No. 14.
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10. Sedimentation. Depositsusually occur withinthe culvert barrels at flow rates smaller than the design
flow. The deposits may be removed during larger floods dependent upon the relative transport capacity of
flow in the stream and in the culvert, compaction and composition of the deposits, flow duration, ponding
depth above the culvert, and other factors.

Culvert location in both plan and profile is of particular importance to the maintenance of sediment-free
culvert barrels. Depositsoccur in culverts because the sediment transport capacity of flow within the culvert
is often less than in the stream.

Depositsin culverts may also occur due to the following conditions:

# At moderate flow rates the culvert cross section is larger than that of the stream, so the flow depth and
sediment transport capacity is reduced.

# Point bars form on the inside of stream bends. Culvert inlets placed at bends in the stream will be
subjected to deposition in the same manner. This effect is most pronounced in multiple-barrel culverts
with the barrel on the inside of the curve often becoming almost totally plugged with sediment deposits.

# Abrupt changes to a flatter grade in the culvert or in the channel adjacent to the culvert will induce
sedimentation. Gravel and cobble deposits are common downstream from the break in grade because of
the reduced transport capacity in the flatter section.

11. Fish Passage. At some culvert locations, the ability of the structure to accommodate migrating fishis
animportant design consideration. For such sites, State fish and wildlife agencies should be consulted early
intheroadway planning process. Somesituations may requirethe construction of abridgeto spanthenatural
stream. However, culvert modifications can often be constructed to meet the design criteria established by
the fish and wildlife agencies.

Early in the planning process, fish migration data should be collected including pertinent field data. If the
stream crossing is located on a known, suspected, or potential fish migration route, the following data is
desirable:

# Species of migrating fish;

# Size and swimming speed of fish;

# Locations of spawning beds, rearing habitat, and food producing areas upstream and downstream of the
site;

# Description of fish habitat at the proposed crossing;

# Dates of start, peak, and end of migration; and

# Average flow depths during periods of migration.

An understanding of design inadequaciesthat will inhibit natural migration patternsisdesirable. Excessive
velocities and shallow depthsinside or adjacent to the culvert should be avoided. High outlet elevations,
often resulting from the formation of a scour hole, may prevent fish from entering the culvert. High outlet
velocities al so dislodge sediment which fillsin small poolsfurther downstream, smothering eggs and food-
producing areas in the process. High upstream invert elevations produce alarge unnatural pool above the
culvert that will trap sediment. Depressing the upstream invert elevation is a'so harmful.

Simulating the natural stream bottom conditions in a culvert is the most desirable design option to
accommodate fish passage. Open bottom culverts, such as arches, have obvious advantages if adequate
foundation support exists for the culvert. Oversized culverts with buried inverts have the advantage of a
natural bottom while overcoming the problem of poor foundation material. However, on steep slopes,
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provisions may be necessary to hold bottom material in place. Another optionisto construct bafflesin the
bottom of culvertsto help smulate natural conditions.

When the simulation of natural stream bottom conditions is unrealistic or unnecessary, criteria for
mai ntaining minimum depths and maximum velocities is most important. The high roughness coefficient
of corrugated metal may beall that isrequired at somelocationsto maintain desirable depths and vel ocities.
When maintaining a minimum depth in a culvert is a problem, downstream weirs can be constructed.
However, provisions must be made for fish to bypass the weirs.

A popular method of providing for fish passageisto providedual culverts, oneculvert designed for hydraulic
capacity and one culvert designed for fish passage. The latter culvert would have a flatter slope, higher
roughness, and could contain fish baffles. Inthiscase, the hydraulicaly efficient barrel would convey most
of theflow. Todesign paralel, dissimilar culverts, it is necessary to construct separate performance curves
(elevation versus discharge) for each culvert. The two performance curves are added together at equal
elevations to obtain the combined performance curve.

Thehydraulic design of culvertswith fish bafflesisaccomplished by modifying thefriction resistance of the
barrel in outlet control to account for the high resistance imposed by the let control, only the reduced area
of the entrance due to the baffles and any edge modifications need to be considered in the procedure. See
HDS No. 5 for the design procedures.

Outlet and barrel velocities are also critical for fish passage. Velocities in culvert barrels should be 1.2
meters per second or lessfor the flow conditions expected during fish migration periods. 1f these velocities
cannot be obtained because of therequired slope of the culvert, one of thefoll owing alternative methods may
be used to provide fish passage:

# Usean oversize culvert with the invert placed bel ow the streambed (0.3 - 1.0 meters) and backfilled with
cobbles and gravel to the average streambed grade.

# Use an oversize culvert with baffles in the bottom to provide fish resting pools.

# Construct weirs downstream of the culvert to raise the water level in the culvert barrel and to slow down
the velocity.

12. Culvert Lengthsand End Treatments. The lengths of culverts are generally determined by the use
of plotted cross sections. If apipeison askew, the pipe section may haveto be detailed using map contours.

An end section should be used on a small diameter culvert when the culvert invert grade at the inlet
(or outlet) iswithin approximately 1.5 meters of the shoulder elevation, except onfill slopeswithal:2ratio
and steeper, or where the end of culvert isin back of guardrail.

End sectionsimprove the appearance of a highway; prevent run-off-the-road vehicles from striking the end
of aculvert (thuseliminating avery severe hazard); prevent scour, undermining, and seepage at culvert ends;
and increase the hydraulic efficiency of the culvert over that of athin-edge projecting inlet.

When an end section is not used nor the culvert end shielded by abarrier, the end should extend beyond the
clear zone for run-off-the-road vehicle recovery.

When fill slopes are 1:2 or steeper, the culvert should extend 0.3 to 0.6 meters beyond the toe of fill to

prevent the end from being buried by a sloughing embankment and so that the culvert may be easily located
by maintenance crews.
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When fill dlopes are flatter than 1:2, the culvert may end slightly inside the toe of fill and thefill slope may
be steepened around the culvert end to reduce the length of exposed pipe.

13. Plans. The highway designer isresponsiblefor showing all detailson the plansfor culvert installations
to include the following:

# Size;

# Location;

# Alignment;

# Maximum depth of cover;

# Estimated structure excavation;

# Acceptable materials (including any special coatings);
# End treatment; and

# Allowable alternates (if any).

In addition, the information placed on the plans for culvert pipe 1200 millimeters and larger shall include
atypical cross section showing length, grade, design headwater or headwater/diameter, design discharge,
drainage area, and any special foundation work or end treatment.

Headwalls, energy dissipator, or riprap must be shown and standard drawings or specia drawingsincluded
in the plans for their construction or placement.

a. Plan and Profile. Culvert location and alignment are shown on the plans with an arrow crossing the
highway alignment, the point of the arrow being the direction of flow. Thelength of the arrow should bethe
approximate length of culvert and begin and end at the proposed culvert inlet and outlet. (See Chapter 9.)

The designer should lay out culverts on plotted cross sectionsin order to determine culvert lengths, grades,
maximum cover, and structure excavation. It is preferable that a separate culvert roll be plotted for each
proj ect and made availableto the project engineer, particularly on projectswhere culverts may operate under
outlet control or where culvertsare placed under highfills. Thegrade and length of culvert may significantly
affect the headwater depth if these are changed during construction from what was designed; and the depth
of cover, if changed during construction, may require adifferent wall thicknessthan that specifiedin design.
The designer should provide the project engineer with data relative to all such critical culverts.

b. Drainage Summary. The designer shall complete a drainage summary sheet for the plans. Show
maximum pipe cover, structure excavation, type of pipe (wall thickness, size, length, etc.), and acceptable
alternate pipe materials. Other items associated with culvertsare also listed on thissheet. See Chapter 9 for
an example of a drainage summary.

Generally, corrugated steel pipe or pipe arch, with the minimum standard size corrugations and thickness
suitable for the pipe cover, are specified as a pay item on the plans, and allowable alternatives to these are
listed on the drainage summary. Thealternatives may include steel with larger corrugations, structura plate
metal, aluminum in different sizes of corrugations, and concrete. When structural plate is required, then
structural plate steel pipe or pipe archisdesignated asthe pay item, and aluminum or concrete alternates are
allowed if these are appropriate.

The designer should use the following procedure for listing culvert quantities and alternates:

(1) Layoutculvertson plotted cross section (or pipe sections), compute structure excavation, and determine
maximum cover to subgrade. These two values are listed on the drainage summary, along with the station.
It should be noted that there are minimum depths of cover shown on the standard drawings, and these must
be reflected in the culvert layouts.

Transmittal No. 12 - November 10, 2000 7-39



7.3 Roadway Hydraulics (continued)

(2) Fromthe standard drawings, determine the minimum pipe wall thickness for metal pipe (or pipe arch),
for the maximum depth of cover asdetermined above, and for the size corrugationslisted. Thedesignlength
of culvert isthen listed on the drainage summary under the item for the respective size of culvert and wall
thickness. When a project has culverts of the same size, some of which require different wall thicknesses,
then more than one pay item for that size of pipe should be specified.

(3) Select alternate culvertsfrom the standard drawings and list them on the drainage summary. For metal
pipe alternates, the wall thickness is indicated under the metal kind (steel or aluminum), and the size of
corrugations is shown on the standard drainage summary form. For concrete alternates, the size and
reinforcing class are indicated. (For concrete culverts 450 millimeters and less in diameter, which do not
cross the highway, the "non-reinforced" column is checked if the pipe cover iswithin the limits shown on
the standard drawing.)

The designer should ensure that the proposed culvert installation will meet the selected design criteria
regardless of which alternative is selected. For example, the designer should realize that concrete pipeis
smoother than the standard corrugated metal pipe, and will pass the design discharge at a greater velocity
than the corrugated metal pipe. Thus, the culvert outlet pipe may require more riprap or additional fish
passage features than that required for a corrugated metal pipe. Also, if concrete pipe is allowed as an
aternative, the equivalent culvert size must be shown on the drainage summary for al culverts over 600
millimetersin diameter. A smaller size concrete pipe operating under outlet control may be ableto carry the
same discharge as the designed corrugated metal pipe, due to its smoother barrel. However, under inlet
control, the capacity will be the same.

14. Materials. The durability and service life of a drainage pipe installation is directly related to the
environmental conditions encountered at the site and the type of materials and coatings from which the
culvert was fabricated. Two principal causes of early failure in drainage pipe materials are corrosion and
abrasion. The environmental damage caused by corrosion and abrasion can be delayed by the type of
materials, coatings, and invert protection.

ItisFederal LandsHighway (FLH) policy to specify alternative drainage pipe materialson all projectswhere
feasible and to comply with the provisions of the Federal-Aid Policy Guide Section 635.411(d). All
permanent drainage pipeinstallations shall be designed for aminimum of 50 years maintenance-free service
life. A shorter service life may be used for temporary installations, and a longer service life may be
considered in unusual situations.

All suitable pipe materials, including reinforced concrete, steel, aluminum, and plastic pipe shall be
considered as alternatives on FLH projects. The portion of this pipe selection criteria covering metal pipe
complies with the guidance contained in Federal Highway Administration (FHWA) Technical Advisory T
5040.12 dated October 22, 1979, and i ncorporatesinformation contained in FHWA-FL P-91-006, Durability
of Special Coatings for Corrugated Steel Pipe.

a. Definitions of Corrosion and Abrasion:

Corrosion: Alkalinity/Acidity (pH) and Resistivity: Determinations of pH and resistivity arerequired at
each pipelocation in order to specify pipe materials capable of providing amaintenance free servicelife.
The samples shall be taken in accordance with the procedures described in AASHTO T 288 and T 289.
Samples should be taken from both the soil and water side environments to insure that the most severe
environmental conditions are selected for determining the service life of the drainage pipe. Soil samples
should be representative of backfill material anticipated at the drainage site. Avoid taking water samples
during flood flows or for 2 daysfollowing flood flowsto insure more typical readings. Inlocationswhere
streams are dry much of the year, water samples may not be possible or necessary. In areas of known
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uniform pH and resistivity readings, a random sampling plan may be developed to obtain the needed
information.

In corrosive soil conditions where water side corrosion isnot afactor, consider specifying less corrosive
backfill material to modify thesoil sideenvironment. Themitigating effect of the specified backfill should
be taken into account in making alternative pipe materials selections in situations where soil side
conditions control.

Abrasion: An estimate of the potential for abrasion is required order to determine the need for invert
protection. Four levels of abrasion are referred to in this guidance and the following guidelines are
established for each level:

Level 1, nonabrasive conditions exist in areas of no bed load and very low velocities. This is the
condition assumed for the soil side of drainage pipes;

Level 2, low abrasive conditions exist in areas of minor bed loads of sand and velocities of 1.5 meters
per second or less;

Level 3, moderate abrasive conditions exist in areas of moderate bed loads of sand and gravel and
velocities between 1.5 m/s and 4.5 m/s; and

Level 4, severe abrasive conditions exist in areas of heavy bed loads of sand, gravel, and rock and
velocities exceeding 4.5 m/s.

These definitions of abrasion levels are intended as guidance to help the designer consider the impacts of
bedload wear on theinvert of pipe materials. Sampling of the streambed materialsisnot required, but visual
examination and documentation of the size of the materialsin the stream bed and the average slope of the
channel will give the designer guidance on the expected level of abrasion. Where existing culverts arein
place in the same drainage, the conditions of inverts should also be used as guidance. The expected stream
velocity should be based upon atypical flow (2 year flow and less) and not a 10 or 50-year design flood.

b. Alternativesto be Considered:

(1) Reinforced Concrete. A reinforced concrete pipe (AASHTO M 170M) shall typically be specified as
an alternative whenever environmental conditions permit. The appropriate pipe Class shall be determined
from approved FLH fill height standard drawings. It is FLH policy to use Class |1 as the minimum for all
reinforced concrete pipes. Within the following limits of corrosion and abrasion, reinforced concrete pipe
can be assumed to have a service life of a minimum of 50 years. Typically a minimum service life of 75
years can be assumed for reinforced concrete pipe.

Corrosion and abrasion effects on concr ete pipes:

#Corrosion: Reinforced concrete pipe should not be specified for extr emely corr osive conditionswhere
the pH islessthan 3 and the resistivity islessthan 300 O-cm. Wherethe pH islessthan 4, or the pipeis
exposed to wetting and drying in asalt or brackish water environment, protective coatings, such as epoxy
resin mortarsor poly vinyl chloride sheets should be used. When the sulfate concentration isgreater than
0.2 percent in the soil or 2000 parts per million in the water, Type V cement should be specified. When
the sulfate concentration is greater than 1.5 percent in the soil or 15,000 parts per million in the water,
TypeV cement should be used with asulfate resistant pozzolan, or ahigher cement ratio may be used such
asinan AASHTO Class V pipe design.
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#Abrasion: On installations in sever e abrasive environments, consider using 7 or 8 sack concrete or
increasing the cover over the reinforcing steel.

(2) Steel. Steel pipewill typically be specified as an alternative when the environmental conditions permit.
The appropriate minimum structural metal thickness shall be determined from approved FLH fill height
tables. The minimum wall thickness for all steel pipes used on FLH projectsis 1.63 mm, as shown in the
FLH fill-height tables.

ItisFLH policy that steel pipe provides a useful, maintenance-free service life for a period of time beyond
the point of first perforation. Thisassumes an acceptable risk for most FLH projects, but at locations with
erodible soils, large traffic volumes, or high fills where replacement or repair would be unusually difficult
or expensive, consider increasing the steel plate by one standard thickness. 1nunusual situationswherevery
high fillsand severe abrasion combine, or where other environmental concerns would make replacement of
apipeculvert very costly or impractical, consider using apipe onesizelarger in diameter to permit re-lining
in the future by insertion of another pipe.

Steel pipeisdivided into 2 categories; steel pipe with metallic coatings, and steel pipe with non-metallic
coatings.

Steel Pipewith Metallic Coatings. Under non-abrasive and low-abr asive conditions, the service life
of steel pipe with metallic coatings may be determined based upon corrosion (pH and resistivity) from
Exhibit 7.10. Exhibit 7.10 showsthe relationship between servicelife and corrosion for plain galvanized
steel pipe. 1t hasbeen adapted from the California Department of Transportation "M ethod for Estimating
the Service Life of Steel Culverts’, California Test 643. The curves have been modified to show the
expected average service life of pipe with a steel thickness of 1.63 mm assuming a useful, maintenance-
free service life 25 percent longer than the

number of yearstofirst perforation. Under moder ateand sever eabr asiveconditions, abrasion protection
must also be considered.

The following types of steel pipe with metallic coatings shall be considered as aternatives on Federal
Lands Highway projects:

C Galvanized steel (AASHTO M 218);
C Aluminum Steel sheets (Type 2) (AASHTO M 274);

Steel Pipewith Non-Metallic Protective Coatings. Protective coatings may be used to protect against
corrosion or abrasion. Coatings to protect against corrosion may only be used in non-abr asive and low
abrasive environments, except that bituminous coated pipe should not be used in low abrasive
environments. Under moder ate abr asive conditions, bituminous paved pipeand concrete lined pipe may
be used for invert protection where corrosion protection is not required.

Note: Theadditional servicelife noted below initalicsfor each type of protective coating (for corrosion
protection) arefrom Part V of FHWA-FLP-91-006. Theadded serviceisapplicableonlyto non-abrasive
and moder ate abrasive conditions. All of the following types of steel pipe with non-metallic coatings
shall be considered as alternatives on Federal Lands Highway projects:

C Bituminous coated (AASHTO M 190)
Bituminous coatings can be expected to add 10 year s of serviceto thewater sideand 25 yearslifetothe
soil side service life of pipe as determined from Exhibit 7.10;

C Bituminous coated and paved (AASHTO M 190)
Bituminous paved invert with bituminous coatings can be expected to add 25 years life to water side
|ocations;
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C Concretelined (ASTM A 849)
Concrete lining can be expected to add 25 years of service life. Due to the natural cracking of the
concrete, the concretelining should be applied over an asphalt coating if corrosion protectionisneeded,;

C Polymer coated (AASHTO M 245M). Ethylene Acrylic Acid Film coatings should provide an
additional 30 years service life with a0.25 mm thickness.

C Aramid fiber bonded coated (ASTM A 885) and Epoxy coated
Only limited dataisavail ablefor the servicelife of thisproduct and no additional servicelifeiscurrently
credited with this policy.

Corrosion and abrasion effects on steel pipes:

Within the corrosion and abrasion limits noted below, the average servicelife of steel pipe can be predicted.
Detailed examples are included in Exhibit 7.10.

#Corrosion: Under nonabrasive and low abrasive conditions, the metal thickness of galvanized and
aluminum coated steel (Type 2) aternatives should be determined from Exhibit 7.10 based on the
resistivity and pH of the site. The minimum metal thickness of steel pipe, as determined from FLH
standardfill height tables, may haveto beincreased, or the additional life of aprotective coating may have
tobeadded, in order to providea50year servicelife. Theresultsincluded in FHWA-FLP-91-006 indicate
that within the environmental range of 5-9 pH and resistivity equal to or greater than 1500 O-cm,
aluminum coated stedl (Type 2) can be expected to give a service life of twice that of plain galvanized

pipe.

Exhibit 7.10 can be used to determine various combinations of increased thicknesses, aluminum coated
steel (Type 2), and protective coatings to achieve a 50 year service life, but in no case may the metal
thickness specified by the structural requirements be reduced.

#Abrasion: Under nonabrasive and low abrasive conditions, the metal thickness of the galvanized,
galvalume, and aluminum coated steel alternatives, as determined from Exhibit 7.10, should be used.

Oninstallationsin moder ateabr asive environmentswhere protective coatingsarenot required for corrosion
protection, the thickness of the metal should be increased by one standard metal pipe thickness determined
from the diagram for average service life of plain galvanized culverts (Exhibit 7.10), or invert protection
should be provided. Invert protection may consist of bituminous coating with invert paving with bituminous
concrete, Portland cement concrete lining, installation of metal plates or rails, or velocity reduction
structures.

On installations in sever e abr asive environments where protective coatings are not required for corrosion
protection, the thickness of the metal should be increased by one standard metal pipe thickness determined
from the diagram for average service life of plain galvanized culverts (Exhibit 7.10) and invert protection
should beprovided. Invert protection may consist of install ation of metal platesor rails, or velocity reduction
structures.

Protective coatings are not suitable for corrosion protection in moder ate-abr asive and sever e abrasion
locations. Metal pipesshould not be specifiedin moder ate and sever e abrasive environmentswher e coatings
are required to protect against water side corrosion.

(3) AluminumAlloy. Aluminumalloy pipe(AASHTOM 196M) will typically bespecified asan alternative
when environmental conditions permit. The appropriate minimum structural metal thickness shall be
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determined from approved FLH fill height tables. ItisFLH policy to use aminimum metal thicknessfor all
aluminum alloy pipes of 1.52 mm as shown in the FLH standard fill height tables. Within the following
limits of corrosion and abrasion, aluminum alloy pipe can be assumed to have a service life of 50 years.
Additional servicelife may be achieved where required by abrasion with the addition of protective coatings
or additional metal thickness as discussed below:

Corrosion and abrasion effects on aluminum alloy pipes:

#Corrosion: An auminum alloy should be allowed if the pH is between 4 and 9 and the resistivity is
greater than 500 ohm-cm. An auminum alloy alternative can also be considered for use in salt and
brackish environments when embedded in granular, free draining material.

#Abrasion: Oninstallationsin non-abrasive and low abr asive environments, abrasion protectionisnot
required.

On installations in moder ate abr asive environments, the thickness should be increased by one standard
metal thicknessor invert protection should beused. Invert protection may consist of bituminous coating and
invert paving with bituminous concrete or Portland cement concrete, installation of metal plates or rails, or
velocity reduction structures.

On installations in sever e abrasive environments, the thickness of the metal should be increased by one
standard metal pipethicknessfrom that determined for low abrasive conditions and invert protection should
be provided. Invert protection may consist of installation of metal plates or rails, or velocity reduction
structures.

(4) Plastic. Polyethylene and polyvinyl chloride plastic pipe may be specified as aternatives for pipe
diametersand minimum resin cell classifications showninthe American Associations of State Highway and
Transportation Officials (AASHTO) Standard Specifications for Highway Bridges, Division | Design,
Section 18, Soil Thermoplastic Pipe Interaction Systems. Thethicknessof the plastic alternatives shall meet
the structural requirements of the AASHTO Section 18. The assumed service life of plastic pipe designed
inaccordancewith AASHTO Section 18is50 years. Themaximum allowablefill heightsfor pipe materials
listed below shall be determined from approved FLH standard fill-height tableswhich include thefollowing
plastic pipe materials:

#Smooth wall polyethylene (ASTM F 714);

#Corrugated polyethylene (AASHTO M 294);

#Ribbed polyethylene (ASTM F 894);

#Smooth wall polyvinyl chloride (AASHTO M 278 and ASTM F 679); and
#Ribbed polyvinyl chloride (AASHTO M304 and ASTM F 794).

Corrosion and abrasion effects on plastic pipes:
#Corrosion: Plastic aternatives may be specified without regard to the resistivity and pH of the site.
#Abrasion: Under nonabrasive and low abrasive conditions, polyethylene and polyvinyl chloride
alternatives should be allowed. Plastic alternatives should not be used under moder ate and severe
abrasive conditions without invert protection.

Industry representatives have pointed out that a conflict exists between the resin cell classification

requirements of AASHTO Highway Bridge Specifications Section 18 and AASHTO M 294 for corrugated
polyethylene pipe. Until AASHTO resolves this conflict, corrugated polyethylene pipe may also be
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permitted if it meets the materials requirements of AASHTO M 294. The allowable fill heights for this
material are based upon permitted usage in states and isincluded in the FLH standard fill-height table.

Thelocations selected for use of plastic pipesshould address owner agency concernsof possible damagedue
to fire, ultraviolet sunlight, and rodents. Until more experience is gained by FLH, plastic pipe will be
permitted under mainline routes only after careful analyses by the designer and concurrence of the land
owning agencies.

D. Roadway Drainage
1. References

FHWA HEC-22, Urban Drainage Design Manual.
AASHTO Model Drainage Manual, Chapter 13, Sorm Drainage Systems
AASHTO Drainage Guidelines, Volume I X, Sorm Drain Systems.

2. Design Considerations. Roadway or pavement drainage refers to the above ground hydraulic
considerationsin the design of the drainage system. The main considerations are the selection of the design
storm, the allowabl e spread (extent of ponding water on the road surface), inlet spacing, depth of ponding,
and special considerations associated with sag locations. In most cases, the allowable spread will control
the size and location of theinlets.

3. DesignCriteria. Designcriteriafor roadway drainageisparticularly sensitiveto road classification and
characteristics and varies widely from state to state. The information below distinguishes between low
volumeroadsand “urban systems.” Inreality, criteriashould be sel ected based numerous factorsincluding:

Safety and travel convenience

Volume and speed of traffic

Number of traffic lanes

Presence of gutters, shoulders, and parking lanes
Impacts of curb overtopping

Future planned improvements and devel opment
Potential for property damage

DO OO OO

See Section 7.1.C and Table 7-2 for design criteria.

4. Design Procedures. The purpose of adrainage system isto remove the storm water from the surface
of theroad. Design of the surface drainage system is particularly important at locations where ponding can
occur. If too much spread is alowed, the basic purpose of the drainage system is defeated. The designer
should adopt awidth of spread and storm frequency that meetsthe need of the project, referring to the criteria
above.

Theflow of water in the gutter should berestricted to adepth, and corresponding width, that will not severely
obstruct or cause a hazard to traffic. This flow is a function of the quantity of water, gutter gradient,
roughness of pavement where the flow is contained, and cross section shape of the flow area.

On curbed and uncurbed roadwaysit isimportant to maintain aminimum longitudinal slopeinorder to avoid
undue spread of flow on the roadway.

Inlet computations should be performed and recorded on the appropriate worksheet (Exhibit 7.7). These
completed worksheets should be included in the project design file.
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5. Flowin Gutters. A roadway gutter isdefined asthe section of roadway next to the curb which conveys
water during a storm runoff event. The gutter, in this sense, would include a portion or all or atravel lane.
Guitter cross sections have atriangular shape with the curb forming the near-vertical leg of thetriangle. The
gutter may have a uniform cross slope or a composite cross slope.

Modification of Manning's equation is necessary for use in computing flow in triangular channels because
the hydraulic radiusin the equation does not adequately describe the gutter cross section. To compute gutter
flow, Manning's equation is integrated for an increment of width across the section.

The resulting equation in terms of cross slope and spread on the roadway is:
- K o5z cu2 83
Q S0 STT
n

Where:

flow rate (m%s)

0.38

= Mannings coefficient of roughness
width of flow (spread) (m)

cross slope (m/m)

longitudinal (gutter) slope (m/m)

» ;-5 X0

The above equation is applicable only to sections having auniform cross slope. 1t neglectsthe resistance of
the curb face, but this resistance is negligible from a practical point of view if the cross slopeis 10 percent
or less.

Spread on the pavement and flow depth at the curb are used as criteriafor spacing roadway inlets. Charts
in Hydraulic Engineering Circular No. 22, Urban Drainage Design Manual provide solutions for the
equation. The chartscan beused to determineeither discharge (Q) wheredepth (d) and spread (T) areknown
or depth and spread where the discharge isknown. Charts are also available to determine spread or flow in
composite sections where the cross slope of the gutter adjacent to the curb is different from the cross slope
of the roadway pavement.

6. Inlet Spacing and Location. Inlets should be spaced so as to limit the spread on the roadway to a
prescribed amount during the design storm. Theallowable spreadispart of the design criteria. The spacing
of the inlets will be affected by the capacity of theindividua inlets.

Whereaninlet islocated on acontinuous grade, flow that isbypassing that inlet must beincluded in thetotal
gutter flow contributing to the next inlet downstream unless it is carried off on a side road or otherwise
intercepted.

Where aninlet islocated at the bottom of asag vertical curve (referred to asasump or low point) all of the
flow must go into the inlet unlessit would be acceptable for some of the flow to overtop the curb or crown
of the pavement.

To properly drain sag vertical curves, it may be desirableto placethreeinletsin each curve: oneinlet at the
low point and one flanking inlet on each side of the low point. The flanking inlets should be placed so that
they will limit the spread in the low (flatter) gradient approachesto the sag point and will act inrelief of the
sag inletif it should become clogged. The use of flanking inlets will also serve to reduce the deposition of
sediment on the roadway.
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The design spread on the roadway approaching the sag point should be based on the flattest grade in the
section just upstream of the sag inlet. For most highways, the vertical curve has sufficient length to result
in a gutter section whose effective gradient is 0.1 percent. There are cases where special treatment of the
gutter gradient is provided and, in these instances, the flattest slope that will occur should be used instead
of the customary 0.1 percent.

Large quantities of runoff from areas off the project that would normally enter the project from side roads
should, wherever possible, be picked up on the side road before the runoff reaches the project.

Roadway inlets are, at best, inefficient devices for intercepting water. Where curbs are used, runoff from
cut slopes and areas off the right-of-way should, wherever possible, be intercepted by ditches at the top of
slopes or in aswale aong the shoulder. This reduces the amount of water that has to be picked up by the
inlets and prevents mud and debris from being carried onto the pavement.

In addition to locations dictated by spacing criteria, inlets should also be placed at the following locations:

Sag point in gutter grade

Immediately upstream of median breaks, entrance/exit ramps, cross walks and street intersections
Immediately up grade of bridges, cross slope reversals, and pedestrian cross walks

At the end of channelsin cut sections

On side streetsimmediately up grade from intersections

Behind curbs, shoulders or sidewalks to drain low areas

7. Inlet Typesand Design. Either grate inlets, curb opening inlets, a combination of curb opening and
grateinlets, or slotted drain pipe inlets may be used for intercepting runoff.

Curb opening inlets are preferred on grades 3 percent or less because of their self-cleaning ability.
Sometimesthe use of grateswill befound necessary either with or without curb openinginlets. When grates
are used, hydraulically efficient and safe grates should be used in areas where pedestrian and bicycletraffic
isafactor. Grate bars parallel to the direction of flow of water are more effective than bars perpendicul ar
totheflow. If clogging isafactor, the grates should be considered only partialy effective.

a. Gratelnlets. Grateinletsonacontinuousgradewill intercept al or nearly all of the gutter flow passing
over the grate--or the frontal flow, if the grate is sufficiently long and the gutter flow velocity islow. Only
aportion of the frontal flow will be intercepted if the velocity is high or the grate is short and splash-over
occurs. A part of theflow along the side of the grate will beintercepted, dependent on the cross slope of the
pavement, the length of the grate, and flow velocity.

A grateinlet in asaglocation operatesasaweir at shallow depthsand asan orifice at greater depths. Grates
of larger dimension and grateswith more open area(i.e., with less space occupied by lateral and longitudinal
bars) will operate as weirs to greater depths than smaller grates or grates with less open area.

Design curvesfor grateinlets are provided in HEC No. 22.

b. Curblnlets. Theinterception capacity of curb-opening inletsislargely dependent on flow depth at the
curb and curb opening length. Effective flow depth at the curb and consequently, curb-opening inlet
interception capacity and efficiency, isincreased by the use of a gutter depression at the curb opening or a
depressed gutter to increase the proportion of the total flow adjacent to the curb. (Top slab supports placed
flush with the curb line can substantially reduce the interception capacity of curb openings. If intermediate
top slab supports are used, they should be recessed several inchesfrom the curb line and rounded in shape.)
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Curb-openinginletsin continuousgrade situationsare effectivein the drainage of highway pavementswhere
flow depth at the curb is sufficient for the inlet to perform efficiently. Curb openings are relatively free of
cloggingtendenciesand offer littleinterferencetotraffic operation. (Thistypeof inletispreferred over grate
inletsin locationswhere grateswould bein traffic lanes or would be hazardousfor pedestrians or bicyclists.)

For determining the length, efficiency, and equivalent cross slope for curb opening inlet systems, see HEC
No. 22.

A curb-opening inlet in a sag operates as aweir to depths equal to the curb opening height and as an orifice
at depths greater than 1.4 timesthe opening height. At depths between 1.0 and 1.4 timesthe opening height,
flow isin atransition stage. The weir location for a curb-opening inlet having alocal depression is at the
edge of the gutter. The effective weir length is the width of the locally depressed gutter section and the
length of the curb opening.

c. Combination Inlets. Performance data on combined curb opening and grate inlets is limited. The
capacity of a combination inlet on a continuous grade is not appreciably greater than with the grate inlet
alone. Combination inletsaretypically used in asag location. The curb-opening providesarelief opening
if the grate should become clogged.

d. Slotted Drain Inlets. Sotted inlets function in essentially the same manner as curb opening inlets
(i.e., asweirswith flow entering from the side). Interception capacity is dependent on flow depth and inlet
length. Efficiency is dependent on flow depth, inlet length, and total gutter flow. Slotted drains may be
susceptible to clogging and can be difficult to maintain.

On continuous grade, flow interception by slotted drain inletsis subjected to lateral acceleration dueto the
cross slope of the pavement. Research resultsindicate that for slotted inlets with slot widths greater than or
equal to45 millimeters, thelength of dottedinlet requiredfor total interception can be computed by the same
method as for curb opening inlets.

Slotted drain inlets located in sags perform as weirs to depths of about 60 millimeters, depending on slot
width and length. At depths greater than about 120 millimeters, they perform as orifices. Between these
depths, flow isin atransition stage.

e. Median and RoadsideDitch I nlets. Mediansand roadside ditches may be drained by grateinletssimilar
to those used for pavement drainage. Grate inlets should be flush with the ditch bottom and cross drainage
structures should be continuous across the median unless the median width makesthisimpractical. Ditches
tendtoerodeat grateinlets. Paving around theinletshel psprevent erosion and may increasetheinterception
capacity of theinlet marginally by acceleration of the flow.

Small dikes placed downstream of median or ditchinletsensure completeinterception of theflow. Thedikes
usually need not be high and should have safe slopes. The height of the dike required for complete
interception on continuous grades or the depth of ponding in sag vertical curves can be computed. The
effective perimeter of a grate in an open channel with a dike should be taken as 2(L+W) since one side of
the grate is not adjacent to a curb.

8. Catch Basins. Concrete catch basins with grated tops are used to collect water from a gutter line or
ditchand drainit into aculvert or storm sewer. In curbed sections of highway where a substantial concrete
curb or curb and gutter is constructed (usually in urban areas), catch basins are installed to drain the
pavement. Inthese casesthe catch basinsmay be part of astorm drain (or storm sewer) system, or they may
be connected to individual outlet pipes. The catch basins should be spaced so that water from the design
storm does not spread excessively onto the traffic lanes.
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Catch basins may also be installed on highway cross pipes in narrow medians between parallel highways.
The locations of catch basins and the size of their grates should be determined by the hydraulic engineer
along with minimum pipe sizes and minimum grades for storm drain systems.

A catch basin may berequired at thelower ends of bridgeswherethe runoff from the bridgewill be sufficient
to erodethefill at the cornersof the bridge. 1t isthe designer'sresponsibility to providefor bridge end catch
basins on the plans.

E. Storm Sewer Design.
1. References.

FHWA HEC-22, Urban Drainage Design Manual.

AASHTO Model Drainage Manual, Chapter 13, Sorm Drainage Systems
AASHTO Drainage Guidelines, Volume I X, Sorm Drain Systems.
American Iron and Steel Institute, Modern Sewer Design.

2. Design Considerations. The system which carries the storm water runoff, consisting of one or more
pipes connecting two or moredrop inlets, isreferred to asthe storm sewer system. The purpose of the storm
sewer systemisto collect storm water runoff from the roadway and convey it to an outfall. Considerations
for the design of storm sewer systems include selection of the proper hydrologic method and recurrence
interval, sizing the pipe, location of manhol es, determination of energy losses, computation of the hydraulic
grade line, and determination of free surface flow versus pressure flow.

3. Design Criteria. Storm sewers should generally be designed to convey the 10-year runoff without
surcharge. (See Table 7-2 for minimum design flood.) However, the system should be checked for the 50-
year runoff in situations where it would be necessary to prevent flooding of major highways, underpasses,
or other depressed roadways where ponded water can only be removed through the storm sewer system.

Manholes are used to provide access to storm drain systems for inspection and maintenance. Typical
locations are:

Where two or more storm drains converge;
At intermediate points along tangent sections;
Where pipe sizes change;

Where an abrupt change in alignment occurs,
Where an abrupt change in grade occurs.

The following general criteria can be used for the spacing of manholes:

Pipe Size (mm) Maximum Spacing (m)

300 - 600 100
700 - 900 125
1000 - 1400 150
1500 and up 300

Storm sewers should be designed with slopes sufficient to develop a self-cleaning velocity of three feet per
second when flowing full.

The computed hydraulic grade line (water surface profile), predicated on the selected design flow, shall not
exceed thetop of any inlets, manholes, junctions, etc., to an extent that woul d cause unacceptableinundation
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of the travel way and/or adjoining property. If the computations indicate that such would be the case, the
storm sewer design shall be revised as necessary so subsequent hydraulic grade line computations will
indicatethat escaping flow hasbeen reduced to acceptablelevels. Inhighrisk locations, such asunderpasses
or other depressed roadways, the hydraulic grade should be checked using a 50-year storm.

4. Design Procedures. A properly designed storm sewer system will effectively transport water for the
recurrence interval for which it was intended. The system should be self-cleaning without creating
unacceptable high water velocities. Storm sewers may be designed as either open channels (wherethereis
afree water surface) or for pressure flow conditions. When the storm sewer system is to be designed as
pressure flow it should be assured that the hydraulic grade line does not exceed an elevation that may create
unacceptable flooding conditions. Storm drains systems may be designed either way provided the designer
is consistent in the design methods used. Most storm sewer designs and hydraulic grade line (HGL)
computations will be performed using the computer program, HY DRA, amodule of HY DRAIN.

The basic concepts of storm drain design are as follows:
# Do not use pipe sizes less than 450-millimeter diameter except in special cases.

# To determine minimum pipe size relative to flow, use critical depth of flow (circular) withad_to D ratio
equal to 0.8.

Where:

d. = critical depth (m).
D =diameter (m).

# If the pipe gradient isfixed (i.e., set by physical controls), determine pipe size for full flow provided the
size of the pipe selected is not less than the minimum size permitted for critical depth of flow.

# At changesin size of pipe or box, aways place soffits or top inside surfaces of the two pipes at the same
level rather than placing flow lines at the same level. Thistechniquewill help prevent backwater profiles
from rising and upstream velocities from decreasing. Naturally this rule cannot be followed in every
instance, but it should be adhered to where practical.

# Do not discharge the contents of alarger pipe or box into a smaller one even though the capacity of the
smaller pipeor box may begreater dueto asteep slope. Special consideration should begivento available
outlets of an existing system.

# Calculatethe hydraulic gradient of each storm sewer run to determine water surface elevations at critical
points, such as junction structures and drop inlets.

All pipes or boxes should be designed such that vel ocities of flow will not be less than 600 millimeters per
second at design flow or lower. For very flat flow lines, the general practiceisto design components so that
flow velocities will increase progressively throughout the length of the pipe system. Upper reaches of a
storm system should have flatter slopes than in the lower reaches. Progressively increasing slopes keep
solids moving toward the outlet and deters settling of particles due to steadily increasing flow streams.

A complete and proper hydraulic analysis should be performed to ensurethat the system isefficient and cost
effective. A ssimplistic approach to the design can result in flooding or failure of the system.

Storm sewer computations should be performed and recorded on the appropriate worksheets (Exhibit 7.8).
Thesecompleted worksheetsshould beincludedintheproject designfile. Hydraulic gradelinecomputations
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(Exhibit 7.9) may be performed by the hydraulics engineer and the completed forms are to be furnished to
the designer.

a. Pipe Sizing. Most storm sewers are designed to flow full (or nearly full) using Manning’s Equation.
This formulais appropriate for both gravity and pressure flow. The hydraulic capacity of a storm sewer
systemisactually dependent onitssize, shape, slope, and friction resistence. Usetheappropriate nomograph
or equation found in HEC-22.

b. Energy Losses. Energy losses occur in storm drain systems as water flows through the pipes and
structures. These losses effect the performance of the system and must be evaluated using the appropriate
equations (refer to HEC No. 22). The following types of losses must be evaluated:

Friction loss;

Entrance loss;

Junction loss;

Inlet and access loss;
Transition loss;
Contraction/Expansion |oss.

c. Hydraulic Grade Line. The hydraulic grade line (HGL) is aline coinciding with the level of flowing
water at any point along achannel. In closed conduitsflowing lessthan full, thisissimply the water surface
elevation at various points. However, in systemsunder pressure, the HGL isthelevel to which water would
risein avertical tube (or manhole) at any point along the pipe. The HGL is necessary for the engineer to
fully evaluate the design of a storm sewer system.

The HGL is calculated by applying the energy equation to the storm sewer system beginning at the control
point downstream and working up through the pipe. Previously discussed energy |osses are accounted for
in each pipe and structure. The actual derails of these calculations can vary depending on which design
manual isreferenced. The two most common methods are found in AASHTO and HEC-22.

F. Bridge Deck Drainage
1. References.

FHWA HEC-22, Urban Drainage Design Manual.

FHWA HEC-21, Bridge Deck Drainage.

AASHTO Model Drainage Manual, Chapter 13, Sorm Drainage Systems
AASHTO Drainage Guidelines, Volume I X, Sorm Drain Systems.

2. Design Consider ations. Bridge deck drainageissimilar to roadway drainageintermsof the hydraulic
principles. Specific problems associated with bridges that must be considered during design are:

Deck drainage systems are highly susceptible to clogging and freezing;

Expansion joints are susceptible to freeze/thaw cycles and sedimentation;

Inlet spacing is often predetermined by bent spacing or the location of traffic under the structure;
Inlet sizes are often constrained by structural features.

Conveyance to an adequate outfall;

Erosion of abutments;

Potential water quality impacts.

Transmittal No. 12 - November 10, 2000 7-51



7.3 Roadway Hydraulics (continued)

The design considerationsinclude the selection of the design storm, the allowabl e spread (extent of ponding
water on the road surface), inlet or scupper spacing, depth of ponding, and special considerations in sag
locations.

3. Design Criteria. See Section 7.1.C and Table 7-2 for design criteria.

4. BridgeDeck Inlets. Thedesign of bridge deck drainage systems should be acombined and cooperative
effort by the hydraulic and structural designers.

It should be noted that small size inlets operate as orifices at lesser depths than inlets of larger dimensions.
Experiments with 100 millimeter diameter deck drains have indicated that this size range would operate as
an orifice at depths of less than 30 millimeters on continuous grades. Interception capacities of small deck
drains are extremely low.

Useof asafety factor should be considered in computing theinterception capacity of bridgedeck drainssince
they tend to clog. The most practical way of applying a safety factor is with inlet spacing since structural
constraints would usually limit the size of inlets.

G. Stormwater Management
1. References.

FHWA HEC-22, Urban Drainage Design Manual.

FHWA HDS-2, Highway Hydrology.

AASHTO Model Drainage Manual, Chapter 12, Sorage Facilities.
AASHTO Drainage Guidelines, Volume X1I, Stormwater Management.

2. Design Considerations. Design of stormwater management measuresisacomplex task and should only
be performed by engineers with experience in this subject. However, abasic understanding of stormwater
management ishelpful for thoseinvolved in all aspects of roads because the type and location of stormwater
facilities can have a tremendous impact on other design issues.

Design considerations will depend on whether the objective of the stormwater measure is to provide
guantitative or qualitative mitigation, or both. Quantitative mitigative measures provide storage volume to
detain the runoff. Thisdetention limitsthe increase in peak discharge dueto the project. For quantitative
control, considerationsincludethefactorsinfluencing thehydrology, thesize of thefacility (required storage
volume), the pre and post devel oped peak discharges, and details of the structure design. It isimportant to
notethat with quantitative stormwater management control, ahydrographisrequired for designand analysis.

Qualitative stormwater controls are intended to reduce the pollutants leaving the road project. These
pollutants may include:

Sediments (suspended solids)
Nutrients (nitrogen, phosphorus)
Heavy metals

Petroleum hydrocarbons

Design of qualitative controls often requires treatment of a water quality volume which is based on the
impervious surface area. These controls are designed to reduce pollutant |oadings through particle settling,
filtration, infiltration and biological uptake. Most best management practices (BMP' s) implemented will be
required to provide both quantitative and qualitative control.
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3. Best Management Practices. Extended Detention (Dry) Ponds. Extended Detention, or dry ponds, are
depressed basins that temporarily store a portion of the stormwater runoff following a storm event. The
extended detention time allows a fraction of the pollutantsin the stormwater to settle out.

Retention (Wet) Ponds. A wet pond is a facility that has a permanent pool of water in addition to a
temporary, or dry storagevolume. The permanent pool, or wet storageissized according to thewater quality
volume and provides water quality improvement through settling, biological and chemical processes. Wet
ponds are generally considered to be more effective in qualitative control than dry ponds.

Infiltration Systems. Infiltration systemscan beexcavated trenchesor basinsbackfilled withaporousmedia,
or perforated conduitsthat permit stormwater to infiltrate back into the ground. They are desirable because
they mitigate runoff volume unlike other BMP's. They are susceptible to failure due to clogging and are
therefore usually limited to runoff from small, impervious surfaces.

Vegetative Practices. Vegetative practices consist of swales, filter strips, and other BMP'sthat incorporate
vegetation asthe primary means of treatment. Particlesand pollutants are removed from the stormwater by
filtration, adsorption, infiltration and biological uptake. While pollutant removal rates for vegetative
practices are low, the cost of the measure and easy adaptability to the highway environment makes it
desirable BMP.

Sand Filters. Sand filters are practices that rely on filtration to remove pollutants from runoff. While the
filter mediais typically comprised of sand, other materials such as peat are sometimes used. Sand filters
have very high pollutant removal efficiencies but are proneto clogging from sediment. For thisreason, they
are most often used in small, urban, sites with impervious surfaces.

H. Erosion Control
1. References.

FHWA Best Management Practices for Erosion and Sediment Control.
AASHTO Model Drainage Manual, Chapter 16, Erosion and Sediment Control.
AASHTO Drainage Guidelines, Volume I11, Erosion and Sediment Control in Highway Construction.

2. Developing Erosion Control Plans. The purpose of the erosion control plan is to provide the best
available guidance in preventing erosion and controlling sediment during construction. These plans are
usually developed by the engineer responsible for the design of the project. Many of the controlsidentified
in the plan require engineering computations that may have been performed for the design of various
structures.

Theerosion control plans describe thelocation and type of controlsto beimplemented during construction.
The controls should address erosion from theinitial clearing stage to the final stabilization of the site. The
plans should reference standard drawings detailing the construction and install ation of the particular control.
Specia resources such as wetlands, surface waters, etc., are clearly identified on the plan along with
protection measures. Any known problems including highly erodible soils, unstable slopes, etc. are also
identified. In addition, the plans typically include basic drainage information such as drainage patterns,
drainage areas, and the size and location of drainage structures.

In most cases, a narrative is included to assist in the implementation of the plan. The narrative addresses
issues that may not be clearly conveyed with a drawing. This may relate to construction sequences,
mai ntenance on the controls, timing of stabilization, or other critical factors. The narrative consists of brief
notes and comments while an in depth discussion can be found in the Pollution Prevention Plan.
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3. Erosion Control Principles. In developing the erosion control plans, several overall principles are
observed. By following these principlesthrough each stage of construction, the appropriate controls can be
selected and erosion will be minimized.

a. Stabilization. The key to successful erosion and sediment control is the prevention of erosion. In
highway construction, thisis best achieved through effective stabilization of the slopes and waterways. By
preventing erosion from occurring in the first place, the overal net loss of sediment from the site is
minimized. Stabilization is achieved with temporary and permanent turf establishment, mulching, erosion
control mats and blankets. It is much more effective to prevent erosion from occurring than to try to filter
or trap sediment with other measures. Controlsbased on the principlesof filtering and trapping have limited
efficiencies and are used as backup measures.

b. Limit Exposure. Another related principleto minimizeerosionistolimit thetimeand areaof exposure.
The potential for erosion is greatly reduced if less areais disturbed or if the areais disturbed for a shorter
duration. In some instances, stabilization can take place as the construction progresses instead of waiting
until the final grade is established. Stabilization is ultimately required for all disturbed areas, so timely
stabilization is aso cost effective. Although minimizing the area disturbed may be difficult, it should be
considered in determining the construction limits. These limits should be clearly shown on the plans.

c. Retain Sediment On Site. A third principle in controlling erosion and sedimentation is to retain the
sediment on the site. Thisisachieved by using devicesthat filter sediment from runoff or detain runoff so
that soil particleswill settle out. By using controlssuch assilt fence, straw bales or brush barriers, sediment
can befiltered from runoff beforeit leavesthe site. These devices should be used only for sheet flow or low
concentrationsof flow. Whereflow occursin greater quantities, runoff can be detained in asettling structure
until the particlessettle out. Thesetemporary devicesare called sediment trapsor, for larger areas, sediment
basins. Settling structuresare appropriate where disturbed areas of sufficient sizedrainto onelocation. The
size of the structures is based on the contributing drainage area. Since these structures can become quite
large, sufficient areamust be availableto construct thefacility onthesite. Theselarger deviceshavelimited
application to highway construction due to limited right-of-way.

d. Management of Runoff. An additional principle that should be followed is to manage only the
sediment and runoff from the site. This becomes more challenging in highway construction where off-site
drainage intercepts roadways or where roads cross streams. When possible, runoff from undisturbed areas
should be diverted around disturbed areas by constructing diversion bermsand channels. Also, streamsand
swalesshould remain uncontrolled, allowing clean water to passthrough thesite. Itisinefficient tocombine
sediment laden runoff with clean runoff before passing through filter barriers or settling structures. With
settling structures, the storage volume becomes very large if drainage from undisturbed areasis allowed to
flow to the structure.

4. Erosion Control Phases. Erosion control plansshould be devel oped with the above principlesin mind.
In addition, the plans must address the different stages of construction. By dividing the construction into
three separate phases, the selection of the erosion controlsis easier, especially on larger, more complicated
projects. Thethree phases that the erosion control plans should address are: theinitial clearing phase, the
intermediate grading phase, and the final stabilization of the site. The initial phase should address the
perimeter controls required at the initial clearing stage to prevent sediment from leaving the site. The
intermediate phase should reflect the controls required during construction. This includes the point from
grubbing operations until final grade isreached. Thethird phase of erosion control isthefinal stabilization
of the site and installation of the permanent controls.

a. Phasel: Perimeter Controls. This phase addresses the type and location of the initial perimeter
erosion controls. Ideally, these controlswill be installed after the clearing and prior to any grubbing of the
site. The controlswill belocated based on the natural topography of the site and the limits of construction.
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7.3 Roadway Hydraulics (continued)

The purpose of these controlsisto prevent any off-site damage by minimizing the sediment that |eavesthe
site. In most cases, these controls will remain in place throughout the construction of the project. Typical
perimeter controlsinclude:

Filter barriers
Diversion structures
Settling structures

Filter barriers such as silt fence, straw bales, and brush barriers are placed around the perimeter of the site
to filter out sediment from sheet flow. They are the primary control used in this phase.

Where large amounts of sheet flow from undisturbed areas intercept the construction limits, it may be
effective to divert this runoff around the site, thereby minimizing the erosion and the amount of runoff to be
controlled. Thisisdone by constructing diversion berms and channels around the site.

When sufficiently large disturbed areas drain to an appropriate location, settling structures may be used to
detain the runoff and settle out sediment. These devices are called sediment traps and sediment basins.
Diversions may be used to channel sediment laden runoff to these structures.

b. Phasell: Intermediate Controls. Themost critical and most difficult phase of erosion control isthe
intermediate phase, especialy in new construction. Intermediate controls are implemented as the project
progresses from the grubbing stage to the final grade. Thisisthe stage of construction when earth moving
activities are at a maximum. At this point, both the extent of exposure and the duration of exposure is
greatest making the site most susceptible to erosion. Temporary erosion controls must be implemented in
incremental stages as construction progresses. In addition, some permanent structural controls such as
culverts, storm sewers, and some waterways are installed. Intermediate controls consist of the following:

Temporary slope drains

Temporary channel linings

Mulching

Temporary and permanent turf establishment
Checkdams

Settling structures

Inlet protection

When practical, turf establishment or stabilization may be performed in incremental stages on cut and fill
slopes. Asthe cut or fill progresses, areas may be seeded and mulched in fifteen to twenty foot vertical
increments. This turf establishment may be temporary or permanent. Regardless of the use of vegetation,
mulching practices should be an integral measure in this phase.

c. Phaselll: Final Controls. Thelast phase of erosion control consistsof thefinal stabilization of thesite.
Thisincludesfina stabilization of the slopes and waterways, stabilization of outfalls, and other disturbed
areas. Most final controls are permanent, however some temporary controls may be used. Final controls
include:

Permanent turf establishment
Channel linings

Temporary slope drains
Checkdams

Ouitlet protection
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7.3 Roadway Hydraulics (continued)

Some controls may actually servein morethan onephase. For instance, filter barriersand settling structures
may control sediment from the initial phase through the final slope stabilization.  Also, in some
reconstruction projects, the only erosion control phases may be the initial and final controls. The most
important factor is to ensure that each appropriate phase is considered when selecting controls and
developing erosion control plans.

Erosion and sediment control are important considerations in the development of a highway facility. Itis
the policy of FLHO that highways be designed and constructed to standards that will minimize erosion and
sediment damage to the highway and adjacent properties.

Both temporary and permanent erosion control measures shall be considered during the design of ahighway
and all necessary features incorporated into the contract plans and specifications.

Temporary control measures are those features temporarily installed for use during construction activities
and upon compl etion of the project are generally removed and disposed. The design for temporary control
measures such as silt fences, brush barriers, diversion channels, sediment traps, check dams, slope drains,
berms, etc. are contained in the manual Best Management Practices for Erosion and Sediment Control,
published in 1995 by FHWA, Federal Lands Highway Office.

Standard plans detailing the more common temporary control devices are available and should be included
in every set of project plans containing construction activities that could possibly affect soil degradation or
water quality.

Permanent control measures are those features installed as part of the highway to minimize scour,
sedimentation, erosion, etc. during the life of the facility.

Curbs, gutters and downdrains are used for controlling drainage from ahighway, especially in embankment
areasunder certain conditions. Theuseof curbs(mountabletype) should belimited to drainage control along
roadway embankments with highly erodible soils, along cut sectionswhere aditch is not to be constructed,
and along narrow medians. The curb should be offset 300 to 600 millimeters outside the normal shoulder
line. Curbsused in conjunctionwith guardrail should not project insidetheface of therail. Theuseof curb
with guardrail should be avoided. Refer to Chapter 8 for precautionsin using curbs.

Road inlets are often needed to collect runoff from pavements to prevent erosion of embankment slopes or
to intercept water at bridges. Inlets used for these purposes differ from other uses because:

# economies that are achieved by system design are often not possible since a series of inletsis not used,;
# total or near total interception issometimes necessary to limit bypassflow from running onto bridge deck;

# a closed storm drainage system is often not available for disposal of the intercepted flow and special
methods of disposal must be provided at each inlet.

Downdrains or chutes are generally used to convey the discharge water from the inlets to the embankment
toe. Buried pipe downdrains are preferable because the flow is confined, erosion along the embankment
slopeisminimized, interference with maintenance functionsisreduced, and they are aesthetically pleasing.

Erosion at the outlets of downdrains must be controlled or minimized. At locations of minimal erosion, the

designer should consider placing graded gravel or a rock at the outfall to control scour. Areas where
significant scour is anticipated will require a special design with specific detailsincluded in the contract.
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7.3 Roadway Hydraulics (continued)

See HEC No. 22 for details and information relative to permanent inlets, downdrains, grates, curbs, gutters,
and other similar roadway drainagedesignsuseful in controlling erosion. Section 7.3 listsadditional sources
of information applicable to the design of debris control structures, riprap or slope protection installations,
energy dissipator systems, ditch and/or channel linings, and similar structures.
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7.4 RIVER HYDRAULICS
A. General Design Criteria and Hydraulic Analysis.
1. References.

FHWA HDS No. 1, Hydraulics of Bridge Waterways

FHWA, Highways in the River Environment

HEC 17, The Design of Encroachments on Flood Plains Using Risk Analysis

HEC 18, Evaluating Scour at Bridges, Edition 3 (S)

HEC 20, Bridge Scour and Stream Instability Countermeasures (S)

HEC-RAS, River Analysis System

AASHTO Model Drainage Manual, Chapter 10, Bridges

AASHTO Drainage Guidelines, Volume VII, Guidelines for Hydraulic Analysis for the Location and
Design of Bridges

2. Design Criteria. Many factors must be considered in the design and analysis of river systems. Design
criteriawill vary depending on the type of structure (bridges, encroachments, etc), regulatory constraints,
and risk of failure. See Section 7.1.C and Table 7-2 for design criteria.

Design Storm. A design storm must be sel ected to eval uate bridge waterway openings, backwater, clearance
(low chord elevation), overtopping analysis, and scour depths. Specific recurrence intervals are provided
above, however, risk based assessment on local site conditions should be considered. Regulatory
requirements such as FEMA and State DOT’ s must also be evaluated.

Backwater. Backwater isthe amount of upstream increase in flood elevation for a particular flood due to
the encroachment of abridge, other structure or embankment. In general, backwater cannot be permitted to
significantly increase flood damage to upstream properties. Typically, backwater islimited to 300 mm for
the 100 year flood event measured at the approach section. Siteslocated in areas under the designation of
the National Flood Insurance Program (NFIP) must conform to FEMA regulations.

Freeboar d. Adequatefreeboard must be provided between the approach water surface el evation and thelow
chord of the bridge to pass debris and ice. Freeboard also provides a safety margin for inaccuracies in the
hydrologic/hydraulic analysis. Where practicable, a minimum clearance of 600 mm should be provided.
Wherethisisnot possible, thefreeboard should be established based onrisk analysis. Freeboard also applies
to embankments, channelization, and other river related structures.

Velocity. Thewaterway should be designed so the velocity of water through the structure will not damage
either the highway facility or increase damages to downstream property. The acceptable average velocity
should be based on the characteristics of theindividual site. These characteristics include the following:

# Natural stream velocity

# Bed materials

# Soil types

# Foundation materials

# Risk considerations from backwater and scour

Flow Distribution. Retain existing flow distribution to the extent practicable. This will help minimize
damage to property by either excessive backwater or high local velocities and will avoid concentrating flow
in areaswhich were not subjected to concentrated flow prior to construction. Relief openingsintheapproach
roadway embankment may be investigated if there is more than 10% redistribution of flow.
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7.4 Hydraulics (continued)

Pier Spacing and Orientation. Piersand abutments should be designed to minimize flow disruption and
potential scour. Pierslocated in any channel should be limited to a practical minimum, and piers should not
be located in the channel of small streams. Piers properly oriented with the flow do not contribute
significantly to bridge backwater. A solid pier will not collect as much debris as a pile bent or amultiple
column bent. Rounding or streamlining the leading edges of piers helps to decrease the accumulation of
debris and reduces local scour at the pier. The type of abutment used has little effect on the total backwater
except where the flow section is severely contracted by ashort bridge. Orientation of abutmentsisusually
the same as for piersin adjacent bents.

Scour Analysis. Bridges should be designed to withstand the effects of scour from a superflood (a flood
exceeding the 100 year flood, typically a 500 year event) with little risk of failing. This requires careful
evaluation of thehydraulic, structural, and geotechnical aspectsof bridgefoundation design. Thetotal scour
depths should be determined which will include the combined effects of long term bed elevation changes,
contraction scour, local scour at piers, and local scour at abutments.

3. BridgeVersusCulvert. Thewaterway crossing may be of such sizethat the waterway opening can be
provided for by either culvertsor abridge. Estimates of costsand damages associated with each will indicate
which structure alternative should be selected.

a. Bridgeshavethefollowing advantages:

# Less susceptibility to clogging with drift and debris.

# Waterway increases with rising water surface until water begins to submerge superstructure.

# Scour increases waterway opening.

# Widening does not usually affect hydraulic capacity.

b. Culvertshavethefollowing advantages:

# Require less structural maintenance than bridges.

# Capacity increases with stage.

# Capacity can sometimes be increased by installing improved inlets.

# Usually easier and quicker to build than bridges.

# Scour islocalized, more predictable and easier to control.

# Storage can be used to reduce peak discharge.

# Grade raises and widening projects sometimes can be accommodated by extending culvert ends.

4. Hydraulic Models. Several computer models are available to automate the hydraulic analysis. These
models can be divided into steady versus unsteady flow and one dimensional versustwo dimensional flow.

In addition, models can be divided into uniform versus varied flow, with varied flow being either gradually
varied or rapidly varied flow. Most hydraulic models assume gradually varied flow conditions.
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7.4 Hydraulics (continued)

Steady flow models eval uate a system using aconstant discharge at an instance in time where unsteady flow
models allow varying discharge over atimeinterval. Most models assume steady flow. An example of an
unsteady flow application is modeling tidal influences.

Hydraulic models can also be divided into one dimensiona or two dimensional flow. One dimensional
models permit flow only perpendicular to the cross section and are the most common type of models used.
There are also a limited number of two-dimensional models that permit analysis of flow in the x and y
direction. These model assume the velocity is constant over the depth of flow. Three-dimensional flow
models exist, however, are rarely used in highway applications.

The most commonly used hydraulic models are summarized below:

HEC-RAS. The River Analysis System, which replacesHEC-2, is the |atest water surface profile software
from the Corps of Engineers. It incorporates the bridge routines from FHWA’s WSPRO and the culvert
hydraulicsin HDS-5. It aso features flood plain encroachment tools.

WSPRO. Thisis FHWA'’swater surface profile model that was developed specifically for the analysis of
bridge openings.

FESWMS-2DH. Finite Elemant Surface Water Modeling System is a sophisticated two-dimensional,
unsteady flow, finite element model. It uses a grid system to evaluate flow conditions for hydraulically
complex rivers and bridges.

SMS. Surface Water Modeling System is a graphical user environment for performing surface water flow
simulations, model visualization, and finite element network generation. It can be used to automatically
generate finite element networks and build input data files for FESWMS.

UNET. Thisisacomplex, one-dimensional, unsteady flow model that simulatesflow through afull network
of open channels. It was developed for the Corps of Engineers.

DYNLET. Thisisaone-dimensional flow model developed for the COE to simulate flow from the ocean
through atidal inlet into back bay regions and up tributaries. The model has the ability to represent flow
distribution across the section even though it is one-dimensional .

ACES. Automated Coastal Engineering System was devel oped by the COE Waterways Experiment Station
for analysis of tidal inlets. It uses aone-dimensional, area average to distribute flow across achannel. Itis
recommended for less complex applications than DYNLET.

BRI-STARS. Thiscomputed model simulates the scour and deposition in rivers as it occurs during major
flood events. This model may prove useful in the one dimensional analysis of bridge backwater with
consideration to sediment scour and deposition processes.

5. Hydraulic Analysis. The hydraulic design of a stream crossing is atrial and error process in which
alternative waterway opening designsaretried for each profilealternative. Thereisavariety of information
required and steps to be taken in the hydraulic analysis.

Cross sections of the stream channel and flood plains are required to establish the stage discharge
relationships and conveyance. Sufficient cross sections should be obtained to provide an accurate
representation of the channel and flood plains. If astream control section (such asaconstriction, confluence,
or densevegetal cover) exists downstream of the crossing site, cross sections should be computed beginning
at the control section.
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7.4 Hydraulics (continued)

Extend cross sections laterally to include the total flood plain for the design and larger floods. The cross
section should be normal to expected flood flow directionsand not necessarily normal to the stream channel.
The number of sections required is dependent upon flow conditions at the site.

Dataon land use and ground cover should be obtai ned for assessing roughness characteristicsin conveyance
computations. Photographs (ground or aerial) of the channel and flood plainsand descriptionsare necessary
for use in the analysis. A site inspection by the designer may be necessary to ensure a good estimate of
roughness coefficients. General characteristics helpful in making design decisions should be noted; these
include soil typesinthe stream bed, banks, and over-bank areasand stream bed material gradationif possible.
Evidence of drift and debris (size and volume), bank caving, headcuts, and other conditions which could
affect abutment and pier location, orientation, and type, should berecorded. Photographs of the channel and
stream bed, preferably in color, can be a valuable aid to the designer and can serve as excellent
documentation of existing conditions.

Water surface elevations of the stream at the crossing must be computed, and a stage discharge curve must
be devel oped showing how thenormal water surface el evation of the stream varieswith thedischarge. Stage
discharge relationships shall be established for arange of flood magnitudes, usually the 2 year through the
100-year flood, or flood of record, whichever islarger.

Stage discharge relationships are commonly estimated by either water surface profile computations using
one of the computer models described above. These models are capable of establishing stage discharge
relationships by water surface profile computations that account for variations in cross section, roughness,
and channel slope. This stage discharge relationship is usually presented in a stage discharge curve. From
this curve the designer can determine the elevation of the water surface for various flood discharges.

Flow distribution refers to the proportion of the total flow in the stream that is conveyed by each of the
varioussubsectionsof thecrosssection. Theanaysisof flow distribution will reveal sectionswheretheflow
rates are relatively high and sections which are relatively ineffective in conveying flow. Thisinformation
isnecessary to properly locate bridges or other openingsontheflood plains, determine bridgelengths, locate
overflow sections and approach roadways, and evaluate the need for and location of spur dikes and other
protective and preventive features to be incorporated in the design.

Flow distribution usually will change with changesin stage and discharge and should be determined for the
variousflow ratesof interest in the design of thecrossing. Flow distribution isdetermined by converting the
conveyance of each subsection to discharge. The results should be carefully examined and when possible
compared with observed flows to determine whether the computed flow distribution is reasonable.

Proposed structure alternatives shall be analyzed. In cooperation with the bridge engineer, the hydraulics
engineer helps select span lengths, pier type and size, abutment type, and roadway profile. Thelocation and
orientation of piers and abutments must be selected. If a proposed design does not satisfy the criteria as
outlined or the existing conditions are adversely affected, another alternative shall be analyzed.

Backwater calculations should be made for a range of discharges and for each profile and structure
aternative. Backwater estimates are an aid in selecting the waterway opening and crossing profile.

There are several methods currently used to calculate backwater at bridge constrictions. Most of these
methods have been computerized since the equations used are complex and often require trial and error
solutions. HDS No. 1, Hydraulics of Bridge Waterways contains a hand procedure for calculating bridge
backwater.
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6. Scour Analysis. Scour analysis hasbecomeacritical aspect of bridge design. Specific procedurescan
be found in HEC-18 and HEC-20. HEC-18 contains an expanded version of the following General Design
Procedure and the Specific Design Approach:

General Design Procedure

Step 1:

Step 2:

Step 3:

Step 4:

Step 5:

Step 6:

Step 7:

Step 8:

Select the flood events that are expected to produce the most severe scour conditions. Typically,
the 100-year and overtopping floods are analyzed.

Computewater surface profilesfor theflood flowsin step 1 using the appropriate computer model.

Estimate thetotal scour depthsfor the worst conditions using the flood flows above. Foundations
should be designed with a geotechnical safety factor of 1.51t0 2.0.

Plot thetotal scour depths obtained above on a cross section of the stream channel and flood plain
at the bridge site.

Evaluate the scour depths obtained above to determine their reasonableness. Final scour depths
may be determined based on engineering judgement.

Evaluate the bridge TS& L on the basis of the final scour depths. Modify the TS& L as necessary.

Perform the bridge foundation analysis on the basisthat all streambed material in the scour prism
above the total scour line (Step 4) has been removed and is not available for bearing or lateral
support. All foundations should be designed in accordance with the AASHTO Standard
Specifications for Highway Bridges.

Repeat the proceduresin Steps 2 through 6 above and calculate the scour for asuperflood. This
istypically the 500-year event. The foundation design determined in Step 7 should be reeval uated
for this condition and redesigned if necessary.

Specific Design Approach

Detailed scour analysis and equations are found in HEC-18 and should be followed. The following is an
overview of the Specific Design Approach:

Step 1:

Step 2:
Step 3:
Step 4:
Step 5:
Step 6:

Step 7:

Determine the scour analysis variables. This includes evaluating the design discharges and
determining if there are existing or potential future factors that may produce worse conditions.
Also determine the water surface profiles that will produce a worse case scour and collect all
available data.

Analysis of long term bed elevation change.

Evaluate the scour analysis method.

Compute the magnitude of contraction scour.

Compute the magnitude of local scour at piers.

Compute the local scour at abutments.

Plot and evaluate the total scour depths.
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B. Flood Plain Encroachment. Encroachments into streams are to be avoided wherever possible and
encroachments onto flood plains shall be minimized to the fullest extent practical. See FAPG 650A relative
to policiesand proceduresfor thelocation and hydraulic design of highway encroachmentsonto flood plains.

Procedures for the design of encroachments on flood plains are provided in HEC No. 17, The Design of
Encroachments on Flood Plains Using Risk Analysis. The application of risk analysis to the design of
drainage structures allows the designer to select the design that will result in the least total expected cost to
the public.

Additional information on procedures and guidelines applicableto flood plain encroachments may befound
in a paper titled Guidelines for the Evaluation of Highway Encroachments on Flood Plains, published in
1982 by the Office of Engineering, FHWA, Washington, DC. Also see Chapter 3 relative to consulting and
coordinating the protection of flood plains with USACE and FEMA.
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7.5 APPROVALS

Section 7.2 discusses variouslaws and requirements that may involvereview and approval of hydraulicsand
related features. Approvals may beintheform of special permitsor actual PS& E approvals by cooperating
or client agencies. Permit requirements, clearance procedures, and approvalsare also outlined in Chapter 3.
It is important to establish contact and coordination with any involved agencies early in the project
development process. Thiswill helptoidentify requirements, design criteria, and permitsor other approvals
that will be needed. Hydrologic and hydraulic analyses and designs must be devel oped in amanner that will
facilitate necessary approvals and project clearances. Special approval actionswill vary with each project
and may occur at various stages of design.

The hydraulics engineer should review all drainage designs included in the plans. This review should be
performed during the early development of the project prior to finalizing the design to provide time for the
designer to evaluate the hydraulic engineer's recommendations and if necessary make the appropriate
modifications. The review should include a check of both the hydrologic and hydraulic computations for
channels, culverts, inlets, bridge waterways, and all other drainage features in the proposed work.

Proposed bridge sites and corresponding waterways should be reviewed by the hydraulics engineer during
the location phase to permit a hydrologic and hydraulic analyses evaluation before the layout is finalized.
Thisinput could benefit the designer during the devel opment of the plans and specifications of the project's
hydraulic features, such as channel alterations, slope stabilization, and temporary and permanent erosion
controls.

Major revisions or modifications to a designed drainage facility or feature should be reviewed by the
Hydraulics engineer.
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7.6 REPORTING AND DOCUMENTATION

Thereports and design computations prepared for aproject arejust asimportant asthefield survey and final
plans. Every effort should be made to insure that data is clear, accurate, complete, and contains all
information necessary for layout and design. Copies of all reports and support documents shall be placed
in the project design file.

The hydrologic analysis performed on each project may be compiled in a hydrologic report or otherwise
incorporated into the design file. Document all the pertinent information on which the hydrol ogic decision
was based.

Documents normally will contain the following:

# Relevant maps.

# Drainage area data.

# Field survey information.

# Photographs.

# Hydrologic computations.

# Flood frequency analysis.

# Stage discharge data.

# Flood history (including information from local residents who witnessed or had knowledge of unusual
events).

The documentation usually consists of two parts. A data section containing the hydrologic background
information and an analysis section containing the design computations. The comprehensiveness of the
documentation will depend on the nature of the stream crossed or flood plain encroached upon, cost of
proposed structure, and the class of highway.

The preparation of the reports on large and complex drainage designs (flood plain encroachments, etc.) is
theresponsibility of the hydraulicsengineer. Computationsand documentation of routinedrainagefacilities
(such as pipe cross drains and ditches) are the responsibility of the designer.

A. Open Channels. Documentation on the design for the protection of stream banks and open channels
shall contain the following minimum data:

# Project identification.

# Location of proposed work.

# Design discharge and frequency.

# Channel cross section and gradient.

# Type of lining (size and gradation of riprap, filter blanket, etc.) including design computations.

# Other pertinent data.
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7.6 Reporting and Documentation (continued)
B. Culverts. Documentation on the design of culverts should contain the following minimum data:

# Project identification.
# Location of proposed installations.

# Drainage area map and site topography.

# Stream profile and cross sections.

# Information on existing structures.

# Historical highwater data.

# Site investigation data (foundations, pH factors, water and soil resistivity, etc.).

# Hydrologic design computations.

# Hydraulic design calculations and culvert performance curves.

# Economic analysis.

# Other pertinent data.

Exhibit 7.6 is an example of a culvert design worksheet for use in recording the data.

C. Roadway Drainage. Thedesign of aroadway drainagefacility should be supported by documentation
containing the minimum following information:

# Project identification.

# Location of proposed installation.

# Roadway gradient and applicable cross section.
# Design discharge and frequency.

# Manning's roughness coefficient (n).

# Type and size of inlets.

# Inlet efficiency computations.

# Data on intercepted and by-pass flows.

# Other pertinent data.

Exhibits7.7, 7.8, and 7.9 are exampl es of roadway drainage worksheetsfor recording dataand computations
on inlets, storm sewer systems, and hydraulic grade lines, respectively.
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D. BridgeWaterways. Thebridgewaterway analysisshall bedocumented and shall includethefollowing:
# Project identification.

# Location of proposed bridge site.

# Drainage area map and site topography.

# Information on existing structures.

# Qoyertopping ANA/Or Q.

# Design flood frequency.

# Design discharge (include hydrologic method used).

# Design highwater and el evation versusdischarge curvebased upon natural stream crosssection and natural
or existing conditions (indicate how highwater was determined).

# Historical data (recorded highwater with dates, etc.).

# Cross sections including a cross section of the entire flood plain. Include Manning's n values for the
various subareas, natural channel velocity, and backwaters created by the proposed structure.

# Velocity through the structure areabel ow design highwater on aplanenormal to stream flow at flood stage
within the limits of the bridge.

Includeasummary of any investigationsaccomplished for environmental review of flood plainimpactswith

the documentation. Computations supporting the design of riprap, spur dike placement, and for scour
prevention at piers should also be included in the documentation.
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7.7 DIVISION PROCEDURES

Reservedfor Federal LandsHighway Division officeusein supplementing the policy and guidelinesset forth
in this chapter with appropriate Division procedures and direction.

CFL Procedures

EFL Procedures

WEFL Procedures
http://www.wfl.fhwa.dot.gov/design/manual/ch07/
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FHWA User
CFL Procedures

FHWA User
EFL Procedures

FHWA User
WFL Procedures
http://www.wfl.fhwa.dot.gov/design/manual/ch07/

http://www.wfl.fhwa.dot.gov/design/manual/ch07/

APPENDIX INVESTIGATION PROCESS

In the investigative process, the designer should obtain al available field and aeria survey data, water
resources data, geomorphologica data, and water quality datathat is related to the highway design. This
section basically describes the information required for each of these items and the methods for obtaining
the required water resource data for highway design purposes. As an aid, check lists for identifying and
recording necessary water resource data have been included as Exhibits. When completed, Exhibits 7.1
through 7.5 will provide the designer with a general listing of the critical investigative data necessary for
proceeding with the roadway design.

A. Field and Aerial Survey. The designer should strive to obtain accurate and comprehensive field and
aerial survey data. Hydrologic and hydraulic analyses are only asgood asthe datathey are based upon. The
following is a brief summary of the survey datarequired for these processes.

1. Existing Surveys. Survey data should be obtained to encompass as much of the proposed highway
project and surrounding areas as possible. The United States Geological Survey (USGS) quadrangle maps
provide agood starting point for evaluating the highway system and related water resource systems. These
maps normally have a plan scale of 1:24 000 to 1:64 000. The USGS maps will show existing highway
corridors, natural streams and their tributary systems, manmade structures (i.e., bridges, dams), and
topographic features such as lakes, flood plains, stream patterns, and drainage basins with their respective
shape, size, and elevations.

Other survey data should be obtained from as many different sources and for as many different time periods
as possible. This data can be used to develop a historical perspective of the manmade and natural water
resource developments within the project area.

If existing survey dataislimited, then the USGS quad maps may indicate other Federal and State agencies
that have performed surveys within the area. For example, man-made reservoirs may indicate design
involvement by the U.S. Bureau of Reclamation. If so, then the U.S. Bureau of Reclamation may have
conducted field, aerial, and hydrologic surveys of the project area. Other agenciesthat may have conducted
surveys include USACE, FS, NPS, U.S. Fish and Wildlife, State and County Highway Departments, and
various resource agencies that may have had interests in the project area. If survey datais obtained from
outside agencies, then the designer should ensure that this survey data can be correlated. For example, all
surveys should be converted to the same elevation datum.

Both aeria andfield surveysmay beused. Aeria surveysprovideageneral perspective of thewater resource
system. Specifically, they can be used to define the flood plain limits of astream or river. Aerial surveys
will only show the water surface elevation of the main stream, but not its channel bottom. Usually field
survey datawill berequired for the channel cross section. Thefollowing isachecklist of itemsthat should
be evaluated for existing field and/or aerial surveys.
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Type of Survey
Items to be Evaluated

Field Aeria®

Drainage Areas.
1 Size
1 Shape
I Elevations
1 Vegetation
I Lakes/Reservoirs

X X X X X X

1 Urban Development

Natural Streams and their
Tributaries:

I Flood plains X
! Stream Channels X? X3
I Vegetation X X
1 Sedimentation

Man-Made Structures:
I Culverts
I Revetments
I Bridges

I Reservoir/Dams

X X X X

1 Gaging Stations
I Water Supply and Waste

X X X X X X X

1 Water Treatment Systems

Note:
"Includes USGS topographic maps.
%Cross sections
3Location and pattern
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2. Proposed Surveys. Review all availableexisting field survey recordsand determinethe extent and type
of additional data needed to complete the investigation and analysis of the water-related systems. For
determining the extent of additional data, the following isabrief summary of the minimum required survey
information.

a. DrainageAreas. Dataisobtained for drainage areas primarily to determine the amount of water within
agiven water resource system. Most of the required data for this process can be obtained from USGS quad
maps. The information required for thisitem includes drainage area size (acres or square miles), drainage
areashape (e.g., narrow and deep versus shallow and wide), el evation differences between the drainage area
divide and the point at which the volume of flow isto be evaluated (e.g., bridge location), type of vegetation
(e.g., percent of forests), urban devel opment (e.g., percent of drainage area), and storage capacity (e.g., lakes
and reservoirsfor collecting rainfall). If thisinformation cannot be obtained from USGS quad maps, it may
be necessary to conduct aerial or field surveys to determine the drainage area characteristics.

b. Natural Streamsand Their Tributaries. Datais obtained for natural streams and their tributaries
primarily to determine the flow characteristics that occur in them such as depth of flow, velocity of flow,
sedimentation, and erosion. Generally, acombination of USGS quad maps, aerial surveys, andfield surveys
will be required to obtain sufficient analytical data. The information required for this item includes flood
plain width, main channel cross sections, cross sections of tributary channels, flood plain vegetation
characteristics(i.e., grasses, trees), channel bedding (i.e., sand, clay, gravel, and boul ders), channel bed slope,
channel water surface slope, flood plain and channel forms (i.e., straight or curved, pools and riffles), and
high water marks. Of thisinformation, the channel cross sections are the most costly and difficult to obtain.
Also, the exact locations for obtaining channel cross section is primarily judgmental. Basically, channel
cross sections should be taken at locations where there is a significant change in channel width, slope,
bedding, and/or alignment. In any event, the hydraulics engineer, should be consulted and/or the USGS
publication Computation of Water-Surface Profilesin Open Channels, and the USA CE publication Accuracy
of Computed Water Surface Profiles reviewed before submitting requests for channel cross sections to the
Survey engineer.

¢. Manmade Structures. Theseare normally culvertsand bridges. For culverts, datafor the existing type,
size, shape, length, inlet elevation, outlet elevation, top of roadway elevation, and approaching and existing
stream channel cross sections will be required for analyzing the existing hydraulic conditions. If aculvert
doesnot exist at aproposed culvert location, then channel cross sections should be obtained at the proposed
culvert inlet and outlet. For bridges, cross sections should be obtained at the proposed bridge site, upstream
from the proposed site, and downstream from the proposed site. In addition to thisinformation for culverts
and bridges, the survey data required for analyzing natural streams and tributaries should also be obtained
within the proposed structure location.

Other hydraulic structures should be surveyed if they have the potential to affect or be affected by the flow
characteristics of proposed culvertsand bridges. For example, downstream reservoirs may cause backwater
through culverts and bridges. Therefore, elevations, and locations of principal reservoir components
(i.e., spillways) should be obtained for determining the controlling water surface elevations at the proposed
project sites. Also, upstream irrigation systems may cause significant surge flows at the proposed project
site during high runoff periods. Therefore, cross sections and location data should be obtained at the
controlling irrigation structures.

Gaging stations, water supply and waste water treatment systems, revetments (i.e., riprap stream banks), and

storm drain systems should at least be documented in the survey records. The hydraulics engineer should
be consulted if additional information is required for hydraulic structures other than culverts and bridges.
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B. Water Resource System Characteristics. After the required survey information is obtained, identify
those characteristics of the water resource systems that may affect or be affected by the proposed highway
project.

Thefollowing isashort list of water resource systems and their characteristics that should be investigated.

1. Human Resources. The designer may encounter several water systems associated with human
resources. These systems exist for the enhancement and benefit of the human environment. Since these
systems may have an impact on the highway design and vice versa, the following is a brief description of
systems the designer may encounter during the devel opment of a proposed highway project.

a. Reservoir Systems. If ahighway with culvertsand/or bridgesislocated upstream or downstream from
areservoir system, then the hydraulic and hydrol ogic characteristics of these systems should beinvestigated.
Basicaly, reservoirs are designed for flood protection, municipal water supply, irrigation water, and
recreation. They generally have significant impacts upon the flood peaks, sediment transport, and water
surface profiles of natural streams and their tributaries. For example, reservoirs will normally reduce the
downstream flood peaks, trap upstream sediment and increasethe natural upstream water surface elevations.

If a bridge is located downstream from a reservoir, the designer should contact the U.S. Bureau of
Reclamation and U.S. Geological Survey for annual peak flow rates during the period of operation. The
water rel eased downstream from the reservoir will be clean due to the reservoir's capacity to trap upstream
sediment.

If the bridgeislocated in erodible material near thereservoir (i.e., aluvial stream), then the clean water will
tend to pick-up or erode the existing stream bed material in the vicinity of the bridge.

If abridgeislocated just upstream from areservoir, the natural water surface elevation will be controlled
by fluctuations in the reservoir water surface. The fluctuations in the reservoir surface will also influence
the sedimentation characteristics near the upstream bridge. For example, if the bridge is located in the
vicinity of wherethe stream meetsthereservoir, then the stream will tend to deposit itsmateria at thebridge
sitelocation (i.e., aluvial fan). Thiswill tend to increase the water surface elevation in the bridge vicinity.
However, if the bridge site water surface is controlled by the reservoir only part of the time, then the
streambed may tend to erode from the higher velocities of the natural stream during low water reservoir
periods.

If ahighway is contiguousto the perimeter of areservair, then bank protection may be required between the
reservoir and highway. In addition to the fluctuation in reservoir elevations, consider wave action when
determining bank protection material and its placement. Also, to minimize sediment entering the reservair,
erosion protection measures should be considered for highway embankments and excavation areas.
Consult the U.S. Geological Survey and U.S. Bureau of Reclamation for information on the following:

# Annual peak flows.

# Upstream and downstream sedimentation characteristics.

# Hydrologic design data of reservoir components such as principal spillway and emergency spillways.

# Reservoir elevations such as normal pool, minimum freeboard, and seasonal elevations.

# Restrictions on turbidity and fish migration in relation to highway projects.
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The designer should tie this information to the horizontal and control data of the project. Together, a
composite model of the hydrologic and hydraulic characteristics of the reservoir and highway can be
developed for analysis.

b. Canal Systems. Canal systemsmay includeirrigation channels, drainage channels, diversion channels,
and navigational channels. Since these systems tend to have straighter alignments and less erodible banks
than natural stream channels, the hydraulic analysis may be more complicated for bridges and culverts
crossing these systems than for natural channels.

For example, a straight channel with nonerodible banks will tend to experience greater erosion of its bed
material than a natural meandering stream with erodible slopes. Therefore, bridge foundations may
experience scour. However, canalswith flat slopesthat receive heavy sediment loads from natural streams
on steep slopes may have materia deposited within their channel sections. This may result in a
corresponding increase in water surface elevation at abridge site or "filling" of aculvert crossing. Also, the
effectsof highway designsupon sedimentation characteristicsof canal sshould be considered by thedesigner
(i.e., excavation slopes, road ditches).

Canals may also significantly affect the peak flows at highway crossings. For example, most hydrologic
methodsfor predicting peak flows at ungaged siteswill not consider the effects of man-made structures such
asreservoirs and canals. Therefore, the designer should be aware of the location of the highway crossing
relative to structures that regulate the flow through a canal system.

A field survey should locate and document all significant features of the canal system, such as diversion
gates.

The U.S. Bureau of Reclamation and local water districts should be contacted for operation and design
details of the canal system.

The U.S. Geological Survey should be contacted for hydrologic information related to the canal system,
while the U.S. Coast Guard should be contacted for bridge clearances over the canal if it is a navigable
waterway.

c. Storm Drainage Systems. New or reconstructed highway drainage may have to connect with an existing
storm drainage system. The storm drainage system normally consists of curbs, gutters, inlets (i.e., grates or
curb openings), catch basins, manholes, underground pipe systems, and outfall pipes draining into natural
streams. Obviously, such drainage systems are normally found in urban areas.

The designer should obtain the available hydrologic and hydraulic information used to design the existing
storm drain system from the responsible agency. After this information is obtained, then the proposed
highway drainage can be designed to complement the existing storm drain system. For example, if the
proposed highway drainage design is downstream from the existing storm drain system, then the proposed
drainage design must be adapted for increased runoff or detentions that result from the storm drain system.
On the other hand, if the new highway drainage system flows into the existing storm drain system, then the
existing system may require modification to handle the additional flow.

Finally, thedesigner should consult with planning authoritiesfor information on future devel opmentswithin
the project area (i.e., subdivisions). If anew storm drain system is proposed with the highway design, then
it should be capable of adapting to new developments within the area.

d. Regulated Flood Ways. As previously discussed under Section 7.2.A.1., the Federal Emergency
Management Agency has designated certain flood ways in urban areas for protection under the National
Flood Insurance Program. These regulated flood ways are subject to local, State, and Federal restrictions
concerning increases in the 100-year water surface elevations due to encroachments.

Transmittal No. 12 - November 10, 2000 7-73



Appendix I nvestigation Process (continued)

When ahighway design encroaches upon a 100-year flood plain area of residential population, the Federal,
State, or local officialsshould be contacted for Flood I nsurance maps of the project area. |f these maps show
the highway system encroaching within the regulated flood way, then a flood study will be required.

Theflood study beginswith the methods for obtaining such information as survey data and computer water
surface profiles utilized by FEMA for determining the existing 100-year flood plain limits.

If possible, the highway encroachment should be modeled with the existing FEMA information to evaluate
the increase in 100-year water surface elevation due to the encroachment. The primary objective is to
develop abefore and after comparison so appropriate officials can determineif the highway encroachment
is consistent with the National Flood Insurance Act. Sincethisanalysiswill normally require considerable
survey data and sophisticated computer modeling, the hydraulics engineer should be consulted for proper
flood plain evaluation of the project area.

The designer should be primarily concerned with whether or not a regulated flood way exists within the
project area and to what extent any highway encroachments must be minimized.

e. Water Supply and Waste Water Treatment System. Highways may influence water supply and
treatment systems. For example, highway developments may increase the sediment |oad to water supply and
waste water treatment systemsfor both short-term and long-term periods. If the sediment load increasesare
significant, then the water supply and treatment processes may be adversely impacted. For example,
increased sediment load may cause premature filling of settling basins. Normally, local governments will
try to regul ate the amount of sediment and the timing of sediment discharges through a permitting process.

Theflowsfrom water treatment plantswill generally be small compared to theflow of the streamsinwhich
they discharge. If they haveany potential impact upon the highway drainage system, however, the collection
of flow by both water supply and treatment systems should be considered in the highway design process.

The appropriate local agencies are to be contacted for permits and hydrologic and hydraulic information
related to water supply and waste water treatment systems.

2. Fishand WildlifeResour ces. Most FLH projectsarelocated in rural and remote areassuch asNational
Parks and National Forests. The U.S. Fish and Wildlife Service has developed a classification system for
wetlands and deep water habitats. This classification system provides methods for identifying types of fish
and wildlife habitats. It also provides a method for identifying some of the hydrologic and hydraulic
characteristics of natural water resource systems.

To aid the development of highway designs, the following classification system similar to the U.S. Fish and
Wildlife system is recommended.

a. Riverine System. This system includes practically all moving bodies of fresh water contained within
a channel. Given a cross section of a stream channel and its flood plains, the riverine area includes the
permanently flooded channel areas and that portion of the flood plain area which is seasonally flooded.

A riverine system may be subclassified as being intermittent, upper perennial, lower perennial, and tidal.
Normally, amoving body of water will pass through all four subclassifications.

At the upper part of adrainage basin, the flow in anatural channel will occur only part of theyear. Thisis
classified intermittent.

Asthechannel progressesdown thedrainagebasin, the contributing drainage areaincreasesuntil the channel
can sustain year-round flows, (an upper perennial channel). Both intermittent and upper perennial channels
are characterized by (1) steep streambed slopes (greater than 1 percent), (2) high velocities (greater than 2.5
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meters per second during flood periods), and (3) very littleflood plain development. Since upper perennial
streamsflow year-round and have high velocities, their stream bedswill normally consist of gravel, cobbles,
and/or boulders. These gravel-type beds provide excellent spawning areas for fisheries. Also, upper
perennial streams provide high levels of dissolved oxygen (an important feature for maintaining good fish
habitat) due to the extremely turbulent flow caused by the intermix of high stream velocities and boulders
and cobbles. Thelarger boulders may also create pools that provide feeding and resting areasfor fish. An
optimum upper perennial stream for fish habitat will have both pools and riffles normally associated with
high velocity flows over gravel beds.

A stream classified as lower perennia islocated in the lower reaches of the drainage basin. It isprimarily
characterized by (1) mild stream bed slopes (less than 1 percent), (2) slow velocities (less than 2.5 meters
per second during flood stage), and (3) awell developed flood plain. Becauselower perennial streams have
slower velocities, their ability to transport large bed material is reduced. Also, the upstream sediment
particles will be weathered or broken down into smaller sediment particles as they progress downstream.

Therefore, lower perennial stream beds tend to consist of fine sand to silty-clayish materials. Also, the
slower velocitiesand fine stream bed material providelittlemixing of air and water. Thus, dissolved oxygen
levelswill tend to belower than those found in upper perennia streams. Given thefiner stream bed material
and reduced dissolved-oxygen levels, fishery spawning habitat will not be asabundant asin upper perennial
areas.

Thus, fish passage provided to upper perennial streams may be the primary fishery importance of lower
perennial streams.

Tidal riverinesubsystemsaresimilar tolower perennial subsystemsexcept that their water surfaceelevations
areinfluenced by ocean tides. However, thetidal riverine subsystem isstill a"fresh" water body with only
small amounts of ocean derived salts.

b. Palustrine System. This system consists of flood plain areas with heavy year-round vegetation and
isolated bodies of water with less than 8 hectares in surface area. These isolated bodies of water are
commonly recognized as marshes, swamps, and ponds.

Although these areas may not present significant hydraulic problems, they may pose serious environmental
problemsfor new or reconstructed highway systems. Sincetheseareasoften support diverse speciesof plant,
wildlife, andfisheries, fish and wildlife agencies should be contacted in the early planning and design stages.
Basicaly, the two main concerns for fish and wildlife officials will be the total surface area eliminated by
the highway design and the location of the eliminated surface area.

c. Lacustrine System. This system consists of natural 1akes and man-made reservoirs with more than 8
hectares in surface area. The section under reservoir systems should be reviewed for hydrologic and
hydraulic constraints. Environmentally, the same concerns expressed for palustrine systemswill also apply
to lacustrine systems.

The above classification systems provide a good starting point for the hydrologic and hydraulic evaluation
of highway systems. For example, intermittent and upper perennial streamswill havesuper critical tocritical
flows, steep Hydrographs, very minor and |l ocalized backwater from culvertsand bridges, and will experience
less localized scour at hydraulic structures than those installed in lower perennial streams. On the other
hand, lower perennial and tidal streamswill tend to have subcritical flows, flatter Hydrographs, major and
more extensive backwater effectsif highwaysand their hydraulic structures constrict flood plain areas, and
will experience considerablelocalized scour at hydraulic structures. Classification of the particular system
by physical observationwill aid thedesigner and/or hydraulic engineer in selecting the appropriate anal ytical
processes for evaluating water-related highway designs.
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Theclassification systemwill provideinformation on areasof potential concerntofishandwildlifeagencies.
For example, upper perennia streams with high velocities and steep gradients present difficulties in the
design of culverts for fish passage. However, the good sediment-transporting ability and high dissolved-
oxygen levelswill minimize the short-term and long-term negative impacts of highway construction within
thearea. However, lower perennial streamswill normally be crossed by highway bridgesin lieu of culverts.
Thus, fish passageisnot aproblem. But short-term construction work in streams and long-term runoff from
highway pavements and slopes may cause negative impacts that will be more difficult for lower perennial
streamsto adjust to if these streams havelower vel ocitiesand lower dissolved-oxygenlevels. Therefore, fish
and game officials may request different types of mitigation for different types of situations.

C. Geomorphologic Characteristics. Geomorphology isthe geological study of the configuration and
evolution of land forms. Along with precipitation and human devel opments, the hydrol ogic (drainage basin)
and hydraulic (stream channel and flood plains) attributes of the project areaare primarily determined by its
geomorphology. Geomorphologic items include the following:

1. Drainage Basins. The drainage basin should be evaluated for size, shape, slope, storage, vegetation,
and surface infiltration. These characteristics primarily affect the hydrologic runoff to a given hydraulic
structure. However, these characteristics may aso aid in the hydraulic analysis of such items as sediment
runoff versus water surface elevation.

The size of the drainage basin is the most important property affecting runoff. Basically, the runoff will
increase as the drainage basin size increases. Asmentioned in earlier discussion, a USGS quadrangle map
and/or aeria photographs may be used to evaluate the basin size.

The basin shape should bethe next characteristic to beinvestigated. Long narrow drainage basinsgenerally
have lower runoff peaks than fan or pear-shaped drainage basins. The shape may be outlined by the main
basin channel and its tributaries. The outlined shape allows analysis of preliminary hydraulic flow
rel ationships between the main basin channel and itstributaries, which may also be analyzed for such items
assize of tributary versus main channel size and the angle of approach by the tributary to the main channel.

The slope of the drainage basin may be defined as the change in its vertical distance to the changein its
horizontal distance. The slopeisnormally measured at 10 percent and 85 percent of the distance along the
main channel from the hydraulic structure to the drainage basin divide. Generally, the runoff will increase
as the basin slope increases. Also, the main channel steepness will indicate the existing flow conditions
(i.e., rapid or mild) and the sediment transport capabilitieswithin the basin. Multiplying the basin slope by
the design runoff or discharge, will provide arelative index for comparing the sediment transport power to
other drainage areas where the slope, discharge, and sediment transport characteristics are known.

The storage of the drainage basin is essentially the amount of natural and manmade depressions capable of
detaining or delaying runoff to the hydraulic structure location. For determining runoff, most hydrologic
methods evaluate only the natural storage such aslakes, ponds, and swamps. Thenatural storageisnormally
evaluated as a percent of thetotal drainage basin. The presence of natural storage of up to 25 percent of the
total drainage basin area may reduce the peak runoff by more than 50 percent as compared to a drainage
basin with no storage. If manmade storage structures exist within adrainage area, then gaging station data
should be used for determining peak runoffs.

The vegetative characteristics of the drainage basin may affect the anticipated runoff. The runoff will
decrease asthevegetative percent of drainagebasin areaincreases. When hydrol ogic equationsconsider this
factor, it isnormally evaluated as a percent of forested drainage area.

For example, adrainage basin with 80 percent forest cover may experience a 25 percent or more decrease
in runoff as compared to adrainage basin with 25 percent forest cover. Also, the peak runoff at ahydraulic
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structure will tend to be more stable and longer lasting (i.e., aflat and long hydrograph curve) for aforested
area as compared to a nonforested area.

Surfaceinfiltration will affect flow characteristics such as surface flow versus ground water flow within the
drainage basin. The surface infiltration within a drainage basin is a function of soil porosity (i.e., gravel
versusclay), rainfall intensity, vegetal cover, and the antecedent condition of the basin soils(i.e., percent of
saturation). As an example, a paved parking area will pass nearly 90 percent of its rainfall to the area
downhill from it, while a porous lawn will absorb nearly 90 percent of the rainfall within its area.

Determine the drainage basin size, shape, dope, storage, and vegetative characteristics from USGS
quadrangle maps and/or aerial surveys. Soil infiltration characteristics are normally field investigated.
Fortunately, most hydrologic methodswill indirectly compensatefor soil infiltration and afieldinvestigation
may not be necessary. A field investigation of al the drainage basin characteristics is recommended for
comparison of the office analysis and with the geomorphologic characteristics of the hydrologic equations.

2. Stream Channelsand Flood Plains. Although drainage basinswill experience some changesin their
form and characteristicsduring thelife of aproject, these changesare usually not as pronounced asthosethat
astream channel with flood plainswill experience. For example, a bridge crossing ameandering river in a
wide flood plain may be abandoned if amajor flood cuts a new channel within the flood plain limits. Also,
riprap bank protection may reduce erosion of the riprap area, but increase downstream bank erosion.
Furthermore, stream channel bottomsmay tend to erodedownward, thusloweringthewater surfaceelevation
for agiven flow and possibly causing the stream to abandon its flood plain.

The cross section of astream channel and itsflood plain isafunction of the flow, the quantity and character
of the sediment in movement through the section, and the character or composition of the materials making
up the bed and banks of the channel. These characteristicstend to be dynamic andinter-reactive. Predicting
thefuture shape of achannel or flood plainisbeyond the scope of thispublication. Thefollowing discussion
centers upon the classification of stream channels and flood plain devel opment.

Stream channels may be defined asnonalluvial and alluvial. Theterm alluvial generally appliesto deposits
of silts, sands, or gravel. Nonaluvia and alluvial may be considered synonymous with nonerodible and
erodible, respectively. Sincemany of thebasic hydraulic methodsfor determining stream depthsand vel ocity
are based upon rigid or nonchanging boundaries, the distinction of nonalluvial and aluvial channels is
important.

Nonalluvial channels are normally found in rock valleys or in situations where manmade activities have
converted the stream channel to essentially arigid boundary. Also, stream channelsnear the headwatersarea
may experience only channel bed erosion without appreciable bank erosion, thus being a hybrid of a
nonalluvial and aluvial stream. The methodsfor determining the hydraulic characteristics of these types of
streams will normally be uncomplicated provided the analysisis confined to the rigid boundary portion of
the stream and its flood plain.

Alluvia streams normally have a wavy or meandering pattern with well developed flood plains. These
streams tend to erode into the outside part of their bends while depositing the eroded material just
downstream on the inside of the same bend. Thus, the stream channel flow will tend to be deeper on the
outside portion of the bend.

If the outside bank material iserodible, the stream will continueto erodetoward the outside. Eventually, the
stream pattern will take theform of awell-bent bow. The beginning and ending portions of the stream bend
will come closer and closer together. If amajor flood occurs and the bank material between the beginning
and ending bend portionsis erodible, then the flow may break through the plug between these portions and
cut-off the bend. Thisisthe typical formation of oxbow lakes. Although the main stream channel will be
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temporarily straight within this area, a new meander pattern will tend to form due to the stream'’s tendency
to have helical flow.

If the material within the flood plain valley is homogeneous, the river may meander back and forth within
the same flood plain area over many decades. Generally, the bank materials will consist of coarse material
at the bottom and fine material at thetop. Thisisdue to the fact that coarser material istransported in the
stream near the bottom and finer material near the top of the flow. If the stream overflowsits bank, it may
deposit enough fine material on the top of the bank to form natural levees. Thiswill normally occur for a
flood frequency comparableto 2 to 5 years.

Another important characteristic of alluvial stream channelsistheir tendency to have degrading (eroding)
or aggrading (depositing) beds. A stream will degrade if its capability to transport material exceeds the
supply of material available for transport. However, a stream will aggrade if the material available for
transport exceeds the stream's capacity for transporting material. In a given location, a stream may
experience both aggradation and degradation over a short period of time.

Althoughtheavailability of transportable material isdifficult to estimate, thetransport capability of astream
can be correlated to its water surface slope and its runoff values (peak discharge). Thisrelationship is most
useful in evaluating changes in transport power along the stream channel.

For example, asteep water surface slope is capable of transporting more material than amild water surface
slope. Thus, when the stream slope changes from steep to mild, the stream will tend to deposit material in
the mild slope location that was being transported in the steep slope location. As another example, a
tributary will generally have a steeper ope than the main channel which it flows into. At the point the
tributary meetsthe main channel, thetributary will deposit itsmaterial to form an aluvial fan, assuming that
the tributary experiences a backwater effect from the main channel.

An easier method for eval uating changesin sediment transport power isto consider the differencesin stream
velocities between two closely located stream sections.

For example, abridge stream section will generally haveless areafor discharge than the stream section just
upstream from the bridge. Since discharge (Q) isafunction of stream velocity (V) timesthe flow area (A)
and sincethe discharge must al so remain constant throughout the given stream reach, then the vel ocities wil|
begreater within the bridge section than those vel ocitiesjust upstream of thebridge. Thus, the bridge section
will have greater stream power for transporting material than the section just upstream of the bridge.

If abridge section erodes, it is called general or contractual scour, becauseitsflow areais smaller than the
stream’'snatural crosssection. If thebridge piersand/or abutmentsexperience considerable adjacent erosion,
it is called local scour because the erosion is localized to the vicinity of the obstruction. The term
degradation applies to a stream reach that erodes over long distances while the term scour applies to more
localized erosion.

Several methods should be used in evaluating the alluvial and nonalluvial aspects of streams and their flood
plains. These methods include the following:

# Studying historical data (such as quad maps, aerial photos, and old bridge plans).

# Making physical observations such asviewing channel slopesof tributaries at their confluencewith main
streams (for possible degrading of the main channel) or by identifying a braided stream (for possible

aggrading).

# Making numerical eval uationssuch assolving sediment transport equations(afunction of slope, discharge,
and sediment size).

Transmittal No. 12 - November 10, 2000 7-78



Appendix | nvestigation Process (continued)

Collectively, these methods will provide a composite perspective of the changes that may occur within the
project area.

Thedesigner should recognizethat stream channelsand flood plains are subject to constant change and these
changes may profoundly alter the analytic processes. How reliable is the computed depth of flow if the
streambed isconstantly fluctuating asit degradesand aggrades? Thedesigner should be prepared to evaluate
the risks versus costs of designing for the dynamic processes of streams and their flood plains.

D. Water Quality Characteristics. Water quality characteristicsincludeinformation on the value of the
water resource system to humans, fish, and wildlife.

Characteristics such as pH, turbidity, conductivity, dissolved oxygen, water temperature, flow rate, and
biological oxygen demand provideinformation for eval uating the potability of, thesuitability of, fish habitat,
and the compatibility of hydraulic structures with the water resource system.

Generally, water quality characteristics are only evaluated at the request of other agencies such asthe U.S.
Environmental Protection Agency, U.S. Fish and Wildlife, and State water resource agencies. However,
water quality data should be obtained whenever possible.

Thefollowing isasummary of definitions, standards, and plansfor evaluating water quality characteristics.

1. Government Water Quality Standards. The State generally isthe most responsible for establishing
water quality standards within the project area. There are no nationwide water quality standards. Federal
laws have set goals for eliminating al point and nonpoint pollution sources. Also, local governments and
environmental groups may have considerabl eregul ations covering municipal water suppliesand recreational
uses of reservoirs. The type of regulations and standards will depend primarily on the type of highway
project and its location.

Use the following defined parameters and values in evaluating water quality for highway systems.

a. pH. pHisameasureof the hydrogenion activity inawater sample. Itisanindirect indicator of acidity
and alkalinity and can range from 0O to 14 with a value of 7.0 being neutral. If apH islessthan 7, it is
considered acidic. If apH isgreater than 7 itisconsidered alkaline. Most fresh water aquaticlifeand culvert
pipe materials can tolerate a pH range of 6.5t0 9.0.

b. Conductivity. Conductivity isthe ability of water to carry electrical current. It isdependent upon the
concentration of dissolved ionized substances thus giving an indication of the concentration of dissolved
solidsin the water.

A body of water that has an electrical conductance greater than 350 mhos/cm will probably be unsafe for
drinking. Most freshwater aquatic life should tol erate an electrical conductance ashigh as 1,000 mmhos/cm.

c. Turbidity. Turbidity isanindication of theamount of suspended solidsinthewater. Excessiveturbidity
may reduce the rate of photosynthesis, cause changes in predator relationships, and cause changes in
temperature. It is aesthetically displeasing. Generally an acceptable turbidity rangeisfrom 0to 50 NTU
(nephelometric turbidity units). Contract specifications may need to give maximum limits by which
construction activities can increase water turbidity and temperature.

d. Dissolved Oxygen. Dissolved oxygen is the oxygen dissolved in water. It isagood indicator of the
aesthetic and aquatic quality of the water. Most bodies of water having good aquatic environments are
characterized by nearly saturated dissolved oxygen levels. However, aeuthrophic body of water may exhibit
high dissolved oxygen levels during the daytime while reaching nearly zero levels during the night. This
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Appendix | nvestigation Process (continued)

phenomenon is due to plant photosynthesis (oxygen producing) taking place during daylight hours only,
while plant respiration (oxygen consuming) continuesinto the night. Most unpolluted streamswill show a
dissolved oxygen fluctuation of only 1 to 3 mg/L per 24 hours.

While the dissolved oxygen saturation level of water may vary from 6 to 14 mg/L, depending upon local
temperature and altitude, arange of 5 to 10 mg/L is considered satisfactory for supporting most freshwater
aguatic life and producing aesthetically pleasing qualities.

2. Water Quality Data. If water quality standards exist for the project area, then water quality data has
probably been collected within the region. This data can be used to develop a base for future water quality
monitoring plans.

Variouswater quality datacan beobtainedfromtheU.S. Geological Survey’ s(USGS) Internet site(currently
http://water.usgs.gov). The following is basically an excerpt from one of the home pages:

a. Real-time Water Data. Fromthe streamto your screen! See provisional datafrom 3,000 on-line stations
throughout the U.S.

b. NWIS. Nationa Water Information System. Historical records of daily streamflow and peak flowsfor
almost 20,000 stations. Some records go back a century.

c. Water-Quality. A collection of high-quality records from the Water Quality Monitoring Network with
explanations and quality-assurance information.

d. Suspended-Sediment Database. Transport of sediment and associated contaminants in streams is a
water-quality issue of national concern. The U.S. Geological Survey has operated a number of daily
suspended sediment stations throughout the country, paid for through a variety of cooperative and federal
programs. These daily gaging stations provide the best information on sediment flux in the Nationsrivers.

e. Hydro-Climatic Data Network (HCDN) Streamflow Data Set, 1874-1988. WRIR 93-4076 by J.R. Slack,
Alan M. Lumb, and Jurate Maciunas L andwehr.

f. GIS. Datafor Water Resources.
g. Water Use. Maps and searchable data by county and watershed. A great place for a school project!

h. Acid Rain. Precipitation chemistry and atmospheric deposition data from over 200 stations provided
by the National Atmospheric Deposition Program (NADP).

i. On-line Reports. Linksto some additional data sets and data set information.
In addition to the USGS data, the U.S. Environmental Protection Agency (EPA) provides access to water

quality data at its Internet site (currently http://www.epa.gov/owow/storet). Thefollowing is an excerpted
description from their web site:

“The U.S. Environmental Protection Agency (EPA) maintains two data management systems containing
water quality information for the nation’s waters: the Legacy Data Center, and STORET.

The Legacy Data Center, or LDC, contains historical water quality data dating back to the early part of

the 20" century and collected up to the end of 1998. STORET contains data collected beginning in 1999,
along with older data that has been properly documented and migrated from the LDC.
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Appendix | nvestigation Process (continued)

Both systems contain raw biological, chemical, and physical data on surface and ground water collected
by federal, stateand local agencies, Indian Tribes, volunteer groups, academics, and others. All 50 States,
territories, and jurisdictions of the U.S., along with portions of Canada and Mexico, are represented in
these systems.

Each sampling resultintheLDC andin STORET isaccompanied by information on where the samplewas
taken (latitude, longitude, state, county, Hydrologic Unit Code and a brief site identification), when the
sample was gathered, the medium sampled (e.g., water, sediment, fish tissue), and the name of the
organization that sponsored the monitoring.

“ In addition, STORET contains information on why the data were gathered; sampling and analytical
methods used; the laboratory used to analyze the samples; the quality control checks used when
sampling, handling the samples, and analyzing the data; and the personnel responsible for the data.”

3. MonitoringPlans. The FHWA publicationsHighway Water Quality Monitoring Manual and Highway
Runoff Water Quality Training Cour se Wor kbook are reference sources suitablefor usein devel oping water
quality monitoring plans.

If warranted, water quality monitoring should be conducted 12 months before construction, during
construction, and 12 months after construction. Water quality testing should be performed upstream and
downstream of the project area. Tests should be performed at |east once per month during low flows and
twice per month during high flows.

During heavy construction periods, some tests such as turbidity should be performed on a daily basis.

Monitoring should include pH, turbidity, conductivity, and dissolved oxygen. Inaddition to thesetests, the
time, date, water temperature, air temperature, and flow rate should be obtained by the monitor.

The collected data should be permanently filed with the USEPA STORET system for future reference by
FHWA and other interested agencies.
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Hydraulic Survey Data

Date of Survey:
By:

Project Identification:

Route No.: Site Location:

State: National Forest/Park:

County:

Nearest Community:

Plane coordinates or Lat. and Long. from a Highway Map:

1. ExigingStructures (any structure at the site, or upstream or downstream from the proposed site
having a comparable drainage area)

o Date of original construction:

® Was present bridge in place at time of extreme high water?

® Has bridge ever been washed out? Date:

Describe what portion of bridge or approaches have been washed out:

® Elevation of maximum high water:

Upstream side of existing structure

Downstream side of existing structure

m upstream of existing structure

m downstream of existing structure

m at other locations on the flood plain (describe)

Date of maximum high water: Source of information:

o Other relevant information:

EXHIBIT 7.1 Hydraulic Survey Data
(Page 1 of 3)



Hydraulic Survey Data
(page 2 of 3)

2. Stream Flow Data at Proposed Site

® Elevation of maximum high water of this stream at proposed location if different from datafor existing site:

m on upstream side of proposed

m on downstream side of proposed

m at other locations on the flood plain (describe)

Date: Source of information

® Elevations of highest backwater caused by another stream

Date Stream Name

Source of information

e Elev.ofnormawater ____ (Average) Elev. of extreme low water

Date:

Source of information

® Velocity of current at highwater: ____ mJ/s
® Velocity of currentatnormalwater: _____ m/s

o Other relevant information:

3. SteConditions

® Amount and character of drift during a freshet or flood:

@ Do banks or bed show scour?

Description and location of scour:

® Describe streambed material (mud, silt, clay, sand, gravel, cobbles, boulders, soft solid rock, stratified
rock, hard rock, silt sedimentation, deposition of large stones, etc.) is material loose or well compacted?

o Comment on stream ecology and wildlife habitat:

EXHIBIT 7.1
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Hydraulic Survey Data
(page 3 of 3)

4. Influenceand Control of Site
® |ocation and condition of dams upstream or downstream that will affect high water discharge at this

site:

® | ocation and description of any water-gaging stationsin the immediate vicinity:

Elevation on gage corresponds to elevation on survey datum.

e Extent to which sink-holes affect runoff, etc.:

® Brief description of usage of stream for navigational purposes by small boats, etc.

o Other relevant information:

5. General Remarks  (List any unusual conditions or features not covered or considered significant.)

EXHIBIT 7.1
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Project Identification:
Route No.
State:

County:

Reference Data

Hydraulic Design Check List*

*See HEC No. 19

National Forest/Park:

Prepared by:

Date:

Calibration of High Water Data:

Maps: Technical Resources:

USGS Quad. Scale Date Highway Engineering Circular Discharge and Frequency of H.W. el.
USGS 1:250 000 Research Reports Influences Responsible for H.W. el.
Other Textbooks

Local Zoning Maps

FHWA Directives

Flood Hazard Delineation (Quad.)

Flood Plain Delineation (HUD)

|
Discharge Calculations:

Anal. Hydraulic Perform. of Existing

Facility for Min. Flow thru 100 Yr.

Drainage Areas

Aerial Photos Scale Date

Rational Formula

Anal. Hydraulic Perform. of Prop.
Facility for Min. Flow thru 100 Yr.

USGS Regression Equation

FHWA Regression Equation

Regional Flood Analysis

|
Design Appurtenances:

SCS Method

Dissipators

Area-Discharge Curves

Rip Rap

USACE Flood Plain Inform. Report

Log-Person Type Il Gage Rating

Erosion & Sediment Control

SCS Watershed Studies

Fish & Wildlife Protection

Local Watershed Studies

USGS Gages & Studies

TVA Flood Studies

Interim Flood Plain Studies

Hydrology

Water Resource Agency Data

Regional Planning Data

|
High Water Elevations:

Hydraulic Design

|
Technical Aids:

Design Manual

Forest Service

Field Surveys

Technical Library

Utility Company Plans

External Sources

State( )

Personal Reconnaissance

Studies by Internal Sources:

|
Flood History:

|
Computer Programs:

Bridge Inspection Reports

External Sources

FHWA Culvert Analysis (HY-8)

Hydraulics Sect. Records

Personal Reconnaissance

FHWA Bridge Waterways (HY-7)

Drainage Records

Maintenance Records

Flood Records (High Water, Newspaper)

HEC-2 Water Surface Profile

QUICK HEC-12 Drop Inlet Design

Log-Pearson Type III Analysis

EXHIBIT 7.2
Hydraulic Design Check List
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Hydraulic Site Evaluation

Project | dentification:

RouteNo. National Forest/Park:

Sate:

County: Preparedby:
Date:

Design SiteData

1. Existing Structure(s)—Provide Sketch of Culvert/Structure with Dimensions and Brief Description.

Comments:  Include structure or culvert type and condition. Note particularly any scour adjacent to abutments or at culvert
outlet and the presence of debris or sediment. Also note the location of any utilitiesin the area of the crossing.

EXHIBIT 7.3

Hydraulic Site Evaluation
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2. High Water Marks - Describe the nature and location of any apparent high water marks and relate to a date
of occurrence, if possible.

Stream Channel and Related Aspects

1. Stream Morphology

Braided Meandering Straight

/)

0

|

)

U
Is the Stream Channel - Stable ] Check Appropriate Type
Aggrading U
Degrading ]
EXHIBIT 7.3
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Comments:

2. Channel and Overbank Roughness Coefficients (Check appropriate box).
Basic Channel Description

Channel in Earth

Channel Cut into Rock

Channel Fine Gravel

Channel Coarse Gravel

oOooose

. Surface Irregularity of Channel.

Smooth - Best obtainable section for materialsinvolved.

Minor - Slightly eroded or scoured side slopes.

Moderate - Moderately sloughed or eroded side slopes.

Severe- Badly sloughed banks of natural channels or badly eroded sides of man-made channels-jagged and irregular
sides or bottom sections of channelsin rock.

ooogs

c¢. Variationsin Shape and Size of Cross-Sections.

[J Changesin size or shape occurring gradualy.

[0 Largeand small sections aternating occasionally or shape changes causing occasional shifting of main
flow from sideto side.

[0 Largeand small sections alternating frequently or shape changes causing frequent shifting of main flow
from sideto side.

d. Channel Obstructions - (Judge the relative effect of obstructions - consider the degree to which the
obstructions reduce the average cross-sectional area, character of obstructions, and location and
spacing of obstructions). Smooth or rounded objects create less turbulence than sharp, angular objects.

The effect of obstructionsis:

[J Negligible

O Minor

[ Appreciable

[ Severe

e. Degree of Vegetation - (Note - Amount and character of foliage).

The effect of vegetative growth upon flow condition is:

0 Low- Dense growths of flexible turf grasses where average depth of flow is 2 to 3 times the height of
vegetation. Supple seedling tree switches where the average depth of flow is 3 to 4 timesthe
height of vegetation.

0 Medium - Turf grasses where the average depth of flow is 1 to 2 timesthe height of vegetation. Stemmy
grasses, weeds, or tree seedlings (moderate cover), average depth of flow 2 to 3timesthe
height of vegetation. Bushy growths (moderately dense), along channel side slopes with no
significant vegetation along channel bottom.

EXHIBIT7.3
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[ High - Turf grasses where average height is about equal to the average depth of flow. Trees8to 10
years old with some weeds or brush. Bushy growths about 1 year old with some weeds. No
significant vegetation along channel bottom.

[ Very high - Turf grasses where average depth of flow islessthan 1/2 the height of vegetation. Bushy

growths about 1 year old intergrown with weeds. Dense growth of cattails along channel
bottom. Tree intergrown with weeds and brush (Thick growth).

Additiona Comments:

3. Requirementsfor Erosion Protection or Flow Control. Comment on the need (if any) for training walls, cutoff
walls or specia slope or channel protection.

Peripheral SiteData

1. Hydraulic Control - Note location and description.

EXHIBIT7.3
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2. Upstream and Downstream Structures - Provide sketches and brief descriptions of existing bridges/culverts.
Include dimensions.

3. Maximum Allowable Headwater - Describe the nature of the apparent controlling feature and noteits
location.

EXHIBIT7.3
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4. Fish Passage Requirements - Comment on the apparent need for fish passage or impediments to same; such as,
damsor restrictive crossingsin the area.

5. Watershed Area - Check watershed boundaries for accuracy - Note current land uses within watershed.

6. Flow Control Structures Within Watershed - Note the location and type of all significant flow control structures
(dams, etc.) within the watershed. Provide sketcheswith dimensions asrequired.

EXHIBIT7.3
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Project | dentification:

RouteNo. National Forest/Park:
State: County:
General Location:

Risk Assessment for Encr oachments

General Requirements

1

2.

L ocation of Crossing:

Nameof Stream:

CurrentADT: Projected ADT:

HydraulicData:

Q= Stage Elevation =
Q= Stage Elevation =
Qp= Stage Elevation =
Qs = Stage Elevation =
Q= Stage Elevation =
Qupo = Stage Elevation =
Qoverlopping =

Design Flood Frequency

Selecting Factor

SteData:
a) Low member elevation:

b) Minimum roadway overflow elevation:

c) Elevations of high risk property:

Residences:

Other Buildings:

d) Elevationsof primefarm land:

EXHIBIT 7.4 Risk Assessment for Encroachments
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BridgeSiteAnalyss
1. Backwater Damage
(Major flood damage in this context refersto buildings, housing developments, etc.)
a. Isthereflood damage potential to the residence(s) or other buildings during a 100 year flood?
Yes [ No [ (Goto2)
b. Would this flood damage occur even if the roadway crossing was not there?
Yes [ No [ (Gotod)
c¢. Could the stream crossing be designed in such amanner so asto minimize this potential flood damage?
Yes [ No [ (Goto2)
d. Analyzeusing Least Total Expected Cost (L TEC) design procedures. (See HEC No. 17).
2. TrafficRelated L osses
a. Isapractica detour available? (i.e., emergency vehicle access, evacuation route, school bus; mail delivery, etc.)
Yes [ No [ (Gotod)
b. Doesthe ADT exceed 50 vehicles per day?
Yes [ No [ (Goto 3)

¢. Would the duration of road closure in days multiplied by the length of detour minus the length of normal
route in kilometers exceed 30?

Yes [ No [ (Goto 3)
d. Analyzeusing Least Total Expected Cost (L TEC) design procedures. (See HEC No. 17.)
3. Roadway and/or Structural Repair Costs
a. Isthere danger of structural or roadway failure due to scour, ice, debris, or other means?
Yes [ No [ (Goto4)
b. Will the cost of protecting the site from damage exceed the cost of providing additional waterway capacity?
Yes [ No [ (Goto4)
c. Analyzeusing Least Total Expected Cost (L TEC) design procedures. (See HEC No. 17.)
4. Capital Costs
a. Will the capital cost of the structure exceed $1,000,000?
Yes [ No [ (Gotob5)

b. Analyzeusing Least Total Expected Cost (L TEC) design procedures. (See HEC No. 17.)

EXHIBIT7.4
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5.

Ifan LTEC design isnot required and thereareno other factor srequiring further sudy, proceed with
thedesign, sdectingthelowest acceptablegr adelineand thesmallest waterway opening consistent
with theconstraintsimposed on thepr oject.

Risk Management

[ Therisk assessment has demonstrated that potential flood damage costs, traffic related coats, roadway
and/or structure repair costs are minor and therefore disregarded for this project.

[J Therisk assessment hasindicated the need for further analysisin one or more of the categories examined (specify).

Risk Assessment by:

Date:

EXHIBIT7.4
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Flood Damage Report for Bridges

L ocation of Bridge:

Bridgel dentification:

Highway Route No. Sate:

County:

Report Prepared By: Date
1. Extentof Damage/Repair Required

(A) Approach Roadways
® \Were approaches overtopped? Yes(1; No[J (Go to B)
e Approximately length of overtopped pavement section ________m
e Estimated maximum depth of wateroverroad _______ m
® Roughestimateofdamage. $
Square meters of pavement to be replaced
Cubic meters of roadway fill needed
o Comments:

(B) Superstructure

® Was bridge deck damaged? Yes(1 No[J (Goto C)

Damage was:

Minor (0 Major 1 Replacement required

® Waslow bridge member inundated? Yes(] No[J

® Wasbridgedeck inundated? Yesl] No[J (maximumdepth ____ )
e FEffect of debris (clogging of waterway opening, etc.) on superstructure damage.

Was bridge deck tied down? Yes(1 No[J
Comments:

EXHIBIT7.5
Flood Damage Report-Bridge Sites
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(C) Substructure
Was substructure damaged? Yes[1 No[l (Goto 2)

Repairs Replacement
Minor Major Required
Abutment Damage O O O
Pier Damage O O O
Riprap Damage O * *
* Estimated cubic meters of riprap needed
Comments on extent of scour at site:
Effects of debris on substructure damage:
2. Inyour opinion, what weremajor factor (s) contributingtobridgedamagefailure.
3. Length of timewater flowed over road . hours. How long was (or is) road expected tobe

closed totraffic?

4. |sthisagood stefor amoredetailed study by others? Yes O NoO

® [shydrologic and hydraulic data available? Yes[J No[J Don't know [

e [sthisa"typical" bridge crossing or isthe hydraulics complicated by other features (upstream/downstream

bridges, flood plain development, etc.). Typical [1 Not Typical [

o Comments:

EXHIBIT7.5
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Culvert Design Work Sheet

PROJECT - STATION:
DESIGNER/DATE: /
T
SHEE —0F REVIEWER/DATE: /
2 HYDROLOGICAL DATA ROADWAY ELEVATION: _____ (m)
& ElL g ——(m)
-'8‘ 0O METHOD:
<
4 [ DRAINAGE AREA: O STREAMSLOPE:
7]

O CHANNEL SHABE:

OROUTING. = O OTHER:

E Li -
DESIGN FLOWS/TAILWATER
S L
RL FLOWS TW (m S = « r°
(YEARS) m/S - =3 55
og2 4§
L = 3 2 (=g
(o) Fa N W
g <q o>
Orw
CULVERT DESCRIPTION; ToTaL | FLOw HEADWATER CALCULATIONS
FLOW PER
MATERIAL-SHAPE-SIZE-ENTRANCE BARREL INLET CONTROL OUTLET CONTROL
Q anN COMMENTS
(ms) (1) HW/ HW, FALL EL., ™ d, do+ he K, H ELn,
D 3 (4) (5) D (6) ™ (8)
(2) 2

TECHNICAL FOOTNOTES:

(1) USE Q/NB FOR BOX CULVERTS

(2) HW,/D = HW/D OR HW,/D FROM DESIGN CHARTS (5)

(3) FALL = HW, - (EL,, - EL,)); FALL IS ZERO FOR CULVERTS ON GRADE

TW BASED ON DOWN STREAM CONTROL OR FLOW DEPTH IN CHANNEL. (8)

(4) EL,, = HW, + EL, (INVERT OF INLET CONTROL SECTION)

(6) h, = TWOR (d, +D)/2 (WHICHEVER IS GREATER)
(7) H=10 +Kk, + (18.6n°L)/R"*] V¥/2g

EL, =EL,+ H + h,

SUBSCRIPT DEFINITIONS:

a. APPROXIMATE

f. CULVERT FACE

hd. DESIGN HEADWATER

hi. HEADWATER IN INLET CONTROL
ho. HEADWATER IN OUTLET CONTROL
i. INLET CONTROL SECTION

o. OUTLET

sf. STREAMBED AT CULVERT FACE
tw. TAILWATER

COMMENTS/DISCUSSION:

CULVERT BARREL SELECTED:

SIZE:

SHAPE:

MATERIAL: n

ENTRANCE:

EXHIBIT 7.6 Sample of Culvert Design Work Sheet
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Culvert Design Work Sheet

PROJECT.-__ID FH 27-1() STATION:_7 + 246
L DESIGNER/DATE:__FLH L 1-1-95
Sunrise River Road SHEET. 1 OF 1
REVIEWER/DATE: /
HYDROLOGICAL DATA
0 METHOD: RATIONAL
2 I ROADWAY ELEVATION: __109.6%  (m)
& O DRAINAGE AREA:__21he O gTREAM SLOPE:_0.02 EL,, d-l 07.90 (m)
a
% O CHANNEL SHAPE: TRAPEZOIDALB=1.6m Z=0.6m — —_———
& H
OROUTING: O OTHER: s |
T 10531 B B
05. L
Rl FLOWS TW (m, EL 222 (m)
YEARS m¥/S = -
(YEaRs) 7S) S=8,-FALL/L, EL 10433 (m)
50 3.40 0.49 S = 002
L= 49 m
CULVER SCRIPT! : TOTAL FLOW HEADWATER CALCULATIONS
FLOW PER
MATERIAL-SHAPE-SIZE-ENTRANCE BARREL INLET CONTROL OUTLET CONTROL
Q [o7,] COMMENTS
(m?/S) (1 HW./ HW, FALL ELy ™ d, do+ h, ke H ELwo
D (4) (5) D (6) 7) (8)
2) 2
CMP 1050 mm HEADWALL 3.40 3.40 2.2 2.41 107.7 0.49 1.04 1.07 1.0 0. 3.8 108. 108. 38 OUTLET CNTRL EL* >
w/1:1 5 2 7 2 3 76 78 4 107.90
BEVELS
CMP 1200 mm HEADWALL 3.40 3.40 1.5 1.83 107.1 0.49 0.98 1.10 11 0. 1.7 107. 107. 33 OUTLET CONTROL
w/1:1 4 (o] 2 4 17 17 8
BEVELS
RCP 1050 mm GROVED 3.40 3.40 2.1 2.25 107.5 0.49 1.04 1.07 1.0 0. 1.4 106. 107. 5.1 INLET CONTROL
END IN 6 7 2 6 86 56 8
HEADWALL
TECHNICAL FOOTNOTES: (4) EL,, = HW, + EL (INVERT OF INLET CONTROL SECTION) (6) h, = TWOR (d, +D)/2 (WHICHEVER IS GREATER)
(1) USE Q/NB FOR BOX CULVERTS N =1l +k, + (19.6n2L)/R"¥] V¥2g

(2) HW,/D = HW/D OR HW,/D FROM DESIGN CHARTS

(5) TW BASED ON DOWN STREAM CONTROL OR FLOW DEPTH IN CHANNEL. (8)

(3) FALL = HW, - (EL,q4 - EL,); FALL IS ZERO FOR CULVERTS ON GRADE

Elpo =EL, + H + h,

SUBSCRIPT DEFINITIONS:

a. APPROXIMATE

f. CULVERT FACE

hd. DESIGN HEADWATER

hi. HEADWATER IN INLET CONTROL
ho. HEADWATER IN OUTLET CONTROL
i. INLET CONTROL SECTION

o. OUTLET

sf. STREAMBED AT CULVERT FACE

tw. TAILWATER

COMMENTS/DISCUSSION:

BOTH A 1200 mm CMP WITH 1:1 BEVELS AND 1050 mm RCP

WITH GROOVED END MEET DESIGN CRITERIA.

CULVERT BARREL SELECTED:
sIZE: __1200 mm

SHAPE: _ CIRCULAR

MATERIAL: _CMP o 0024

ENTRANCE: __HEADWALL w/1:1 BVL

EXHIBIT 7.6
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Inlet Design

Project: Designer:
Date: , 19
Comments:
Inlets 2 Gutters Inlets
=}
% = 2 ] x
£5| 2 Locati Es | £ | & | i | @ | o | S| a | T ]| g | L |E|Q|Q
E 2 g ocation & E 5, S ;;
Q< 4 e
@) 5) (6) 7) ) ) 109 an | 12 | 13 15) ae | a7
@ (#)) &) CA Values Min. |In./Hr.| CFS | Ft./Ft. | Ft./Ft. Feet (14) Feet CFS (18)

EXHIBIT 7.7 Inlet Design Worksheet
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Instructions - Inlet Design

Summarize the computations involved in runoff and determination of inlet capacities.

Column Description Column Description
1 Identify drainage area by assigning a number, 16. Efficiency of inlet (E). See HEC No. 12.
|etter, etc. Record as adecimal value to nearest hundredth.
2. Identify inlets by anumbering system. 17. Record flow intercepted by inlet (Q,). Multiply
valuein column 16 by the value in column 9.
3. Record location of inlet (centerline station, 18. By pass flow (Q,). Determined by subtracting
It,rt,etc.) the valuein column 17 for the value in
column 9.
4. Compute and record CA for runoff at inlet.
Multiply runoff coefficient (C) by the
drainagearea(A) in hectares.
5. Record CA for by-passflow. Dividethe
valuein column 18 for the previousinlet by
the value in column 8 for the same previous
inlet. For firstinletin arun, record zero.
6. Add valuesin columns 4 and 5 and record.
7. Time of concentration (t,) for drainage area.
8. Rainfall intensity (i) based on t,determined
in column 7.
9. Total flow atinlet (Q). Multiply valuesfrom
columns 6 and 8 and divide by 360.
10. Pavement cross slope (S)) or equivaent (S).
11. Roadway grade (S)).
12. Calculate depth of flow (d) at the curb for
discharge. Use valuesfrom columns9, 10,
and 11.
13. Calculate width of spread on the pavement (T)
for discharge. Use values from columns9, 10,
and 11.
14. Identify inlet type (grate type, curb opening,
etc.)
15. Length of inlet (L).
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Storm Sewer Design
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Instructions - Storm Sewer Design

Summarize the computations involved in sizing runs of sewer pipe.

Column Description Column Description
1 Identify inlet. Use identification number 12. Record diameter of storm sewer pipe.
assigned to the inlet. (Column 2, on the Inlet
design worksheet) 13. Record slope (gradient) of pipe.
2. Record location of inlet (centerline station, 14. Calculate capacity of pipe using Manning's formulaand
It,rt, etc.) record. (Note: This capacity must be approximately
equal to or greater than the value for Q in column 11. If
3. Record inlet CA vaue. Determine CA value by valueisless, the hydraulic grade line shall be checked
dividing the value in column 17 by the valuein to determine if the HGL is lower than the gutter flow
column 8 on the inlet design worksheet. linefor therun.)
4. Determine and record CA values of flowsfor any 15. Calculate velocity of flow in the pipe using Manning's
contributing upstream structures. formulaand record.
5. Assign identification number to inflowing 16. Record length of each run. Measure length from center
structure recorded in column 4. to center of inlets or junctions.
6. Add valuesin columns 3 and 4 and record. 17. Record time of concentration in the pipe being
evaluated. Compute the t, by dividing the length of run
7. Time of concentration (t)) for overland flow. (column 16) by the velocity of flow (column 15) and
converting the quotient to minutes by dividing by 60.
8. Timerequired for flow in the pipe.
Record inlet invert elevation.
9. Time of concentration used for the design. For the 18.
first run, time of concentration istheinlet time for Compute and record total fall (differencein elevation
thefirst inlet. For all succeeding runs, time of 19. between inlet and outlet inverts). Multiply valuein
concentration may be either the time as computed column 16 by the value recorded in column 13.
along the sewer line or theinlet time of theinlet at
the beginning of the run under consideration, Record outlet invert elevation. Calculate by
depending upon which of these two periodsis 20. subtracting the value in column 19 from the valuein
longer. column 18.
10. Record rainfall intensity for t, value in column 9.
Compute total discharge (Q) and record. Multiply
11. value from column 6 by the valuein column 10

and divide by 360.

EXHIBIT 7.8 Storm Sewer Design Worksheet
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HydraulicGradeL ine
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Instructions - Hydraulic Grade Line Worksheet

The Hydraulic Grade Line (HGL) should be computed for all storm sewer systems. The purposeisto determine the elevation under
design conditions to which water will risein various inlets, manholes, junctions, etc. Computations are to be summarized on the
worksheet. The HGL elevation should always be lower than the gutter flow line elevation.

Column Description Column Description
1 Record the station for the junction immediately 12. Compute and record the pipe entrance losses (H,) for
upstream of the outflow pipe. HGL computations the upper reach of each storm sewer run.*
begin at the outfall and are worked upstream
taking each junction into consideration. 13. Compute and record junction losses (H)) for each
junction.*
2. Enter the outlet water surface elevationif the
outlet will be submerged during the design storm 14. Compute and record bend losses (changesin direction
or enter 0.8 of the pipe diameter added to the of flow) for each inflowing pipe.*
invert elevation of the outflow pipe, whichever is
greater. 15. Summarize and record total head losses (H,).
Determined by adding the valuesin columns 7, 11, 12,
3. Record the outflow pipe diameter (D,). 13, and 14.
4. Record the design discharge of outflow pipe (Q,). 16. Record elevation of hydraulic grade line. Determined
by adding the valuesin columns 2 and 15.
Record the length of outflow pipe (L,).
5. 17. Record elevation of gutter flow line.
Compute and record the friction slope in m/m of
6. the outflow pipe using the formula:
Sf - ( Qn )2
o AR 2/3
Where: Q = Discharge (m*/s)
A = Cross-sectional areaof pipe (n?)
R = Hydraulic Radius (m)
n = Manning's roughness coefficient
Compute friction loss by multiplying thevaluein
7. column 5 by the value in column 6 and record.
(Hy)
Record flow velocity of outflow pipe. (V)
8.
Record design discharges (Q,, Q,, Qs .. . .) for each
9. pipe flowing into the junction. (Q))
Record velocity (V,, V,, V3. . .) for each pipe
10. flowing into the junction. (V;)
* See Design of Urban Drainage.
Compute and record the terminal junction losses FHWA. 1979.
11. (Hyw) for the upper reach of each storm sewer

run.*

EXHIBIT 7.9 Hydraulic Grade Line Worksheet
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Egtimating Sted Pipe Service Life

The following procedure may be used for determining the expected service life of steel pipe.
Examples using this procedure are shown below and in Part VI of FHWA-FLP-91-006. The "Scaling
Tendency" portion of the procedure in FHWA-FLP-91-006 is not included in these guidelines.

At each pipe location estimate the abrasion level, and determine soil and water pH and resigtivity.
Using the fill height and pipe diameter needed, determine the minimum metal thickness due to
structural needs from the fill-height tables (“ structural” metal thickness). Use this information in the
Service Life Egtimation Chart (page 3 of 3) to determine the service life for the most critical (soil or
water side) pH and resistivity. Note that the graphical information in the chart isfor aplain
gavanized sted with ametal thickness of 1.63 mm. The service life for 1.63 mm sted plateis
referred to below and in the Figures as the "base" service life.

If the Service Life Estimation Chart is used, record the "base" service life (years), and adjust the
service life for the required minimum fill height thickness by multiplying the base service life by the
appropriate “structural” metal thickness factor from the table. Thisisreferred to here and in the chart
asthe"structura” servicelife.

If the"structural” servicelifeisgreater than 50 years, check the pipe to determine if abrasion
protection is needed. At non-abrasive or low abrasive sites, no additional protection is needed. At
sitesthat are moderately abrasive, increase the "structural” steel thickness by one standard thickness
(unlessit is aready the maximum thickness) or add paved invert protection. At severely abrasive
sites, increase "structural” stedl thickness by one standard thickness and add paved invert protection.
If the stedl plate thickness is aready the maximum thickness, do not use steel pipe in severely
abrasive environments. Otherwise, specify metallic coated steel pipe for use at this site.

If the "structural” servicelife determined above islessthan 50 years, adjust the service life depending
upon the abrasion level.

If the site has anon-abrasive or low abrasive environment, determine the added life for the larger
stedl thicknesses (multiply the "base”" service by the factors in the table), and/or add the life for
protective coatings as needed to reach the 50-year service life. Aluminum coated sted (Type 2), in
the pH range (between 5 and 9), and the resistivity (greater than 1500 Q-cm), has a service life which
is the base service life multiplied by afactor of 2.0. Specify al combinations which provide a 50-year
service life that are determined to be economically competitive. If no metal thickness and protective
coating combinationswill achieve a life of 50 years, do not use steel pipe at this site.

If the site has amoder ate or severely abrasive environment, check the service life for the larger

metal thicknesses until a service life of 50 yearsis achieved. If no metal thicknesswill achieve a life
of 50 years, do not use steel pipe at thissite. If additional metal thickness will achieve a 50 years
service life, and the site is moder ately abrasive, increase the metal thickness by one standard
thickness (if the required metal thicknessis less than 4.27 mm) or add invert protection. If the siteis
severely abrasive, and the required metal thickness is less than 4.27 mm, increase the metal thickness
by one standard thickness and add invert protection. Specify dl steel pipe thickness/protective
coating combinations achieving a 50 year service life which are determined to be economically
competitive.

EXHIBIT 7.10 Estimating Steel Pipe Service Life
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A spreadsheet has also been developed as an alternate to the Service Life Estimation Chart. The
spreadsheet uses the mathematical relationships and adds the service lives for various protective
coatings. In addition to showing the possible service life combinations, the user is prompted to
increase pipe thickness and/or add invert protection to provide needed abrasion protection. The
spreadsheet computes the service life for each plate thickness based upon pH and resistivity and adds
the service life for protective coatings. In making the service life determinations, do not reduce the
metal thickness below the “structural” metal thickness needed for the fill height.

Examples of Stedl Pipe Service Life Prediction:

Example PROJECT: NTP1A STATION:_12+908
DATA:
Diameter: 900 mm Fill Height: 150m
Abrasion: Levd 2, Low-Abrasive
Water Side Soil Side
pH: 55 55
Resigtivity 18,000 Q-cm 18,000 Q-cm

From FLH Standard Drawing M 602-1, the fill height of 15 m permits a minimum stedl plate
thickness for structura strength of 1.63 mm (using 68 mm x 13 mm corrugations). From the equation
or graph in Exhibit 7.10 (3 of 3), the "base" service life with this pH and Resistivity is 39 years for
1.63 mm thick metal pipe. Multiply the “base” service life by the thickness factors in Exhibit 7.10 (3
of 3) to determine the "structural” unprotected (plain galvanized) metal thickness providing a
minimum 50-year service life.

Abrasion levels 1 and 2 do not require adjustments for abrasion. In addition to plain galvanized pipe,
the added life for protective coatings yields the following aternatives for a minimum 50-year service
life:

1. 2.77 mm metal thickness for plain galvanized coated pipes - (39 x 1.7 = 67 years)

2. 1.63 mm metal thickness for aluminum coated (Type 2) - (39 x 1.0 x 2 = 78 years)

3. 2.01 mm metal thickness for all plain galvanized coated pipes with bituminous coating -
(39x 1.2+ 10 =57 years)

4. 1.63 mm metal thickness for all plain galvanized coated pipe with bituminous paved invert -
(39 + 25 = 64 years)

5. 1.63 mm metal thickness for all plain galvanzied coated pipes with concrete lining -
(39 + 25 = 64 years)

6. 1.63 mm metal thickness for al plain galvanized pipes with polymer coating -
(39 + 30 = 69 years)

All of the alternatives shown above are acceptable. The estimated service lifeis shown in
parentheses. Note that the spread sheet shows similar values. The pipes which have an acceptable
service life have been shaded on the spread sheet examples for ease of comparison.

EXHIBIT 7.10 Estimating Steel Pipe Service Life
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AVERAGE SERVICE LIFE - YEARS
1.63 MILLIMETER THCK GALVANIZED STEEL PIPE

FEDERAL LANDS HIGHWAY
MODIFIED CALIFORNIA METHOD CHART
FOR ESTIMATING SERVICE LIFE OF
PLAIN GALVANIZED STEEL CULVERTS
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Service Life Estimation Chart
For Average Service Life of Plain Galvanized Culverts
THCXNESS FACTORS
THICKNESS. mvn 132 1,62 200 277 380 427
FACTOR * 0s 1.0 12 W2 12 .8
* MULTIPLY THE AVERAGE SERVICE UFE 8Y THE THICKNESS FACTOR
Notes:

1. The curves in this Charl are based on the data in FHWA-FLP-91-006 which uses the factors in California Test 643,
“Mathod for Estimating the Service Life of Steel Culverts”.

25% sfter first perforation,

The Chart has also been moditied 10 reflact a imirumum metal thickness of 1.63 mm.

Under conditions with pH between 5 and 9, and above R 21500, the average sarvice life determuned for plain

galvanized culverts should be multiplicd by 2.0 for Aluminum coated steel, (Type 2).

These factors increased the estimated service life by
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